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Flying lead concept on ‘A’ Range
Four Range styles to select from
Wide range of termination options
from the TBS 900 series

Full and half insulation covers to the
A&S ranges
Accept Imperial Laminations
(UK & US Sizes available)

      
            

 

Alternative cheek styes available on
‘A’ Range
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Miles-Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

A, K, L & S RANGES
Coil Bobbins for UK / USA Format Laminations
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A Range - 3 Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Patterns 35, 147, 29, 196 & 78 
USA EI75, EI87, EI100, EI112 & EI125
Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
2 Flange (2FL), 3 Flange (3FL) & VDE Style

Section 3

2

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

Alternative
terminal�strip�/�
cheek�options�
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Strong construction for larger
wire gauges
Suitable for ‘fast-on’ terminals
Alternative cheek styles - see page
Insulation covers available
(refer to page 6)

 

          

           
        

Single section (SS/2FL), double
section (DS/3FL) & split double
section (SDS/VDE)
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0. Alternative materials available - refer to section 2, page 10.
A Range insulation and terminal covers in section 3, page 6. Dimensions in inches. 

UL RECOGNISED
MOULDER - E176491

A Range - 3 Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Patterns 35, 147, 29, 196 & 78 
USA EI75, EI87, EI100, EI112 & EI125
Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
2 Flange (2FL), 3 Flange (3FL) & VDE Style

Can be supplied plain, without terminals or for use with all TBS 900 series terminals (with exception of 900, 901, 910 & 911).
Please see section 9.

US No. of
Bobbin Lam. Type terminals a b c d e f g h j k l m n p Core Frame Part

Size Size available material VA No.
35 x 3/4 EI 75 SS 15 (3 x 5) 0.765 0.750 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.290 800-50 17 A35751
35 x 3/4 EI 75 DS 15 (3 x 5) 0.765 0.750 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.477 0.290 A35752
35 x 3/4 EI 75 SDS 15 (3 x 5) 0.765 0.750 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.447 0.280 A35753
35 x 1 EI 75 SS 15 (3 x 5) 0.765 1.000 1.425 1.960 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.290 800-50 22 A35101
35 x 1 EI 75 DS 15 (3 x 5) 0.765 1.000 1.425 1.960 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.477 0.290 A35102
35 x 1 EI 75 SDS 15 (3 x 5) 0.765 1.000 1.425 1.960 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.447 0.280 A35103

147 x 7/8 EI 87 SS 15 (3 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 800-50 32 A47871
147 x 7/8 EI 87 DS 15 (3 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 A47872
147 x 7/8 EI 87 SDS 15 (3 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 A47873
147 x 1 EI 87 SS 15 (3 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 800-50 35 A47101
147 x 1 EI 87 DS 15 (3 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 A47102
147 x 1 EI 87 SDS 15 (3 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 A47103

147x1 1/4 EI 87 SS 15 (3 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 800-50 45 A47121
147x1 1/4 EI 87 DS 15 (3 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 A47122
147x1 1/4 EI 87 SDS 15 (3 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 A47123

29 x 1 EI 100 SS 18 (3 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 800-50 55 A29101
29 x 1 EI 100 DS 18 (3 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 A29102
29 x 1 EI 100 SDS 18 (3 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 A29103

29 x 1 1/4 EI 100 SS 18 (3 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 800-50 77 A29121
29 x 1 1/4 EI 100 DS 18 (3 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 A29122
29 x 1 1/4 EI 100 SDS 18 (3 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 A29123
29 x 1 1/2 EI 100 SS 18 (3 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 800-50 90 A29151
29 x 1 1/2 EI 100 DS 18 (3 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 A29152
29 x 1 1/2 EI 100 SDS 18 (3 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 A29153
196 x 1 1/8 EI 112 SS 18 (3 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.460 800-50 100 A96111
196 x 1 1/8 EI 112 DS 18 (3 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.747 0.460 A96112
196 x 1 1/8 EI 112 SDS 18 (3 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.714 0.450 A96113
78 x 1 1/4 EI 125 SS 24 (3 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.115 1.794 0.300 2.100 2.000 0.050 0.500 800-50 134 A78121
78 x 1 1/4 EI 125 DS 24 (3 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.115 1.794 0.300 2.100 2.000 0.050 0.837 0.500 A78122
78 x 1 1/4 EI 125 SDS 24 (3 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.115 1.794 0.300 2.100 2.000 0.050 0.804 0.490 A78123

Model shown A29121 with TBS902 terminals
in Dupont Rynite FR530L
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

A Range - 2 Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Patterns 147, 29, 196 & 78 
USA EI87, EI100, EI112 & EI125
Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
2 Flange (2FL), 3 Flange (3FL) & VDE Style
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Alternative
terminal�strip�/�
cheek�options�
available�-�see�
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Strong construction for larger
wire gauges
Suitable for ‘fast-on’ terminals
Alternative cheek styles - see page
Insulation covers available
(refer to page 6)
Single section (SS/2FL), double
section (DS/3FL) & split double
section (SDS/VDE)

Section 3
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Miles-Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 
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UL RECOGNISED
MOULDER - E176491
UL RECOGNISED
MOULDER - E176491

A Range - 2 Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Patterns 147, 29, 196 & 78 
USA EI87, EI100, EI112 & EI125
Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
2 Flange (2FL), 3 Flange (3FL) & VDE Style

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0. Alternative materials available - refer to section 2, page 10.
A Range insulation and terminal covers in section 3, page 6. Dimensions in inches. 

Can be supplied plain, without terminals or for use with all TBS 900 series terminals (with exception of 900, 901, 910 & 911).
Please see section 9.

US No. of
Bobbin Lam. Type terminals a b c d e f g h j k l m n p r Core Frame Part

Size Size available material VA No.
147 x 7/8 EI 87 SS 10 (2 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 1.348 800-50 32 A47877
147 x 7/8 EI 87 DS 10 (2 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 1.348 A47878
147 x 7/8 EI 87 SDS 10 (2 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 1.348 A47879
147 x 1 EI 87 SS 10 (2 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 1.348 800-50 35 A47107
147 x 1 EI 87 DS 10 (2 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 1.348 A47108
147 x 1 EI 87 SDS 10 (2 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 1.348 A47109

147 x 1 1/4 EI 87 SS 10 (2 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 1.348 800-50 45 A47127
147 x 1 1/4 EI 87 DS 10 (2 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 1.348 A47128
147 x 1 1/4 EI 87 SDS 10 (2 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 1.348 A47129

29 x 1 EI 100 SS 12 (2 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 1.547 800-50 55 A29107
29 x 1 EI 100 DS 12 (2 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 1.547 A29108
29 x 1 EI 100 SDS 12 (2 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 1.547 A29109

29 x 1 1/4 EI 100 SS 12 (2 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 1.547 800-50 77 A29127
29 x 1 1/4 EI 100 DS 12 (2 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 1.547 A29128
29 x 1 1/4 EI 100 SDS 12 (2 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 1.547 A29129
29 x 1 1/2 EI 100 SS 12 (2 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 1.547 800-50 90 A29157
29 x 1 1/2 EI 100 DS 12 (2 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 1.547 A29158
29 x 1 1/2 EI 100 SDS 12 (2 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 1.547 A29159
196 x 1 1/8 EI 112 SS 12 (2 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.460 1.747 800-50 100 A96117
196 x 1 1/8 EI 112 DS 12 (2 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.747 0.460 1.747 A96118
196 x 1 1/8 EI 112 SDS 12 (2 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.714 0.450 1.747 A96119
78 x 1 1/4 EI 125 SS 16 (2 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.854 1.794 0.300 2.100 2.00 0.050 0.500 1.947 800-50 134 A78127
78 x 1 1/4 EI 125 DS 16 (2 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.854 1.794 0.300 2.100 2.00 0.050 0.837 0.500 1.947 A78128
78 x 1 1/4 EI 125 SDS 16 (2 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.854 1.794 0.300 2.100 2.00 0.050 0.804 0.490 1.947 A78129

Model shown is A29109 with TBS902 terminals
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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A Range
Coil Bobbins for UK/USA Format Laminations
Terminal Covers & Insulation Covers
UK Patterns 35,147, 29, 196 & 78 
USA EI75, EI87, EI100, EI112 & EI125
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Standard materials: Nylon 66 to UL94HB/ Nylon 66 to UL94V0 
Dimensions in inches.
Insulation covers are sold in pairs.

 

          

           
        

A RANGE 6 WAY TERMINAL COVER
For 29 & 196 A Range Bobbins (US 100 & 112)

A RANGE FULL INSULATION COVERS/SHROUDS
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Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0. Dimensions in inches. 

Description Part No.

6 way terminal A60000
cover for A Range
29 & 196 (US 100 
& 112) Bobbins

For use with A range bobbins
with 6 terminal pockets

A60000

 

  

  

 

        
  

        
      

   

     

          
           

  
  

     

U S
Bobbin lam. a b c Part

.oNezisezis

35 x 3/4 EI 75 1.115 1.055 0.240 A02600†

35 x 1 EI 75 1.115 1.055 0.240 A03200†

147 x 7/8 EI 87 1.300 1.240 0.246 A04000†

147 x 1 EI 87 1.300 1.240 0.246 A04500†

147 x 1 1/4 EI 87 1.300 1.240 0.246 A05000†

29 x 1 EI 100 1.490 1.430 0.250 A05600†

29 x 1 1/4 EI 100 1.490 1.430 0.250 A06400†

29 x 1 1/2 EI 100 1.490 1.430 0.250 A06900†

196 x 1 1/8 EI 112 1.675 1.615 0.246 A07700

 

   
   
   

    
   

    

 

          

           
        

29 x 2 EI 100 1.490 1.48 0.25 VM0782†

78 x 1 1/4          EI 125       1.854    1.794   0.240    A09600

 

  

  

 

        
  

        
      

   

     

Standard materials: Nylon 66 to UL94V2 / Nylon 66  
to UL94V0 and PET to UL94V0 or 30% GF Nylon 66 
where indicated †.
Dimensions in inches.
Insulation covers are sold in pairs.

 

   
   
   
   

    
   

    
    

    

 

   
   
   

    
   

    

 

          

           
        

    

                                



Section 3

7

Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491
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Standard materials: Nylon 66 to UL94V2 / 
Nylon 66 to UL94V0. Dimensions in inches. 
For bobbins not served by half insulation 
covers, side covers are available. 

Details available on request. Actual design 
may vary.
Insulation covers are sold in pairs.

          
  

     

 

          

           
        

 

  

  

 

         
     

        
      

   

     

         
         

   
     

 

   
   

   
   
   
   
   

    
   

    
    
    

U S
Bobbin lam. a b c Part

.oNezisezis
35 x 3/4 EI 75 1.115 1.055 0.240 A02500

147 x 7/8 EI 87 1.300 1.240 0.240 A03600
147 x 1 EI 87 1.300 1.240 0.240 A04400

147 x 1 1/4 EI 87 1.300 1.240 0.240 A04900
29 x 1 EI 100 1.490 1.430 0.240 A05500

196 x 1 1/8 EI 112 1.675 1.615 0.240 A07300

    

   
   

   

 

          

           
        

    

29 x 1 1/4          EI 100      1.490    1.430   0.240     A06300
29 x 1 1/2          EI 100      1.490    1.430   0.240     A06800

35 x 1               EI 75       1.115 1.055 0.240    A03100
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A RANGE HALF INSULATION COVERS/SHROUDS

A Range
Coil Bobbins for UK/USA Format Laminations
Terminal Covers & Insulation Covers
UK Patterns 35,147, 29, 196 & 78 
USA EI75, EI87, EI100, EI112 & EI125



The ‘A’ Range is an evolutionary development 
of the well established ‘S’ range. Designed to 
improve bobbin flange strength, having deeper
wire channels and offering interchangeable 
terminal strips in 4 positions.

Facility for solder/printed circuit/fast-on and 
wire terminations. Use TBS 900 Series range 
of terminals.

Optional all round flying lead slots and plain 
cheek ends.

Customers can choose configurations from our
standard styles as detailed here.

Alternatively, cheek ends can be made for thermal
cut-out slots, deeper lead outs, terminal strips at
90o to normal or your own design.

Terminal strip options are available on the 
following A Range bobbin sizes:

35 (US EI 75) x 3/4” and 1”

147 (US EI 87) x 7/8”, 1” and 1-1/4”

29 (US EI 100) x 1”, 1-1/4” and 1-1/2”

196 (US EI 112) x 1-1/8”

78 (US EI 125) x 1-1/4”
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n 3

Section 3
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

 

 
   
   

 
     

   
 

      
    
     

   
 

     
      
      
   
   

 
     

 
          

  

    
  

    
   
   

  

Plain cheeks.

Fully slotted.

 

    

  

 

 
   
   

 
     

   
 

      
    
     

   
 

     
      
      
   
   

 
     

 
          

  

    
  

    
   
   

  

 

 

Any variation.

    

  

A Range - Bobbin Options
Introducing complete versatility 
in Bobbin design in UK/USA

Terminal strips and plain cheeks

Fully slotted on all 4 terminal strips

Any variation

UL RECOGNISED
MOULDER - E176491

29 x 1”/EI100 x 1” Coil Bobbin
with EEEF terminal strips
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Section 3
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Most products are available direct from stock with 
same day despatch - please contact sales for details

   

A29101 GNN BLK AABA 0001

'A' Range.

Lamination.
(Last 2-digits)

Stack size

(First 2-digits)

Material
code.

Material
colour.

Cheek styles
+ position.

Pos'n.1

Pos'n.2

Pos'n.3

Pos'n.4

Section type.
i.e., SS,DS or SDS
(2FL, 3FL or VDE)

EXAMPLES OF PART NUMBERING FORMAT

  

Position 2
Terminal Nos.

6-10

7-12

9-16
Position 1
Terminal Nos.

1-5

1-6

1-8

Position 4
Terminal Nos.

16-20

19-24

25-32

Position 3
Terminal Nos.

11-15

13-18

17-24

Terminal conÞguration
if Þtted.

Cheek style A - 900 Style Terminals
Available in up to 3 of 4 positions, as standard.

Cheek style B
Available in any 1 of 4 positions, as standard.

Cheek style C
Available in any 1 of 4 positions, as standard.
(Not available in 35 US75 lamination size)

  

Standard terminal strip.

Plain cheek (corrugated strengthening)

Slotted cheek (reduced 
corrugated strengthening height)

Cheek style D
Available in any 1 of 4 positions, as standard.
(Not available in 35 US75 lamination size)

Cheek style E
Available in up to 4 positions, as standard.

Cheek style F
Available in any 2 of 4 positions, as standard.

Plain cheek (reduced corrugated 
strengthening height)

Slotted cheek (wide slots, 
corrugated strengthening)

Plain cheek.

  

Cheek style G - 509 Style Terminals
Available in all 4 positions as standard.
Available in 147 x 7/8”, 147 x 1” and all 29 and 35 sizes
(EI87, EI100 & EI175).

Terminal strip for TBS-509 
terminals only, with inward bend.

  

A Range Bobbin Options

A Range - Alternative Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Patterns 35, 147,& 29 
USA EI75, EI87 & EI100

UL RECOGNISED
MOULDER - E176491

Bobbin shown is the 147 x 1” SDS, USA Format EI 87 x 1” VDE Style, moulded
in DuPont Zytel 70G30HSL Black with “G” style cheeks in all 4 positions.
TBS-509 terminals fitted at 1, 5, 17 & 20. Part number A47103Z30BLKGGGG003
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Flying Lead Termination concept for the
A Range Bobbins
Miles-Platts introduce a New Flying Lead Ter mination concept for
the A Range Bobbins. This method of termination has been
developed to speed up manufacturing times where internally
connected flying leads are required to prevent live terminals
being exposed within the equipment panels. This is a
standard requirement in fire and security alarm panels
although flying lead termination is used in many different types of
applications.

Savings in the cost of twisting, soldering, insulating and
anchoring methods are easily achieved.

Stage 1
Bobbins with windings in each section. Start and finish wire of 
coil wrapped around the base of the terminal. Could be soldered
at this stage if required.

Stage 2
Flying leads fitted and soldered to tags, (tops of windings can be
insulated if necessary).  Start and finish wire of coil could be 
soldered with flying leads thus saving one operation.

Stage 3 
Show tags bent at right angles with leads positioned in slots.

Final assembly 
Stage 3 with winding shrouds, core and clamp fitted.

Stage 1

Stage 3

Stage 2

Final Stage

      
            

 

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

A Range - 4 Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Patterns 35, 147 & 29 
USA EI75, EI87 & EI100

UL RECOGNISED
MOULDER - E176491
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Miles-Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

A Range - 4 Terminal Strips
Coil Bobbins for Imperial Laminations
UK Patterns 35, 147 & 29 
USA EI75, EI87 & EI100

UL RECOGNISED
MOULDER - E176491

FLYING LEAD TERMINATION (‘G’ STYLE CHEEKS)

   

 

 

 

   

   

  
  

   

      
      

  

  

   

   

 

 

 

   

   

   

     

 

 

 

 

 

 

 

 

   

 

    

         

       

     

16 1924

7 12 13 18

29 x 1

29 x 1 1/4
29 x 1 1/2

(24 Terminal bobbins)

n n
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ad b
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h

g

ck

p
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e

15

6 10 11 15

1620

35 x 3/4
35 x 1

147 x 7/8
147 x 1

147 x 1 1/4
(20 Terminal bobbins)
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n n
f
l

a

k h

g

c

m

j

b

p

e

          
       

    

  

  

  

  

  

          

SDS/VDE Version shown - SS (2FL) or DS (3FL) 
versions also available

   

 

 

 

   

   

  
  

   

      
      

  

  

   

   

 

 

 

   

   

   

     

 

 

 

 

 

 

 

 

   

 

    

         

       

     

  

   
   

  

  
  

  
  

   
  

          
       

    

  

  

  

  

  

          

   

 

 

 

   

   

  
  

   

      
      

  

  

   

   

 

 

 

   

   

   

     

 

 

 

 

 

 

 

 

   

 

    

         

       

     

  

   
   

  

  
  

  
  

   
  

          
       

    

  

  

  

  

  

          

†Single and double section versions can be supplied, if 
required. Please contact our Sales Department for details. Standard material and colour shown.

Also available as FGNNAT (to UL94V0)

Standard material: Nylon 66 glass reinforced UL94HB or PET UL940 Dimensions in inches

US No. of Type of
Bobbin Lam. Type terminals terminals a b c d e f g h j k l m n p Part

Size Size available available No.
35 x 3/4 EI 75 SDS† 20 (4 x 5) TBS 509 0.765 1.750 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.447 0.280 A35753GNNBLKGGGG

35 x 1 EI 75 SDS† 20 (4 x 5) TBS 509 0.765 1.000 1.425 1.960 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.447 0.280 A35103GNNBLKGGGG

147 x 7/8 EI 87 SDS† 20 (4 x 5) TBS 509 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 A47873GNNBLKGGGG

147 x 1 EI 87 SDS† 20 (4 x 5) TBS 509 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 A47103GNNBLKGGGG

147 x 1 1/4 EI 87 SDS† 20 (4 x 5) TBS 509 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 A47123GNNBLKGGGG

29 x 1 EI 100 SDS† 24 (4 x 5) TBS 509 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 A29103GNNBLKGGGG

29 x 1 1/4 EI 100 SDS† 24 (4 x 5) TBS 509 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 A29123GNNBLKGGGG

29 x 1 1/2 EI 100 SDS† 24 (4 x 5) TBS 509 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 A29153GNNBLKGGGG

Typical view of the
cheek, showing a TBS

509 terminal fitted.
The inward bending of

the terminal is performed
by the customer after

winding.
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

A Range
Coil Bobbins for UK/USA Format Laminations

UL RECOGNISED
MOULDER - E176491
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Dimensions in inches. 
Standard materials: Nylon 66 to UL94V2 / Nylon 66 to UL94V0.
Also available in Rynite FR530L PET UL94V0.

Insulation covers are sold in pairs.

US
Bobbin Lam. a b c d Part

Size Size No.
35 x 3/4 EI 75 1.115 1.055 0.240 1.233 A03575
35 x 1 EI 75 1.115 1.055 0.240 1.233 A03510

147 x 7/8 EI 87 1.300 1.240 0.246 1.483 A04787
147 x 1 EI 87 1.300 1.240 0.246 1.483 A04710

147 x 1 1/4 EI 87 1.300 1.240 0.246 1.483 A04712
29 x 1 EI 100 1.490 1.430 0.250 1.725 A02910

29 x 1 1/4 EI 100 1.490 1.430 0.250 1.725 A02912
29 x 1 1/2 EI 100 1.490 1.430 0.250 1.725 A02915

FULL INSULATION COVERS
(Extra wide - for ‘G’ style cheeks)

A04712 
Extra Wide Covers
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Most products are available direct from stock with 
same day despatch - please contact sales for details

A Range
Coil Bobbins for UK/USA Format Laminations
UK Patterns 35, 147, 29, 196 & 78
USA EI75, EI87, EI100, EI112 & EI125

UL RECOGNISED
MOULDER - E176491
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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Y

Section Y-Y

b d

a

c

j

e

f
g

k

m

l

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0.    Dimensions in inches.
Alternative materials available - refer to section 2, page 10. Lead slots and rib form vary depending on type of bobbin. Details available on request.

U S
lam.
size

a b c d e f g h j k l m Core Frame Part
Material VA No.

250 x 3/8 0.385 0.385 0.970 1.055 0.835 0.735 0.655 0.040 0.252 0.295 800-50 2 K01100
621 x 7/16 0.460 0.460 0.950 0.950 0.740 0.640 0.580 0.035 0.210 0.210 800-50 3 K00300
621 x 7/16 0.460 0.460 0.950 0.950 0.740 0.640 0.580 0.035 0.150 0.390 0.210 0.210 K00400
18 x 1/2 0.572 0.510 1.100 1.100 0.926 0.826 0.766 0.030 0.234 0.265 800-50 4 K00500

18 x 9/16 0.575 0.575 1.110 1.250 0.926 0.826 0.746 0.040 0.227 0.297 800-50 4.5 K02000
18 x 1 0.572 1.010 1.100 1.600 0.926 0.826 0.766 0.030 0.234 0.265 800-50 7 K00600

145 x 5/8 0.640 0.635 1.230 1.286 1.020 0.920 0.840 0.040 0.255 0.285 800-50 8 K01900
74 x 11/16 0.705 0.698 1.350 1.388 1.110 1.010 0.930 0.040 0.282 0.305 800-50 12 K00100
74 x 13/16 0.705 0.822 1.350 1.512 1.110 1.010 0.930 0.040 0.282 0.305 800-50 14 K00200
74 x 13/16 0.705 0.822 1.350 1.512 1.110 1.010 0.930 0.040 0.445 0.445 0.282 0.305 K00202
35 x 3/4 0.765 0.760 1.475 1.410 1.210 1.110 1.030 0.040 0.315 0.285 800-50 17 K00700
35 x 1 0.765 1.010 1.475 1.750 1.210 1.110 1.030 0.040 0.315 0.330 800-50 22 K00800

35 x 1 1/4 0.765 1.260 1.475 2.000 1.210 1.110 1.030 0.040 0.315 0.330 800-50 26 K02200
147 x 7/8 0.890 0.885 1.725 1.765 1.390 1.290 1.210 0.040 0.377 0.400 800-50 32 K01500
147 x 1 0.890 1.010 1.725 1.765 1.390 1.290 1.210 0.040 0.377 0.337 800-50 35 K01600
29 x 3/4 1.015 0.760 1.980 2.125 1.595 1.475 1.355 0.060 0.422 0.622 800-50 44 K00900
29 x 3/4 1.015 0.760 1.980 2.125 1.595 1.475 1.355 0.060 0.657 0.657 0.422 0.622 K01000
29 x 1 1.015 1.015 1.980 2.375 1.595 1.475 1.355 0.060 0.422 0.620 800-50 55 K02100

Suitable for flying leads.
Range commences at 250 size (US 375).

M           
     

 
EI 375

EI 560
EI 560
EI 560
EI 625
EI 68
EI 68
EI 68
EI 75
EI 75
EI 75
EI 87
EI 87

EI 100
EI 100
EI 100

SS
SS
DS
SS
SS
SS
SS
SS
SS
DS
SS
SS
SS
SS
SS
SS
DS
SS

Bobbin
Size

Type

No terminals.
Single section (SS, 2FL) and
Double section (DS, 3FL) versions.
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K Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Patterns 250, 621, 18, 145, 74, 35, 147 & 29 
USA EI375, EI560, EI625, EI68, EI75, EI87 & EI100)
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available

UL RECOGNISED
MOULDER - E176491



 

UK 78
USA EI125

 

a b

*

Y

YSection Y-Y

0.080
2.448

1.282

0.060

e

c d

1.723

1.843

2.142

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0. Alternative materials available - refer to section 2,
page 10.    *Barrier on bobbin 78 x 1.410 is reduced to 1.890 on one side only.  Dimensions in inches.

a b c d e Core Frame Part
AVlairetaM No.

1.000 2.376 0.510 800-50 113 L03000
 0.822 0.822 L03100

1.250 2.625 0.507 800-50 134 L00100
 0.822 0.822 L00200

1.410 2.790 0.505 L00250
1.500 2.876 0.503 800-50 160 L03200

 0.822 0.822 L03300
 0.725 0.918 L04500

1.750 3.124 0.500 800-50 179 L03400
 0.822 0.822 L03500

2.000 3.375 0.497 800-50 210 L03600
 0.822 0.822 L03700
 0.650 0.993 L03750

Strong f or large laminations
Flying lead connections
Robust constr uction

S
 

          

           
        

No terminals

U S
lam.
size

78 x 1
78 x 1

78 x 1 1/4
78 x 1 1/4

78 x 1.410*
78 x 1 1/2
78 x 1 1/2
78 x 1 1/2
78 x 1 3/4
78 x 1 3/4

78 x 2
78 x 2
78 x 2

SS
DS
SS
DS
SS
SS
DS
DS
SS
DS
SS
DS
DS

TypeBobbin
Size

EI 125
EI 125
EI 125
EI 125
EI 125
EI 125
EI 125
EI 125
EI 125
EI 125
EI 125
EI 125
EI 125

1.000

1.250

1.500
1.500

1.750

2.000
2.000

2.376

2.625

2.876
2.876

3.124

3.375
3.375

0.510

0.507

0.503
0.503

0.500

0.497
0.497

Single section (SS, 2FL) and Double
section (DS, 3FL) versions

Section 3
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Miles-Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 
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L Range - No Terminals
Coil Bobbins for larger UK/USA Format Laminations
UK Pattern 78 
USA EI125
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available

UL RECOGNISED
MOULDER - E176491



 

UK 120 - Closed Slot Version
USA EI150

 

Y

Y

1.530

Section Y-Y

Corner slots only on
120 x 1.5/2.0/2.5/3.0

0.118

2.970

0.065

c

d d

2.090

2.220

2.470

b a

e

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0.    Alternative materials available - refer to 
section 2, page 10.  Dimensions in inches.

a b c d e Core Frame Part
AVlairetaM No.

120 x 1 1.000 3.000 0.642 800-50 205 L00700
2.750 1.012 L00800

120 x 1 1/2 1.500 3.600 0.636 L00900
2.980 1.012 L01000

120 x 1 3/4 1.750 3.740 0.632 800-50 314 L01100
3.500 1.012 L01200

120 x 2 2.000 4.100 0.629 800-50 345 L01300
3.750 1.005 L01400

120 x 2 1/2 2.500 4.600 0.623 800-50 399 L01500
4.245 1.005 . . L01600

120 x 3 3.000 5.100 0.616 800-50 444 L01700
4.750 1.012 L01800

         
     

 

Strong for large laminations
Flying lead connections
Robust construction
No terminals

U S
lam.
size

SS
DS
SS
DS
SS
DS
SS
DS
SS
DS
SS
DS

Type

EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150

1.000

1.500

1.750

2.000

2.500

3.000

Bobbin
Size

120 x 1

120 x 1 1/2

120 x 1 3/4

120 x 2

120 x 2 1/2

120 x 3

3.000

3.600

3.740

4.100

4.600

5.100

0.642

0.636

0.632

0.629

0.623

0.616

Single section (SS, 2FL) and
Double section (DS, 3FL) versions
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

L Range - No Terminals
Coil Bobbins for larger UK/USA Format Laminations
UK Pattern 120 
USA EI150
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available

UL RECOGNISED
MOULDER - E176491



 

UK 120 - Open Slot Version
USA EI150

 

1.530

Section Y-Y

Y

Y

2.970

0.065

0.118

2.220

2.470

d d

2.090

b ca

e

a b c d e Core Frame Part
AVlairetaM No.

120 x 1 1.000 2.800 0.642 800-50 205 L00710
2.750 1.012 L00810

120 x 1 1/2 1.500 3.400 0.636 L00910
2.980 1.012 L01010

120 x 1 3/4 1.750 3.540 0.632 800-50 314 L01110
3.500 1.012 L01210

120 x 2 2.000 3.900 0.629 800-50 345 L01310
3.750 1.005 L01410

120 x 2 1/2 2.500 4.400 0.623 800-50 399 L01510
4.245 1.005 L01610

120 x 3 3.000 4.900 0.616 800-50 444 L01710
4.750 1.012 L01810

     
  

 

  

Strong for large laminations
Flying lead connections
Robust construction
No terminals

Bobbin
Size

EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150
EI 150

U S
lam.
size

1.000

1.500

1.750

2.000

2.500

3.000

SS
DS
SS
DS
SS
DS
SS
DS
SS
DS
SS
DS

Type

120 x 1

120 x 1 1/2

120 x 1 3/4

120 x 2

120 x 2 1/2

120 x 3

2.800

3.400

3.540

3.900

4.400

4.750

0.642

0.636

0.632

0.629

0.623

0.616

Single section (SS, 2FL) and
Double section (DS, 3FL) versions

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0.    Alternative materials available - refer to 
section 2, page 10.  Dimensions in inches.
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491
UL RECOGNISED
MOULDER - E176491

L Range - No Terminals
Coil Bobbins for larger UK/USA Format Laminations
UK Pattern 120 
USA EI150
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available



 

UK 248 - Closed Slot Versions
USA EI175

 

Y

Y

Section Y-Y

c

b

3.460

1.185

1.185

0.075

2.600

2.848

2.450

1.780

a

0.120

a b c
AVlairetaM No.

248 x 1 3/4 1.770 4.22        0.745      400-50 492

248 x 2 2.020 4.47        0.741      400-50 551

248 x 2 1/4 2.270 4.72        0.738      400-50 609
0.738

248 x 2 1/2 2.520 4.970

L01900
L02000
L02100
L02200
L02400
L02500
L03800
L03900

      
            

 

Bobbin
Size

EI 175
EI 175
EI 175
EI 175
EI 175
EI 175
EI 175
EI 175

U S
lam.
size

1.770

2.020

2.270

2.520

SS
DS
SS
DS
SS
DS
SS
DS

248 x 1 3/4

248 x 2

248 x 2 1/4

248 x 2 1/2

Type

4.220      0.745

4.470      0.741

4.720

4.970

Strong for large laminations
Flying lead connections
Robust construction
No terminals
Single section (SS, 2FL) and
Double section (DS, 3FL) versions

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0.    Alternative materials available - refer to 
section 2, page 10.  Dimensions in inches.

Core        Frame          Part

0.735       400-50 665
0.735

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Pattern 248 
USA EI175
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available

UL RECOGNISED
MOULDER - E176491
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Most products are available direct from stock with 
same day despatch - please contact sales for details

 

       
 

 

Y

Y

Section Y-Y

c

b

1.780

3.460

1.185

1.185

2.450

2.600

2.848

0.075

a

0.120

0.250

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0.    Alternative materials available - refer to 
section 2, page 10.  Dimensions in inches. Plain cheek version available.

          
     

 

          

*Drawing shows closed slot version

    
     
    
     

   
  

   
  

    
     
    
     
    
     
    
     

      

     

Bobbin Type a b c Core
Material

Frame
VA

Part
No.

248 x 1 3/4 1.770 4.220 0.745 400-50 492 L01901
248 x 1 3/4 1.770 4.220 0.745 L02001

248 x 2 2.020 4.470 0.741 400-50 551 L02101
248 x 2 2.020 4.470 0.741 L02201

248 x 2 1/4 2.270 4.720 0.738 400-50 609 L02401
248 x 2 1/4 2.270 4.720 0.738 L02501
248 x 2 1/2 2.520 4.970 0.735 400-50 665 L03801
248 x 2 1/2 2.520 4.970 0.735 L03901

size

 

   

EI 175
EI 175
EI 175
EI 175
EI 175
EI 175
EI 175
EI 175

U S
lam.
size

SS
DS
SS
DS
SS
DS
SS
DS

One Open Slot Version

UL RECOGNISED
MOULDER - E176491

L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Pattern 248 
USA EI175
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available

UK 248 - One Open Slot Version
USA EI175



L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Pattern 248 
USA EI175
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available
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For further technical information please contact sales
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Web: www.milesplatts.co.uk
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MOULDER - E176491

 

       
 

 

 

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0.    Alternative materials available - refer to 
section 2, page 10.  Dimensions in inches. Plain cheek version available.
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1.185

1.185

2.450

1.780

3.460

0.075

2.600

2.848

0.130

SECTION  Y-Y

b a

Y

Y

c

UK 248 - Open Slot Version
USA EI175

US
Bobbin Lam. Type a b c Core Frame Part

Size Size Material VA Number
248 x 1 3/4” EI 175 SS 1.770 4.220 0.745 400-50 492 LO1904

248 x 1 3/4” EI 175 DS 1.770 4.220 0.745 LO2004

248 x 2” EI 175 SS 2.020 4.470 0.741 400-50 551 LO2104

248 x 2” EI 175 DS 2.020 4.470 0.741 LO2204

248 x 2 1/4” EI 175 SS 2.270 4.720 0.738 400-50 609 LO2404

248 x 2 1/4” EI 175 DS 2.270 4.720 0.738 LO2504

248 x 2 1/2” EI 175 SS 2.520 4.970 0.735 400-50 665 LO3804

248 x 2 1/2” EI 175 DS 2.520 4.970 0.735 LO3904

S
ectio

n 3

L02004GNNBLK
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For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491

 

UK 248 - Alternative Cheek Versions
USA EI175

 

Section Y-Y

Y

Y

DIA.

1.185

1.185

2.450

2.600

2.848

1.780

3.460

ab

0.075

0.120

0.312
c

0.156

Y

Y

Section Y-Y

DIA.

0.075

1.185

2.450

1.185

2.600

2.848

3.000 5.250

0.218

0.725
0.156

1.780

3.460

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0. Alternative materials available - refer to
section 2, page 10.    Dimensions in inches.  L04204 / L04304 Cheek has 5 open slots.  Drawing shows L04200 / L04300 design.

a b c
AVlairetaM No.

248 x 1 3/4 1.770 4.22 L01902400-50
L02002

248 x 2 2.020 4.470 L02102
L02202

248 x 2 1/4 2.270 4.527 L02402
L02502

248 x 2 1/2 2.520 4.970 L03802
L03902

Core Frame Part
Material VA No.

248 x 3 400-50 773 L04200
248 x 3  Full slot version L04204

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Alternative materials available - refer to section 2, page 10.  Dimensions in inches    

 

          

           
        

248 x 3 L04300
248 x 3 L04304

Bobbin
Size

EI 175
EI 175
EI 175
EI 175
EI 175
EI 175
EI 175
EI 175

U S
lam.
size

1.770

2.020

2.270

2.520

SS
SS
SS
DS
SS
DS
SS
DS

Type

248 x 1 3/4

248 x 2

248 x 2 1/4

248 x 2 1/2

4.220

4.470

4.720

4.970

0.745

0.741

0.738

0.735

Bobbin
Size

U S
lam. size

Type

 Full slot version

EI 175
EI 175
EI 175
EI 175

SS
SS
DS
DS

400-50 773

0.745

0.741

0.738

0.735

Core         Frame

400-50

400-50

400-50

492

551

609

665

L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Pattern 248 
USA EI 175
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available

L02202

L04200



For further technical information please contact sales
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UK 638
USA EI 212

 

Min.

ab

4.173

0.354

3.150

2.985

0.075
2.165

0.909

c

c

3.345

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0. Alternative materials available - refer to 
section 2, page 10.  Dimensions in inches.

Type a b c  Core Frame Part
AV No.

638 x 2 1/4 SS 2.244 4.724  L05000
638 x 2 1/4 DS 2.244 4.724 L05010
638 x 2 5/8 SS 2.627 5.106 L05100
638 x 2 5/8 DS 2.627 5.106 L05110

638 x 3 SS 2.993 5.473 L05200
638 x 3 DS 2.993 5.473 L05210

638 x 3 1/4 SS 3.250 5.752 L05225
638 x 3 1/4 DS 3.250 5.752 L05235

638 x 4 SS 4.016 6.495 L05300
638 x 4 DS 4.016 6.495 L05310

         
     

 

EI 212
EI 212
EI 212
EI 212
EI 212
EI 212
EI 212
EI 212
EI 212
EI 212

U S
lam. size

Bobbin
Size                Material

400-50 972
400-50 972
400-50 1103
400-50 1103
400-50 1229
400-50 1229
400-50 1310
400-50 1310
400-50 1542
400-50 1542

1.456

1.456

1.456

1.456

1.456

L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Pattern 638 
USA EI212
Single Section (SS) & Double Section (DS) 
2 Flange (2FL) & 3 Flange (3FL) versions available
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Pattern 750 
USA EI250
Single Section (SS) or 2 Flange (2FL) version &
Double Section (DS) or 3 Flange version

UK 750
USA EI 250 (21/2) 

a

n b

m

p

c

sp

d

h

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

    

   

Bobbin Size Type a b c d h sp m n p Part Number

750 x 60 SS 64.0 60.0 95.6 - - 2.5 126.0 134.0 103.5 EI920601
750 x 65 SS 64.0 65.0 95.6 - - 2.5 126.0 138.0 103.5 EI920651
750 x 65 DS 64.0 65.0 95.6 42.5 45.0 2.5 126.0 138.0 103.5 EI920652
750 x 70 SS 64.0 70.0 95.6 - - 2.5 126.0 144.0 103.5 EI920701
750 x 70 DS 64.0 70.0 95.6 42.5 45.0 2.5 126.0 144.0 103.5 EI920702
750 x 80 SS 64.0 80.0 95.6 - - 2.5 126.0 154.0 103.5 EI920801
750 x 80 DS 64.0 80.0 95.6 42.5 45.0 2.5 126.0 154.0 103.5 EI920802
750 x 90 SS 64.0 90.0 95.6 - - 2.5 126.0 164.0 103.5 EI920901
750 x 90 DS 64.0 90.0 95.6 42.5 45.0 2.5 126.0 164.0 103.5 EI920902
750 x 100 SS 64.0 100.0 95.6 - - 2.5 126.0 173.0 103.5 EI921001
750 x 100 DS 64.0 100.0 95.6 42.5 45.0 2.5 126.0 173.0 103.5 EI921002
750 x 110 SS 64.0 110.0 95.6 - - 2.5 126.0 182.0 103.5 EI921101
750 x 120 SS 64.0 120.0 95.6 - - 2.5 126.0 192.0 103.5 EI921201
750 x 130 SS 64.0 130.0 95.6 - - 2.5 126.0 205.0 103.5 EI921301

Standard materials: Nylon 6 glass reinforced.   Dimensions in millimetres.

The imperial 750/USA EI 250 (21/2) lamination is also known as the Metric EI 192 Bobbin.

E1921101
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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MOULDER - E176491
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L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Pattern 9A 
USA EI300
Single Section (SS) or 2 Flange (2FL) version

       

      
                                DuPont Rynite FR530L Black.

D   

     

A

4.460

5.920

B

4.860

0.134

3.080

       

      
                                DuPont Rynite FR530L Black.

D   

     

Dim ‘A’ Dim ‘B’ Child Part 1 Child Part 2 Part No.

2.000 6.000 L09100X L09100X L09200

2.500 6.500 L09100X L09150X L09250

3.000 7.000 L09150X L09150X L09300

3.500 7.500 L09100X L09250X L09350

4.000 8.000 L09150X L09250X L09400

4.500 8.500 L09150X L09300X L09450

5.000 9.000 L09250X L09250X L09500

5.500 9.500 L09250X L09300X L09550

6.000 10.000 L09300X L09300X L09600

EI 3.00 (9A)

L09600

L09200

Standard materials: DuPont Zytel 70G30HSL Black or DuPont Rynite FR530L Black. Dimensions in inches.
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Miles-Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491
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Bobbin Type a b c f g sp m n p Bobbin Bobbin
Size Half 1 Half 2

217 x 90 SS 90.5 90.0 132.0 45 & 45 101 & 101 3.2 176.0 202.0 141.2 EH270451 EH270451
217 x 100 SS 90.5 100.0 132.0 45 & 55 101 & 111 3.2 176.0 212.0 141.2 EH270451 EH270551
217 x 110 SS 90.5 110.0 132.0 55 & 55 111 & 111 3.2 176.0 222.0 141.2 EH270551 EH270551

Bobbin Type a b c f g sp m n z p Bobbin Bobbin Side
Size Half 1 Half 2 Part No

217 x 120 SS 90.5 120.0 132.0 44 & 45 101 & 101 3.2 176.0 232.0 30.0 141.2 EH270451 EH270451 ES270300
217 x 130 SS 90.5 130.0 132.0 45 & 45 101 & 101 3.2 176.0 242.0 40.0 141.2 EH270451 EH270451 ES270400
217 x 140 SS 90.5 140.0 132.0 55 & 55 111 & 111 3.2 176.0 252.0 30.0 141.2 EH270551 EH270551 ES270300
217 x 150 SS 90.5 150.0 132.0 55 & 55 111 & 111 3.2 176.0 262.0 40.0 141.2 EH270551 EH270551 ES270400

Standard material: Nylon 6 glass reinforced.
Dimensions in millimetres

L Range - No Terminals
Coil Bobbins for UK/USA Format Laminations
UK Pattern 217 
Metric Size EI 270
Single Section (SS) 2 Flange (2FL)

UK 217
EI 270 (Metric)



For further technical information please contact sales
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Dimensions in inches

SDS
Type

SS
Type

DS
Type

8

9 16

1

17 24

bd

Standard material: Nylon 66 glass reinforced

j

k c

a

m

n n
f

n n

l
e

g
h

p

SDS
Type

SS
Type

DS
Type

6

7 12

1

13 18

d

(15 Terminal bobbins)
            3 x 5

(18 Terminal bobbins)
            3 x 6

(24 Terminal bobbin)
            3 x 8

18 x 9/16
35 x 3/4

35 x 1
147 x 7/8

147 x 1
147 x 1 1/4

145 x 5/8
74 x 11/16

29 x 1
29 x 1 1/4
29 x 1 1/2

196 x 1 1/8

78 x 1 1/4

5

6 10

1

11 15

SDS
Type

SS
Type

DS
Type

d

j

k

b

n n

n n
f

e

m

l

h

g

a

c

j

b

n n

n n
f

e

a

m

l

h

g

k c

p

p

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0.    
Alternative materials available - refer to section 2, page 10. Dimensions in inches

     
  

 

  

Model shown is SO7200 with TBS902 
terminals in Dupont Rynite FR530L

S Range - 3 Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Patterns 18, 145, 74, 35, 147, 29, 196 & 78 
USA EI560, EI625, EI68, EI75, EI87, EI100, EI112 & EI125
Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
2 Flange (2FL), 3 Flange (3FL) & VDE Style
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491
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US No. of Type of
Bobbin Lam. Type terminals terminals a b c d e f g h j k l m n p Core Frame Part

Size Size available available material VA No.
18 x 9/16 EI 560 SS 15 (3 x 5) 0.572 0.562 1.050 1.296 1.144 0.706 0.826 0.766 0.200 0.800 0.900 0.040 0.199 800-50 4.5 S00100
18 x 9/16 EI 560 DS 15 (3 x 5) 0.572 0.562 1.050 1.296 1.144 0.706 0.826 0.766 0.200 0.800 0.900 0.040 0.333 0.199 S00200
18 x 9/16 EI 560 SDS 15 (3 x 5) 0.572 0.562 1.050 1.296 1.144 0.706 0.826 0.766 0.200 0.800 0.900 0.040 0.301 0.189 S00400
145 x 5/8 EI 625 SS 18 (3 x 6) 0.640 0.625 1.172 1.410 1.250 0.805 0.925 0.865 0.200 1.000 1.000 0.040 0.226 800-50 8 S00800
145 x 5/8 EI 625 DS 18 (3 x 6) 0.640 0.625 1.172 1.410 1.250 0.805 0.925 0.865 0.200 1.000 1.000 0.040 0.382 0.226 S00900
145 x 5/8 EI 625 SDS 18 (3 x 6) 0.640 0.625 1.172 1.410 1.250 0.805 0.925 0.865 0.200 1.000 1.000 0.040 0.347 0.216 S01000
74 x 11/16 EI 68 SS 18 (3 x 6) 0.700 0.687 1.300 1.535 1.300 0.900 1.020 0.960 0.200 1.000 1.000 0.040 0.260 800-50 12 S01400
74 x 11/16 EI 68 DS 18 (3 x 6) 0.700 0.687 1.300 1.535 1.300 0.900 1.020 0.960 0.200 1.000 1.000 0.040 0.430 0.260 S01500
74 x 11/16 EI 68 SDS 18 (3 x 6) 0.700 0.687 1.300 1.535 1.300 0.900 1.020 0.960 0.200 1.000 1.000 0.040 0.398 0.250 S01600
35 x 5/8 EI 75 SS 15 (3 x 5) 0.765 0.630 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.290 800-50 17 S01950 **

35 x 5/8 EI 75 DS 15 (3 x 5) 0.765 0.630 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.477 0.290 S01951 **

35 x 5/8 EI 75 SDS 15 (3 x 5) 0.765 0.630 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.447 0.280 S01952 **

35  x 3/4 EI 75 SS 15 (3 x 5) 0.765 0.750 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.290 800-50 17 S02000
35  x 3/4 EI 75 DS 15 (3 x 5) 0.765 0.750 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.477 0.290 S02100
35  x 3/4 EI 75 SDS 15 (3 x 5) 0.765 0.750 1.425 1.710 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.447 0.280 S02200
35  x 1 EI 75 SS 15 (3 x 5) 0.765 1.000 1.425 1.960 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.290 800-50 22 S02800
35  x 1 EI 75 DS 15 (3 x 5) 0.765 1.000 1.425 1.960 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.477 0.290 S02900
35  x 1 EI 75 SDS 15 (3 x 5) 0.765 1.000 1.425 1.960 1.425 0.995 1.115 1.055 0.300 1.200 1.200 0.040 0.447 0.280 S03000

147 x 7/8 EI 87 SS 15 (3 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 800-50 32 S03300
147 x 7/8 EI 87 DS 15 (3 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 S03400
147 x 7/8 EI 87 SDS 15 (3 x 5) 0.890 0.875 1.655 1.940 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 S03500
147 x 1 EI 87 SS 15 (3 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 800-50 35 S04100
147 x 1 EI 87 DS 15 (3 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 S04200
147 x 1 EI 87 SDS 15 (3 x 5) 0.890 1.000 1.655 2.065 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 S04300

147 x 1 1/4 EI 87 SS 15 (3 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.335 800-50 45 S04600
147 x 1 1/4 EI 87 DS 15 (3 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.560 0.335 S04700
147 x 1 1/4 EI 87 SDS 15 (3 x 5) 0.890 1.250 1.655 2.315 1.550 1.160 1.300 1.240 0.300 1.200 1.400 0.040 0.527 0.325 S04800

29 x 1 EI 100 SS 18 (3 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 800-50 55 S05100
29 x 1 EI 100 DS 18 (3 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 S05200
29 x 1 EI 100 SDS 18 (3 x 6) 1.015 1.000 1.918 2.185 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 S05300

S05400
29 x 1 1/4 EI 100 SS 18 (3 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 800-50 77 S06000
29 x 1 1/4 EI 100 DS 18 (3 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 S06100
29 x 1 1/4 EI 100 SDS 18 (3 x 6) 1.015 1.250 1.918 2.436 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 S06200
29 x 1 1/2 EI 100 SS 18 (3 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.406 800-50 90 S06500
29 x 1 1/2 EI 100 DS 18 (3 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.648 0.406 S06600
29 x 1 1/2 EI 100 SDS 18 (3 x 6) 1.015 1.500 1.918 2.686 1.810 1.340 1.490 1.420 0.300 1.500 1.600 0.045 0.617 0.396 S06700

29 x 2 EI 100 SS 5 (1 x 5) * 1.015 2.000 1.918 3.246 1.804 1.340 1.500 1.420 0.25 1.500 N/A 0.04 0.406 VM0785
29 x 2 EI 100 DS 5 (1 x 5) * 1.015 2.000 1.918 3.246 1.804 1.340 1.500 1.420 0.25 1.500 N/A 0.04 0.65 0.406 VM0784
29 x 2 EI 100 SDS 5 (1 x 5) * 1.015 2.000 1.918 3.246 1.804 1.340 1.500 1.420 0.25 1.500 N/A 0.04 0.65 0.396 VM0783

196 x 1 1/8 EI 112 SS 18 (3 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.460 800-50 100 S07000
196 x 1 1/8 EI 112 DS 18 (3 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.747 0.460 S07100
196 x 1 1/8 EI 112 SDS 18 (3 x 6) 1.140 1.125 2.150 2.435 1.975 1.535 1.675 1.615 0.300 1.500 1.800 0.045 0.714 0.450 S07200
78 x 1 1/4 EI 125 SS 24 (3 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.854 1.794 0.300 2.100 2.000 0.050 0.500 800-50 134 S09000
78 x 1 1/4 EI 125 DS 24 (3 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.854 1.794 0.300 2.100 2.000 0.050 0.837 0.500 S09100
78 x 1 1/4 EI 125 SDS 24 (3 x 8) 1.270 1.250 2.400 2.700 2.200 1.714 1.854 1.794 0.300 2.100 2.000 0.050 0.804 0.490 S09200
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See page 
28 for 
wire pin 
versions
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Standard materials: Nylon 66 glasss reinforced to UL94HB/Nylon 66 glass reinforced to UL94V0. Alternative materials available - refer to section 2, page 10. 
Dimensions in inches.  
*Only accepts TBS509 terminals.
** Dimension achieved by the addition of ribs to the standard ¾” stack bobbin (see also website drawing). 

S Range - 3 Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Patterns 18, 145, 74, 35, 147, 29, 196 & 78
USA EI560, EI625, EI68, EI75, EI87, EI100, EI112 & EI125)
Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
2 Flange (2FL), 3 Flange (3FL) & VDE Style

. Accepts solder & PCB terminals (900 Series)

. Insulation covers available (see page 30)

. Terminal covers available (see page 31)

. Single section (SS) 2FL, double section (DS) 3FL & split double section (SDS) VDE



 

 

51

610 15 11

6

10 11

15

DS Type

SS Type

SDS Type

0.333

0.706

0.766

0.333

0.826

1.296

0.900

1.144

0.572

0.562

0.4000.800

0.200 0.020

0.301

0.301

1.050

0.120 0.020

0.040

1.000

0.199

6
7
8
9

10

15
14
13
12
11

0.100

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0. 
Alternative materials available - refer to section 2, page 10.    Pin material: Phosphor Bronze.    Dimensions in inches. 

No. of
pins Pin Core Frame Part

available size Material VA No.

18 x 9/16 15 (3 x 5) 0.025 Sq. 800-50 4.5 S00150
18 x 9/16 15 (3 x 5) 0.025 Sq. S00250
18 x 9/16 15 (3 x 5) 0.025 Sq. S00450

          
     

 

WIRE PIN VERSIONS

EI 560
EI 560
EI 560

U S
lam. size

Bobbin
Size

Type

SS
DS

SDS

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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S Range - 3 Terminal Strips
Coil Bobbins for UK/USA Format Laminations
UK Pattern 18 
USA EI560
Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
2 Flange (2FL), 3 Flange (3FL) & VDE Style
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Miles-Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 
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S Range
Coil Bobbins for UK/USA Format Laminations
UK Pattern 29
USA EI100
Shrouded Double Section (SDS)
VDE Style

 

     
     

  

  

0.100

18 17 16 15 14 13

121110987

123456

SQ.

0.295

0.138

1.000 1.015
0.045

1.490

1.420

0.617

0.617

0.396

1.810

1.600

1.500

0.300

2.185

1.918

16

13 18127

29 x 1” BOBBIN WITH THERMAL CUT OUT RECESS

Bobbin US Lam. Type No. of Type of Part
Size Size terminals terminals No.

29 x 1 EI100 SDS 18 (3 x 6) 900 Series SO5400



 

FULL INSULATION COVERS/SHROUDS

HALF INSULATION COVERS/SHROUDS

 

0.040
0.040

c

0.030

0.140

c

0.140

0.030

0.040

a

b

0.040

a

b

Standard materials: Nylon 66 to UL94V2 / Nylon 66 
to UL94V0.  Dimensions in inches

For bobbins not served by half insulation covers, side
covers are available. Details available on request.

Actual design may vary.
Insulation covers are sold in pairs.

Standard materials: Nylon 66 to UL94V2 / Nylon 66 
to UL94V0 and PET to UL94V0. 30% GF Nylon 66
where indicated†. Dimensions in inches.
Insulation covers are sold in pairs.

U S
Bobbin lam. a b c Part

.oNezisezis

18 x 9/16 EI 560 0.826 0.766 0.202 A00700
145 x 5/8 EI 625 0.925 0.865 0.216 A01300†

74 x 11/16 EI 68 1.020 0.960 0.236 A01900
35 x 3/4 EI 75 1.115 1.055 0.240 A02600†

35 x 1 EI 75 1.115 1.055 0.240 A03200†

147 x 7/8 EI 87 1.300 1.240 0.246 A04000†

147 x 1 EI 87 1.300 1.240 0.246 A04500†

147 x 1 1/4 EI 87 1.300 1.240 0.246 A05000†

29 x 1 EI 100 1.490 1.430 0.250 A05600†

29 x 1 1/4 EI 100 1.490 1.430 0.250 A06400†

29 x 1 1/2 EI 100 1.490 1.430 0.250 A06900†

196 x 1 1/8 EI 112 1.675 1.615 0.246 A07700

U S
Bobbin lam. a b c Part

.oNezisezis

35 x 3/4 EI 75 1.115 1.055 0.240 S02500

147 x 7/8 EI 87 1.300 1.240 0.240 S03600
147 x 1 EI 87 1.300 1.240 0.240 S04400

147 x 1 1/4 EI 87 1.300 1.240 0.240 S04900
29 x 1 EI 100 1.490 1.430 0.240 S05500

196 x 1 1/8 EI 112 1.675 1.615 0.240 S07300

78 x 1 1/4 EI 125 1.854 1.794 0.240 A09600

1    
   

   

 

          

           
        

    

29 x 1 1/4          EI 100      1.490    1.430   0.240     S06300
29 x 1 1/2          EI 100      1.490    1.430   0.240     S06800

145 x 5/8            EI 625     0.925     0.865   0.225     S01100

35 x 1              EI 75       1.115    1.055 0.240     S03100

74 x 11/16           EI 68      1.020     0.960   0.235     S01700

18 x 9/16            EI 560     0.826     0.766   0.200     S00500
S

ectio
n 3
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S Range
Coil Bobbins for UK/USA Format Laminations
Insulation Covers
UK Patterns 18, 145, 74, 35, 147, 29, 196, & 78 
USA EI560, EI625, EI68, EI75, EI87, EI100, EI112 & EI125

 

  

  

 

        
  

        
      

   

     

        
  

     

U S
Bobbin lam. a b c Part

.oNezisezis

18 x 9/16 EI 560 0.826 0.766 0.202 S00700
145 x 5/8 EI 625 0.925 0.865 0.216 S01300
74 x 11/16 EI 68 1.020 0.960 0.236 S01900
35 x 3/4 EI 75 1.115 1.055 0.240 S02600
35 x 1 EI 75 1.115 1.055 0.240 S03200

147 x 7/8 EI 87 1.300 1.240 0.246 S04000
147 x 1 EI 87 1.300 1.240 0.246 S04500

147 x 1 1/4 EI 87 1.300 1.240 0.246 S05000
29 x 1 EI 100 1.490 1.430 0.250 S05600

29 x 1 1/4 EI 100 1.490 1.430 0.250 S06400
29 x 1 1/2 EI 100 1.490 1.430 0.250 S06900

196 x 1 1/8 EI 112 1.675 1.615 0.246 S07700
78 x 1 1/4 EI 125 1.854 1.794 0.240 S09600

 

   
   

   
   
   
   

    
   

    

 

          

           
        

29 x 2 EI 100 1.490 1.48 0.25 VM0782†

 

  

  

 

         
     

        
      

   

     

Standard materials: Nylon 66 to UL94V2 / Nylon 66 
to UL94V0 and PET to UL94V0.   †Where indicated 
30% GF Nylon 66.
.

Dimensions in inches.
Insulation covers are sold in pairs.

 

   
   

   
   
   
   
   

    
   

    
    
    

 

   
   
   

    
   

    

    

   
   

   
 

          

           
        

    

                               
                               



 

TERMINAL COVERS

WEDGE 18 X  9/16”

 

a b

c

d

e

f

g

h

j

k

m
nl rad

rad

For use with S Range bobbins with configurations 
of 5 terminal pockets (i.e 3 x 5)

For use with S range bobbins
(see A60000 for A range 
bobbins - section 3, page 6):

18 x 9/16
35 x 3/4
35 x 1
147 x 7/8
147 x 1
147 x 1 1/4
29 x 1
29 x 1 1/4
29 x 1 1/2
196 x 1 1/8

Standard materials: Nylon 66 to UL94HB/ Nylon 66 to UL94V0.    
Dimensions in inches

Standard materials: Nylon 66 / Nylon 66 to UL94V0    Dimensions in inches

For use with S Range bobbins with 
configurations of 6 terminal pockets

p

e

f

*

     
  
  
  
  
  

Description a b c d e f g h j k l m n p Part

35 & 147 5 Way Term. cover 1.451 0.775 0.365 0.085 0.600 1.200 0.150 0.072 0.185 0.040 0.345 0.063 0.080 - S07800
29 & 196 6 Way Term. cover 1.751 0.775 0.365 0.085 0.900 1.500 0.170 0.062 0.185 0.400 0.345 0.063 0.080 0.300 S07900

18 5 Way Term. cover 1.045 0.690 0.250 0.100 0.400 0.800 0.126 0.080 0.190 0.030 0.265 0.045 0.080 - S08000

Description size Part No.
Wedge 18 x 9/16 S08100

0.550
0.080

0.055

45 0

1.175
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For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491

S Range - Terminal Covers
Coil Bobbins for UK/USA Format Laminations
UK Patterns 18, 35, 147, 29 & 196 
USA EI560, EI75, EI87, EI100 & EI112
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Coil Bobbins For 
UK/USA Format Laminations
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

   

218 X 0.200/6/VERTICAL
USA EI187 (Also known as E19/8/5)

218 X 0.200/8/VERTICAL - USA EI187 (Also known as E19/8/5)

 

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Half Hard Brass    Dimensions in inches

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Copper    Dimensions in inches

a
Dia

Dia.

0.128

0.355

0.015 0.050

1

6 5 4

2 3

0.187

0.420

No. of Pin
Bobbin pins Dia Pin

size Type available a Part No. Part No.

218 x 0.200 SS 6 (2 x 3) 0.028 TBS 028-355-128 VM3000
218 x 0.200 SS 6 (2 x 3) 0.032 TBS 032-355-128 VM3010
218 x 0.200 SS 6 (2 x 3) 0.036 TBS 036-355-128 VM3040

No. of Pin
Bobbin pins Dia

size Type available a Part No.

218A x 0.200 SS 8 (2 x 4) 0.028 VM3100

  
0.370 0.020

1 2 3

6 5 4

0.050 0.600

0.028
0.425

0.4200.650

0.155
0.180

0.200 0.535

0.374

0.025

0.200

0.142
0.535

(

  

0.340

0.370

0.020

1 2 3 4

8 7 6 5

S    

0.020

1 4

58

0.140

0.055
0.548

0.457 0.200

0.5450.200

0.375

0.425

0.018

0.215 0.020

0.050

0.050

0.200

0.215

0.154

0.545

0.001
Dia

Option A Option B
Pin: TCR 028-360-U Pin: TCR 028-330-U

0.360

0.100 0.100

0.330

0.028

Pin option A*

Pin option B

0.330

1 2 3 4

8 7 6 5

1 4

8 5

0.500

0.340

0.140

0.340

 
 

  

     
  

 

  

* Contact sales office for availability
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UK/USA Format Laminations
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491
 

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Half Hard Brass    Dimensions in inches

   

218 X 0.190/10/HORIZONTAL
USA EI187

No. of
Bobbin Type/ pins Pin

size Description available Dia a Part No.
218 x 0.190 SS 10 (2 x 5) 0.028 0.060 VM2990

With stand offs

011
2
3
4

65
7
8
9

0.425

0.150

a

  

1

5 6

10

0.620

0.195

0.425
0.525 0.195

0.190

006.0003.0

0.030

0.425

0.215 0.020

0.580

0.350
0.750

0.135
0.525

  

      
            

 



   

158/407 X 0.600

S  

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Half hard brass    Dimensions in inches

0.001
Dia.

Dia.

0.170

0.570

0.050

0.032

0.015

1

12

2 3 4 5 6

70111 89

0.050

A

A

Section A-A

0.020

Dia.0.079
x 0.200 Deep

61

712

1.000
1.500

0.500

1.720

1.187

0.755

0.843
1.100

0.480

0.070

0.604

0.385

1.100

0.044 1.000

0.080

0.080

0.150 0.020

0.130

0.053

0.100

0.335

0.020

1.210 0.700

0.223

Pin: TBS 032-570-170

No. of
Bobbin pins Pin

size Type available size Part No.
158/407 x 0.600 DS 12 (2 x 6) Ø0.032 VM4400
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
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Coil Bobbins For 
UK Imperial Laminations

UL RECOGNISED
MOULDER - E176491
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Coil Bobbins For 
UK Imperial Laminations
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UL RECOGNISED
MOULDER - E176491

Most products are available direct from stock with 
same day despatch - please contact sales for details

   

621 LAMINATION (BT 800)

S  

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphorus Bronze    Dimensions in millimetres

9

1

10

18

7.6215.24 22.8630.48

21.59

0.8

A

A

Section A-A
0.5

1.9

8.0

1.0

24.75

24.0

33.5

16.3

14.3

2.5 25.0

4.0 0.5

10.5

11.5

12.5

13.5

9 10
11
12
13
14
15
16
17
18

8
7
6
5
4
3
2
1

1.27

No. of
pins Pin

Description Type available size Part No.
BT 800 DS 18 (2 x 9) Ø0.9 VM4500
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621 X 13/32

 

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Pin material: Half Hard Brass    Dimensions in millimetres

Pin: TBS 032-495-160
Pin Material: Half Hard Brass

12.57
4.06

1.27

0.38

0.81 0.03

  
     

71

814

1 2 3 4 5 6 7

9 81011121314

14.75

16.35

0.75

10.4 24.8

7.9

1.4

0.8

2.6 0.5

3.2 0.5

31.67

7.62
22.86

15.24 5.08

1.27

2.54

17.7821.2
2.0

11.5

24.35
5.6

     

  
 

  

Pin: TBS 032-495-160

No. of
Bobbin pins Pin Part

size Type available size No.

621 x 13/32 DS 14 (2 x 7) Ø0.81 VM3500
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1 2 3 4 5 6

789101112

0.100

   

EI 21 X 1/2

Standard materials: Nylon 66 glass reinforced tp UL94HB /
Nylon 66 glass reinforced to UL94V0    Dimensions in inches

Bobbin Terminal Terminals
size Type Type available Part No.

EI 21 x 1/2 SS TBS 900 & 901 12 (2 x 6) VM0750
EI 21 x 1/2 DS TBS 900 & 901 12 (2 x 6) VM0751

   
   

   
   

  
     

61

712

0.040

0.716
0.796

1.100

0.0400.512

0.364

1.000

0.200

1.150

1.000

0.600

0.512

1.105

0.256

1.170

         
     

 

Miles-Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 



For further technical information please contact sales
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“We develop product and processes through
innovation and technology.”

“Wir entwickeln Erzeugnisse und Verfahren
durch Innovation und Technologie.”

“ Nous développons des produits et des procédés
à travers l’innovation et la technologie.”

“ Desarrollamos todos los productos mediante 
    la utillización de la mejor tecnología e innovación.
           

”

      
            




