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METRIC RANGE MILES - PLATTS
]

® Designed to meet IEC 65 and 742 ® Rigid construction reduces winding
safety requirements distortion
® Single, double and shrouded double ® Accept Metric Laminations

section versions with insulation covers

® TBS600 series terminals designed to
suit

Most products are available direct from stock with

same day despatch - please contact sales for details ® UL RECOGNISED
MOULDER - E176491




M Range @

Coil Bobbins for Metric Laminations MILES - PLATTS
EI30, EI38, El42 & El48 _

Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
600 Series Terminals
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For use with TBS 600 series terminals

Standard materials: Nylon 66 glass reinforced / Nylon 66 glass reinforced to UL94V0  Dimensions in millimetres

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED
Email: enquiries@milesplatts.co.uk MOULDER - E176491
Web: www.milesplatts.co.uk




MILES - PLATTS
]
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Can be supplied plain, without terminals or for use with all TBS 600 series terminals

No. of
Bobbin | Type terr?lir:;Is a b c | d e f g h i k | m n p q r s Core | Frame | Part
Size available material | VA No.
EI30x10.5 | SS | 102x5) | 10.5 | 105 | 241 [195 | 230 | 8.0 | 132 | 1475 | 238 0.75 5.0 | 200 | 200 3.75 800 14 | M00100
EI30x10.5 | DS | 10(2x5) | 105 [ 10.5 | 241 |195 | 230 | 80 | 132 | 14.75 | 238 0.75 50 | 200 | 200 | 53 | 69 | 375 M00200
EI30x125 | SS | 102x5) | 10.5 | 125 | 241 [195 | 250 | 8.0 | 132 | 1475 | 238 0.75 5.0 | 200 | 20.0 3.75 800 1.7 | M00300
EI30x125 | DS | 10(2x5) | 105 [ 12.5 | 241 |195 | 250 | 80 | 132 |14.75 | 238 0.75 50 [ 200 | 200 | 53 | 69 |375 M00400
EI30x155 | SS | 10(2x5) | 105 | 155 | 241 |195 | 280 | 80 | 132 | 1475 | 238 0.75 50 | 20.0 | 20.0 375 | 800 2.0 | M00500
EI30x155 | DS | 10(2x5) | 105 | 155 | 241 |195 | 280 | 80 | 132 | 14.75 | 238 0.75 50 [ 200|200 | 53 | 69 |375 M00600
EI38x13.6 | SS | 15(3x5) | 13.3 | 136 | 235 280 | 72 | 159 | 187 | 307 | 1.0 | 14 | 50 | 200 | 25.0 41 800 3.0 | Mo1200
EI38x13.6 | DS | 15(3x5) | 133 | 136 | 235 280 | 72 | 159 | 187 | 307 | 1.0 | 14 | 50 | 200 | 250 | 64 | 85 | 41 M01300
EI38x13.6*| SDS | 15(3x5) | 13.3 | 136 | 235 280 | 72 | 159 | 187 | 307 | 1.0 | 14 | 50 | 200 | 250 | 57 | 7.7 | 41 M01400
EI38x20.0 | SS | 15(3x5) | 13.3 | 20.0 | 25.0 344 | 72 | 159 | 187 | 307 | 1.0 | 1.0 | 50 | 200 | 25.0 485 | 800 30 | M01750
EI38x20.0 | DS | 15(3x5) | 133 | 200 | 25.0 344 | 72 | 159 | 187 | 307| 10 |10 | 50 [ 200 | 250 | 64 | 85 | 485 M01760
E138x20.0 | SDS | 15(3x5) | 133 | 20.0 | 235 344 | 72 | 159 | 187 | 307 | 1.0 [ 1.0 | 50 [200 [ 260 | 57 | 7.7 | 385 M01770
El42x14.8 | SS | 18(3x6) | 14.5 | 148 | 29.2 (260 | 31.0 | 81 | 175 | 205 | 325| 1.0 50 | 250 | 25.0 475 | 800 40 | M01800
El42x14.8 | DS | 18(3x6) | 145|148 | 29.2 |26.0 | 31.0 | 81 | 175 | 205 | 325| 1.0 50 | 250 | 250 | 7.25 | 925 | 4.75 M01900
El42x14.8 | SDS | 18(3x6) | 14.5 | 148 | 29.2 (260 | 31.0 | 81 | 175 | 205 | 325| 1.0 50 | 250 | 250 | 64 | 83 | 475 M02000
El48x16.8 | SS | 18(3x6) | 16.5 | 16.8 | 30.0 |30.0 | 34.5 | 885 | 205 | 235 | 355| 1.0 50 | 250 | 27.5 575 | 800 7.3 | M02300
E148x16.8 | DS | 18(3x6) | 16.5 | 16.8 | 30.0 [30.0 | 345 | 885 | 205 | 235 | 355| 1.0 50 | 250 | 275 | 975 | 975 | 5.75 M02400
El48x16.8 | SDS | 18 (3x6) | 16.5 | 16.8 | 30.0 |30.0 | 34.5 | 885 | 205 | 235 | 355| 1.0 50 | 250 | 275 | 90 | 90 | 55 M02500
E148x20.8 | SS | 18(3x6) | 16.5 | 20.8 | 30.0 [30.0 | 385 | 885 | 205 | 235 | 369 | 1.0 50 | 250 | 275 575 | 800 8.8 | M02800
El48x20.8 | DS | 18(3x6) | 16.5 | 20.8 | 30.0 |30.0 | 385 | 8.85 | 205 | 235 | 369 | 1.0 50 | 250 | 275 | 975 | 9.75 | 5.75 M02900
E148x20.8 | SDS | 18(3x6) | 16.5 | 20.8 | 30.0 [30.0 | 385 | 885 | 205 | 235 | 369 | 1.0 50 | 250 | 275 | 90 | 90 | 55 M03000

For insulation covers please refer to section 4, page 23.

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0  Dimensions in millimetres
*Also available with Thermal Cut Out Slot - Part No. M01450
For wire pin versions please refer to Section 4, Pages 6/7.

Miles-Platts terminals & wire pins are lead-free - all

polymers meet the REACH and RoHS directive N® UL RECOGNISED
(2002/95/EC). Please refer to www.milesplatts.co.uk MOULDER - E176491
for details.




M Range
Coil Bobbins for Metric Laminations MILES - PLATTS

EI38
Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
900 Series Terminals & Wire Pin Variants

El 38 X 13.6
(TBS 900, 901, 910 & 911 TERMINALYS)
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Bobbin Type Terminal Pin Part 5 _j [‘_ 6

size Type available No. ' .

EI 38 x 13.6 S8S | TBS900,901,910&911 | 10 (2x5) M00700 3 8
EI 38 x 13.6 DS | TBS900,901,910&911 | 10 (2x5) M00800 2 9
EI38x13.6 [ SDS | TBS900,901,910&911 | 10 (2x5) M00900 1 10

Standard materials: Nylon 66 glass reinforced to UL94HB/ Nylon 66 glass reinforced to UL94VO0 34

Dimensions in millimetres

For insulation covers please refer to section 4, page 23.
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size a b | available size No.

EI38x136 | SS | 293 | 85 | 10(2x5) | 0.635 Sq. | MOO701
EI38x136 | DS | 293 | 85 |10(2x5)| 0.635Sq. | M00g01
EI38x136 |SDS| 293 | 85 |10(2x5)| 0.635Sq. | M00g01 o :
EI38x136 | SS | 30.3 | 95 | 10(2x5) | 0.635Sq. | M0O710 4
EI38x136 | DS | 30.3 | 95 | 10(2x5) | 0.635Sq. | M00810
EI38x136 |SDS| 303 | 95 |10(2x5)| 0.635Sq. | M00910
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Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze. Dimensions in millimetres

For insulation covers please refer to section 4, page 23.

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED
Email: enquiries@milesplatts.co.uk MOULDER - E176491
Web: www.milesplatts.co.uk

Section 4
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M Range

Coil Bobbins for Metric Laminations

El42
Double Section (DS)
Wire Pin Variation

MILES - PLATTS

—— 213 ——=

147 —=

No. of
Bobbin pins Pin
size Type | available size Part No.
El42x 15 DS 10 (2x 5) 0.635 Sq. VM0810

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphorus Bronze Dimensions in millimetres

05

Most products are available direct from stock with
same day despatch - please contact sales for details

o

UL RECOGNISED
MOULDER - E176491




M Range @

Coil Bobbins for Metric Laminations MILES - PLATTS
EI38, El42, EI48, EI54 & EI60 _

Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
Wire Pin Versions
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For use with TBS 600 series terminals (1 row) and 0.635 Sg. Phosphor Bronze wire (2 rows)

Standard materials: Nylon 66 glass reinforced / Nylon 66 glass reinforced to UL94V0 Dimensions in millimetres

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491
Web: www.milesplatts.co.uk 6

For further technical information please contact sales
P N@ UL RECOGNISED




MILES - PLATTS
]
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El38x13.6-20.0 El42x14.8 El48x16.8-20.8
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El54x 188 El60x21.0
M02501 in glass filled
nylon UL94HB, black
with all pins fitted
M02501GNNBLKO0001
TBS | No.of
Bobbin |Type| 600 |0.635Sq.| a b c d e f [*} h i k | m| n p q r s Core |Frame| Part
size terms | pins Material | VA" | No.
EI38x13.6| SS 5 10(2x5)| 13.3| 136|235 280| 72 (159187307 1.0 | 14 | 50 | 20.0| 25.0 4.1 800 3.0 |Mo1201
EI38x 13.6| DS 5 10 (2x5)| 13.3| 13.6| 23.5 280| 72| 159|187 30.7| 10| 14| 50 | 20.0| 25.0| 6.4 | 85 | 4.1 M01301
E1 38 x 13.6| SDS 5 10 (2x5)| 13.3| 13.6| 23.5 280| 72| 159|187| 30.7| 1.0 | 14| 50| 20.0| 250 57 | 7.7 | 41 Mo1401
EI38x20.0| SS 5 10 (2x5)| 13.3| 20.0 | 25.0 3441 72 (159187307 1.0 | 1.0 | 50 | 20.0| 25.0 485 800 4.2 | M01751
EI38x20.0| DS 5 10 (2x5)| 13.3| 20.0| 25.0 344| 72| 159|187|30.7| 10| 1.0 | 50| 20.0| 25.0| 64 | 87 | 4.85 M01761
EI 38 x 20.0 | SDS 5 10 (2x5)| 13.3| 20.0| 23.5 344| 72| 159|18.7| 30.7| 1.0 | 1.0 | 50| 20.0| 25.0| 57 | 7.7 | 3.85 M01771
El42x14.8| SS 6 12(2x6)| 145| 148|292 | 26.0| 31.0| 81 | 175|205|325| 1.0 | 1.0 | 5.0 | 25.0| 25.0 475 800 40 |MO01801
El42x 14.8| DS 6 12(2x6)| 145 14.8| 29.2| 26.0| 31.0| 81 | 175| 205| 325| 1.0 | 1.0 | 50 | 25.0| 25.0| 7.25 | 9.25 | 4.75 M01901
El 42 x 14.8 | SDS 6 12(2x6)| 145 148| 29.2| 26.0| 31.0| 81 | 175|205| 325| 1.0 | 1.0 | 50| 25.0| 25.0| 6.4 | 83 | 4.75 M02001
El48x 16.8| SS 6 12(2x6)| 16.5| 16.8| 30.0 | 30.0 | 34.5| 8.85| 20.5|23.5| 355| 1.0 50 | 25.0| 27.5 5.75 800 7.3 | M02301
El 48 x 16.8| DS 6 12(2x6)| 16.5| 16.8| 30.0| 30.0| 34.5| 8.85| 20.5| 23.5| 355| 1.0 50| 25.0| 275 9.75 | 9.75 | 5.75 M02401
El 48 x 16.8 | SDS 6 12(2x6)| 16.5| 16.8| 30.0| 30.0| 34.5| 8.85| 20.5| 23.5| 355| 1.0 50| 25.0| 275| 9.0 | 9.0 |55 M02501
El148x20.8| SS 6 12(2x6)| 165 20.8 | 30.0 | 30.0 | 38.5| 8.85| 20.5|23.5| 36.9| 1.0 50 | 25.0| 27.5 5.75 800 8.8 | M02801
El 48 x 20.8 | DS 6 12(2x6)| 16.5| 20.8| 30.0| 30.0| 38.5| 8.85| 20.5| 23.5| 36.9| 1.0 50| 25.0| 27.5| 9.75 | 9.75 | 5.75 M02901
El 48 x 20.8 | SDS 6 12(2x6)| 16.5| 20.8| 30.0| 30.0| 38.5| 8.85| 20.5| 23.5| 36.9| 1.0 50| 25.0( 275 9.0 | 9.0 | 55 M03001
El54x 18.8| SS 7 14(2x7)| 185| 18.8 | 34.0 39.0| 10.1| 235|26.5| 385 1.0 5.0 | 30.0| 30.0 6.75 800 12.4 | M03401
EI54x18.8| DS 7 14 (2x7)| 185| 18.8| 34.0 39.0| 10.1| 23.5| 26.5| 385| 1.0 50| 30.0| 30.0{11.25{11.25| 6.75 M03501
El 54 x 18.8| SDS 7 |[14(2x7)| 185 18.8| 34.0 39.0| 10.1| 23.5| 26.5| 38.5| 1.0 5.0 | 30.0| 30.0| 10.4 | 10.4 | 6.5 M03601
EI60x21.0| SS 7 14(2x7)| 20.6| 21.0| 38.0 422 1106|260 29.1| 416| 1.0 5.0 | 30.0| 325 7.7 800 18.6 | M04601
EI60 x 21.0| DS 7 14(2x7)|20.6 | 21.0 |38.0 42.2 |10.6 |26.0 [29.1 [41.6 | 1.0 5.0 [30.0|325| 125|125 |77 MO04701
EI60 x 21.0| SDS 7 14(2x7)|20.6 | 21.0 |38.0 422 110.6 |26.0 [29.1 [41.6 | 1.0 50 |30.0|325| 116 | 11.6 | 745 M04801

Standard materials: Nylon 66 glass reinforced / Nylon 66 glass reinforced to UL94V0 Dimensions in millimetres
Refer to VA Ratings - Section 2, Page 9.

For insulation covers please refer to section 4, page 23.

Miles-Platts terminals & wire pins are lead-free - all

polymers meet the REACH and RoHS directive N® UL RECOGNISED
(2002/95/EC). Please refer to www.milesplatts.co.uk MOULDER - E176491
for details.




M Range
Coil Bobbins for Metric Laminations MILES - PLATTS
]

El42
Double Section (DS)
Wire Pin Variation

No. of
Bobbin pins Pin
size Type | available size Part No.
El42x 15 DS 10 (2x 5) 0.635 Sq. VM0810

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphorus Bronze Dimensions in millimetres

For further technical information please contact sales
v ® UL RECOGNISED _
Section 4

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk MOULDER - E176491
Web: www.milesplatts.co.uk

8
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M Range
Coil Bobbins for Metric Laminations MILES - PLATTS
El48 _

Single Section (SS) & Double Section (DS)
Terminal Strip Variation

El 48 X 12.5
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Pin: TBS 032-570-170
No. of
Bobbin pins Pin Core Frame
size Type available Size Material VA Part No.
El48 x 12.5 SS 142x7) 0.81 800-50 91 VM0800
El48 x 12.5 DS 14(2x7) @0.81 VMO0801
Standard materials: Nylon 66 glass reinforced /
Nylon 66 glass reinforced to UL94V0  Pin material: Half Hard Brass
Dimensions in millimetres
Most products are available direct from stock with
same day despatch - please contact sales for details ® UL RECOGNISED Section 4
MOULDER - E176491

9




M Range
Coil Bobbins for Metric Laminations MILES - PLATTS

Elag ]

Single Section (SS) & Shrouded Double Section (SDS)
600 Series Terminals

El 48 X 27.0

25 25

25

[=—165 —==

— |=— 545
Y N % 4 N\
L | 75
El48x27.0
L~ 025 270 (12 terminal bhobbin)
M03350

Lt
J«J 150 L—‘
L—zs.o A«J 7

f—————=

N O B NPT
w©

M03348
with no
terminals
fitted

El48x27.0
(12 Terminal bobbin)
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For use with all TBS 600 series terminals

No. of

Bobbin | Type | terminals Core Frame Part

size available | Material VA No.
EI48x27 | SDS | 12(2x6) 800 M03350
El48x27 | SS Single Section Version of M03350 | M03348
El48x27 |SDS | 12(2x6) | 800 | M03360
El48x27 | SS Single Section Version of M03360 | M03358
EI48x27 | SDS | L Shaped full insulation cover M03370

Standard materials: Nylon 66 glass reinforced / Nylon 66 glass reinforced to UL94V0  Dimensions in millimetres

For insulation covers please refer to section 4, page 23.

For further technical information please contact sales
Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 ® UL RECOGNISED o
MOULDER - E176491

Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk 1 o




M Range
Coil Bobbins for Metric Laminations MILES - PLATTS

EI54 &EI60 e

Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
600 Series Terminals
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12 3 12 3
1l 4 1 4
10 5 10 5
9 6 9 6
8 7 8 7
El54x188-255 EI60x21.0
For use with all TBS 600 series terminals
No. of
Bobbin | Type | terminals | a b c | e f g h i k |m|n Pl q t Core |Frame | Part
size available Material | VA No.
EI54x18.8 | SS 21(3x7) | 185 18.8|34.0{39.0|10.1|23.5|265| 385| 1.0 | 5.0 |30.0 |30.0 6.75 800 12.4 | MO03400
El54x 18.8 | DS 21(3x7) | 185|188 |34.0 |39.0 | 10.1 |23.5|26.5|38.5 | 1.0 | 5.0 |30.0|30.0 |11.25] 6.75 MO03500
El54 x 18.8 | SDS 21(3x7) | 185|188 |34.0 |39.0 | 10.1|23.5|265/385 | 1.0 | 50 | 30.0| 30.0|104 | 65 MO03600
EI54x25.5 | SS 21(3x7) | 185|255 |34.0 457 |10.1 |23.5 |26.5| 38.7 | 1.0 | 5.0 |30.0 | 30.0 6.75 800 15.8 | M04100
EI54x255 | DS 21(3x7) | 185|255 |34.0 [45.7 |10.1 | 235 |26.5| 38.7 | 1.0 | 5.0 | 30.0 | 30.0 | 11.25] 6.75 M04200
EI54x 255 | SDS | 21(3x7) |18.5 |255 |34.0 |45.7 |10.1 |23.5 |26.5|38.7 | 1.0 | 50 |30.0|30.0|104| 6.5 MO04300
EI60x21.0 | SS 21(3x7) |20.6|21.0(38.0|422|10.6|26.0|29.1| 416| 1.0 | 5.0 |30.0 | 325 7.7 800 18.6 | M04600
EI60x21.0 | DS 21(3x7) |20.6|21.0|38.0 | 422|106 |26.0|29.1| 41.6| 1.0 | 50 | 30.0 325 | 125| 7.7 M04700
EI60x21.0*| SDS | 21(3x7) 120.6121.0138.0 14221106 126.0129.114161 1.0 |50 130.0 132511161745 M04800

Standard materials: Nylon 66 glass reinforced / Nylon 66 glass reinforced to UL94V0 Dimensions in millimetres
*Also available with Thermal Cut Out - Part No. M04900
For wire pin versions please refer to Section 4, Pages 6/7.

For insulation covers please refer to section 4, page 23.

Miles-Platts terminals & wire pins are lead-free - all
polymers meet the REACH and RoHS directive N® UL RECOGNISED
(2002/95/EC). Please refer to www.milesplatts.co.uk MOULDER - E176491

for details.




M Range

Coil Bobbins for Metric Laminations

El60

MILES - PLATTS
L]

Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
Diagonal Terminal Strips/Thermal Cut Out Variations - 600 Series Terminals

El 60 X 25.5

Bobbin with Diagonal
Terminal Strips
M05104D
M05106D
M05108D

Bobbin with Diagonal
Terminal Strips
and T.C.0.
M05105D
M05107D
M05109D

For use with all TBS 600 series terminals

Bobbin
size
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5
EI 60 x 25.5

Type

SS
DS
SDS
SS
DS
SDS
S8
DS
SDS
SS
DS
SDS

No. of
terminals
available

16 (2x8)
16(2x8)
16(2x8)
16(2x 8)
16 (2x8)
16(2x8)
14(8 +6)
14.(8+6)
14(8+6)
14.(8 +6)
14(8+6)
14.(8+6)

+ + + > D> >

+A
+A

|

[

|

[

Core
Material

800

800

800

800

Frame
VA

218

218

21.8

21.8

Part
No.

Mo5104
M05106
M05108
M05104D
M05106D
M05108D
M05105
M05107
M05109
M05105D
M05107D
M05109D

- 25
REF.
J ﬂ<— DS Type
i .
~=———— SSType
i ___ == SDS Type
bW

[ DS Type
i
~———— SSType
SDS Type

M05108D

M05109D

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0 Dimensions in millimetres
+Part with T.C.O. A Part with diagonal terminal strip

For insulation covers please refer to section 4, page 23.

For further technical information please contact sales
Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk

Web: www.milesplatts.co.uk

o

UL RECOGNISED

MOULDER - E176491




M Range @

Coil Bobbins for Metric Laminations MILES - PLATTS
El60 _

Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
Diagonal Terminal Strips/Thermal Cut Out Variations - 600 Series Terminals

El 60 X 25.5

=— 291
30 %0 —e=
—e =175 2 =
125 |<— —= N5 =
| | ‘ *
4 N 4 )
ﬂ<— DS Type 106
== — N == —_—
Standard bobbin i i o ! T
Mo5104 i i 6 —~———— SSType -
M05106 ! !
M05108 _: :_ ___l=—— sosType H | i
-1 nonononoa LI T T T T T T 108
1 nbnhnbnbnbnhnkl
{ —————3

g——=1f 16 1
15 2
14 3
13 4
12 5
11 6
10 7
M05108 o 5
25
) )
. el
Bobbin 1 ] ____'['[____ = —
with T.C.0.
M05105 —~=—m—— SSType
M05107
M05109 || || ] !<—____ —— SDS Type
nonon nonon ] IHI ) nn n n a0 n
Wnbnbnbnbnbnbnbl
g —————=16 28 f———————=38
=h E
EI
| =
=
68 =
I =
M05109 =
=]
25

o - o o1 = w R —

For use with all TBS 600 series terminals

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0 Dimensions in millimetres

For further technical information please contact

sales@milesplatts.co.uk or www.milesplatts.co.uk ® UL RECOGNISED
MOULDER - E176491




M Range @

Coil Bobbins for Metric Laminations MILES - PLATTS
El66 _

Single Section (SS), Double Section (DS), Multi-section (MS) &
Shrouded Double Section (SDS) - 600 Series Terminals

El66 x 23.0 Multi Chamber M Range Bobbin

16 <~—— 9 1‘0 H>TH
\ \ —— 26 =
34 ‘ 134 {=—
A I
al
ANE R REauE Ry puEauy TARRAND T ANEISEARp AR gup A L Ruy
A A | i L P
_ HHHERH — —_
|
46.0 \ 230
|
- L AHTLAL S L | |
EEREREN Al |
infndningnkngng ‘ti;;:: | U . y)
I
17 ———M =24 A —B

35.0
*ﬂ» 5.0
18 20 22 24
v ) 21 23

[ ] .

R1.5TYP. J

SECTION A-A

87 123456 738

255Q.

Dimensions in millimetres.

MO05510 15 13 N 9

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED

Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491 e; Iz

Web: www.milesplatts.co.uk




M Range

Coil Bobbins for Metric Laminations

El60 & EI66

Single Section (SS), Double Section (DS), Multi-section (MS) &

Shrouded Double Section (SDS) - 600 Series Terminals

MILES - PLATTS
]

p
§ =——38 g
n * a 4
m"‘m |r MUTU U UTUPUT]
PTTTTT T i sswe  PTTTRTY
I| == 0=
o L]t
|
[ —e— = i b e ~—f+—— SSType
|
|
] ) i BRI
e r ha— . T —
infoiniatatad] )'L - DsTyee
n | ]|
1§ —————————==12 K h

EI60x33.0

(21 Terminal bobbin)

EI66x23.0
EI66x345

(24 Terminal bobbins)

p
16 ~=—— 9 9 [ —
n * | g [
-l:;;;mmrp-lrp-u Ml (MU U UU T URURE U]
N TR U
—-.: : T _____ Mnn
. i
_— L E b e SS Type
1
| L b
I " - II ----- _ —
fabobofodatafal * ¢ [H Fl=—d—fosmee
—DI m|<— ? 9 I g fes—— 4 ——
11— k [(p—
j
25
—_— |———
16 1
1% 1 15 )
13 2 ; .
12 3 ; )
1 4 o 5
N ] 1 6
! b 10 7
8 7 . )
B0 E166x230-345
For use with all TBS 600 series terminals
No. of
Bobbin | Type | terminals a b c e f [ h i k |m|n p q t Core
size available Material
EI60x33.0 | SS 21(3x7) | 206|330 380|542 |106|26.0|29.1| 41.6| 1.0 | 50 |30.0|325 7.7 800
EI60x33.0 | DS 21(3x7) |20.6|33.0|38.0 |542|10.6 |26.0 |29.1|416| 1.0 | 5.0 [30.0 325|125 | 7.7
EI60x33.0 | SDS | 21 (3x7) |20.6|33.0|38.0 |54.2|10.6 |26.0 |29.1| 416 | 1.0 | 50 |30.0 325|116 | 7.7
EI66x23.0 | SS 24 (3x8) | 226|230 |42.0 |46.0|11.5|29.5|325| 446| 1.0 | 50 |35.0 350 8.7 800
EI 66 x 23.0 | DS 24(3x8) | 226|230 |42.0 |46.0 | 115|295 |325|446| 1.0 | 5.0 |35.0 |35.0 [1425| 87
EI66x23.0 | SDS | 24 (3x8) |22.6|23.0 |420 [46.0|11.5|29.5|325| 44.6 | 1.0 | 5.0 |35.0 | 35.0 [13.35| 8.7
EI66 x 23.0 | MS 24(3x8) | 226|230 |420|46.0|11.5|295|325|446| 1.0 | 50 |35.0 (350|134 | 87
EI66 x 345 | SS 24 (3x8) |226| 345|420 |575|11.5|295|325| 446 | 1.0 | 50 |35.0 350 7.7 800
EI66 x 34.5 | DS 24(3x8) |22.6|345 (420|575 |11.5|29.5 325|446 | 1.0 | 50 |35.0 |35.0 |14.25| 7.7
EI66x34.5 | SDS | 24(3x8) | 226 | 345|420 |57.5|11.5|29.5|325| 446 | 1.0 | 5.0 | 350 | 35.0 |13.35| 7.7

Frame

VA
291

29.8

413

Part
No.

M05150
M05160
M05170
M05300
M05400
M05500
M05510
M05900
M06000
M06100

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0 Dimensions in millimetres

tRefer to VA Ratings - Section 2, Page 9.
*MS - Multi section version.

For insulation covers please refer to section 4, page 23.

Miles-Platts terminals & wire pins are lead-free - all
polymers meet the REACH and RoHS directive
(2002/95/EC). Please refer to www.milesplatts.co.uk
for details.

o

UL RECOGNISED

MOULDER - E176491
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M Range MILES - PLATTS
Coil Bobbins for Metric Laminations _

E166

El 66 X 26.2 PRIMARY BOBBIN
(Use with Secondary Bobbin VM0101)

435 20— f=— 316 —=f=—08 r 326 T
= 267 —= — 22.4 f——
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I ! I I ! I
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El 66 X 26.2 SECONDARY BOBBIN T
(Use with Primary Bobbin VMO0100) Assembled
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Bobbin
Size Description Part No.
E166 x 26.2 Primary Bobbin VM0100
E1 66 x 26.2 Primary Bobbin VM0101

435 —=| f=—
!

Standard materials: Nylon 66 glass
= - reinforced to UL94HB/Nylon 66 glass
reinforced to UL94V0

Dimensions in millimetres.

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: -+44 (0) 116 264 3851 N® UL RECOGNISED Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491 ection

Web: www.milesplatts.co.uk 1 6




D

MILES - PLATTS
]

““ We aim to satisfy and service the
ever changing needs of our customers. »?

‘6 Wir streben danach, die sich stindig dndernden
Bedirfnisse unserer Kunden zu befriedigen. »?

“‘ Nous cherchons a satisfaire et répondre aux
besoins toujours changeant de nos clients. 7

“‘ Nuestro objectivo es satisfacer y mantener

un servico excelente que copen las diferentes
necesidades de los clientes, que pueden
variar mucho segun el tipo de mercado.

For further technical information please contact

sales@milesplatts.co.uk or www.milesplatts.co.uk ® UL RECOGNISED
MOULDER - E176491




M Range

Coil Bobbins for Metric Laminations

EI75, EI78, EI84 & EI96

MILES - PLATTS
L]

Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)

600 Series Terminals

P —e ——
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2

For use with all TBS 600 series terminals

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0 Dimensions in millimetres

For further technical information please contact sales
Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk

Web: www.milesplatts.co.uk

o

UL RECOGNISED )
MOULDER - E176491 Section 4
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M Range
Coil Bobbins for Metric Laminations MILES - PLATTS

EI75, EI78, EI84 & EI96 _

Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)
600 Series Terminals

25 25

1 & $ 17 1
1 127 254 )
2 ? ? 16 .
" ;
i 4
1 4 5
5 1
§
1 6
3 7
1 7 ;
8 2
10 0 9
EI75x320 ll 10
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AT r; i * 0 f
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15 4 5
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" 17 6
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1 7 16 !
8
8 1
" 5 9

EI84x29.5-435

. . . E196%35.7-457
For use with all TBS 600 series terminals

No. of
Bobbin Type terminals a b c e f [*} h i k [ml|m2]| n p q r Core Frame | Part
size available Material | VA? No.

EI75x320 | SS |21 (1x9)+(2x6)| 25.6 | 32.0 |47.7 | 59.0 | 13.5 | 34.0 | 37.0| 49.0 | 1.3 | 5.08 | 7.62 | 38.1 | 40.0 9.25 800 589 | MO06400
EI75x32.0 | DS |21 (1x9)+(2x6) | 256 |32.0 |47.7 |59.0 | 13.5|34.0 | 37.0| 49.0 | 1.3 |5.08 | 7.62 | 38.1 | 40.0 | 16.5 |9.25 MO06500
EI75x32.0 | SDS | 21 (1x9)+(2x6) | 25.6 | 32.0 | 47.7 | 59.0 | 13.5 | 34.0 | 37.0 | 49.0 | 1.3 |5.08 | 7.62 | 38.1 | 40.0 [15.65|9.0 M06600
EI78x27.5 | SS |24(1x10)+(2x7)| 26.5| 27.5 | 49.8 | 56.0 |14.25| 35.5 | 38.5| 50.7 | 1.4 |5.08 | 7.62 |45.72| 42.5 9.8 800 58.8 | MO07100
EI78x275 | DS |24 (1x10)+(2x7) 26.5| 27.5|49.8 | 56.0 |14.25| 35.5| 38.5| 50.7 | 1.4 | 5.08 | 7.62 |45.72| 425 [17.25 | 9.8 M07200
EI78x27.5 | SDS |24 (1x10)+(2x7)| 26.5| 27.5 | 49.8 | 56.0 [14.25| 35.5 | 38.5| 50.7 | 1.4 |5.08 | 7.62 |45.72| 42.5 |16.35| 9.55 M07300
EI84x29.5| SS |24 (1x10)+(2x7)| 28.6| 29.5 | 53.8 | 60.8 |15.65| 38.2 | 41.2| 53.4 | 1.5 | 5.08 | 7.62 |45.72| 45.0 10.8 800 85.7 | MO07800
EI84x29.5 | DS |24(1x10)+(2x7)| 28.6| 29.5 | 53.8 | 60.8 [15.65| 38.2 | 41.2| 53.4 | 1.5 | 5.08 | 7.62 |45.72| 45.0 | 18.6 | 10.8 M07900
EI84x29.5 | SDS |24 (1x10)+(2x7)| 28.6 | 29.5 | 53.8 | 60.8 |15.65| 38.2 | 41.2| 53.4 | 1.5 | 5.08 | 7.62 |45.72| 45.0 | 17.7 {10.55 M08000
EI84x435| SS |24(1x10)+(2x7)| 28.6| 43.5|53.8 | 74.8 |15.65| 38.2 | 41.2| 53.4 | 1.5 | 5.08 | 7.62 |45.72| 45.0 10.25 800 114.3 | MO08500
EI84x435| DS |24(1x10)+(2x7)| 28.6| 435 | 53.8 | 74.8|15.65| 38.2 | 41.2| 53.4 | 1.5 | 5.08 | 7.62 |45.72| 45.0 | 18.6 [10.25 M08600
EI84x43.5 | SDS |24 (1x10)+(2x7)| 28.6 | 43.5 | 53.8 | 74.8 |15.65| 38.2 | 41.2| 53.4 | 1.5 | 5.08 | 7.62 (45.72| 45.0 | 17.7 | 10.0 M08700
EI96x357 | SS |28(1x12)+(2x8)| 32.6| 35.7 | 61.8 |72.2|18.25| 43.7 | 47.2| 59.4 | 1.5 | 5.08 | 7.62 |53.34| 52.5 12.45 800 144.0 | MO09000
EI96x35.7 | DS |28 (1x12)+(2x8)| 32.6 | 35.7 |61.8 |72.2 |18.25|43.7 |47.2| 59.4 | 1.5 |5.08 | 7.62 |53.34| 52.5 | 21.35[12.45 M09100
EI96x35.7 | SDS |28 (1x12)+(2x8)| 32.6| 35.7 | 61.8 | 72.2 |18.25| 43.7 | 47.2| 59.4 | 1.5 | 5.08 | 7.62 |53.34| 52.5 |20.25 [12.2 M09200
EI96x45.7 | SS |28 (1x12)+(2x8)| 32.6| 45.7 | 61.8 | 82.2 |18.25| 43.7 | 47.2| 59.4 | 1.5 | 5.08 | 7.62 |53.34| 52.5 12.35| 800 173.0 | M09700
EI96x45.7 | DS |28 (1x12)+(2x8)| 32.6| 45.7 | 61.8 | 82.2 |18.25| 43.7 | 47.2| 59.4| 1.5 | 5.08 | 7.62 |53.34| 52.5 | 21.35|12.35 M09800
EI96x45.7 | SDS |28 (1x12)+(2x8)| 32.6 | 45.7 | 61.8 | 82.2 [18.25| 43.7 | 47.2| 59.4 | 1.5 | 5.08 | 7.62 |53.34| 52.5 |20.25 | 12.1 M09900
EI96x45.7 | SS | Staked Terminals | 32.6 | 45.7 | 61.8 | 82.2 |18.25|43.7 |47.2 | 59.4 | 1.5 | 5.08 | 7.62 |53.34| 52.5 12.35| 800 173.0 | M09705*
EI96x 457 | DS | Staked Terminals | 32.6 | 45.7 |61.8 |82.2 |18.25|43.7 |47.2 | 59.4 | 1.5 |5.08 |7.62 [53.34|52.5 | 21.35 |12.35 M09805
EI96 x45.7 | SDS | Staked Terminals | 32.6 | 45.7 | 61.8 | 82.2 |18.25| 43.7 | 47.2| 59.4 | 1.5 | 5.08 | 7.62 |53.34| 52.5 [20.25|12.1 M09905

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0 Dimensions in millimetres
Refer to VA Ratings - Section 2 Page 9.  *See web drawings.

For insulation covers please refer to section 4, page 23/26.

Miles-Platts are technical moulders - we manufacture

' i ® UL RECOGNISED
more than bobbins - please contact sales for details )
p N MOULDER - E176491 Section 4
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M Range @

Coil Bobbins for Metric Laminations MILES - PLATTS
El41 & EI48 _

Single Section (SS), Double Section (DS) & Shrouded Double Section (SDS)

El 41 X 11/E1 48 X 10 (639A & 13 AMP.)

254

_ﬂ f_ 45 )
8 9 311 E 0p  —e—
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Section A-A ‘_1&2 =
Pors 038 (DS Bobbin) =8 =
4003 b

Pin: TBS 028-498-170

'l %— ----- il R 1 I R R

*Drawing shows VM0860 VMO0870 version

No. of
Bobbin pins Pin Core Frame
size Type available Size Material VA Part No. VMO0870FGNNATO0001
El41x 11 SDS 12(2x6) 0.635 TBA TBA VM0950
El41 x 11 Cover VMO0951
El48x 10 SS 16 (2x 8) 0.71 800-50 47 VM0860
E148 x 10 DS 16 (2x 8) 0.71 VM0870

Standard materials: Nylon 66 glass reinforced to UL94V0  Pin material: Half Hard Brass
Dimensions in millimetres

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491

Web: www.milesplatts.co.uk 20
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M Range
Coil Bobbins for Metric Laminations MILES - PLATTS
]

El41
Shrouded Double Section (SDS)

El41 x 11 SHROUDED DOUBLE SECTION BOBBIN

’ 7.75 W rk
4 R I
R B s | -t
12 09 %
Pououout T
‘Aos
285 HJLH
El41 x 11 INSULATION COVER
S il
O 1 I | O
| - T
o -

30.5

VMO0951 VMO0950

Typ.

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk ® UL RECOGNISED
MOULDER - E176491




M Range @

Coil Bobbins for Metric Laminations MILES - PLATTS
EK32 Lamination Stack _

Single Section (SS)
TBS 600 Series Terminals

EK32 L

l— 221 —&=

06
— 210 ——&==
léli 38.1 4t>|
5 F 6
20.32 —_——— 10.16
1 . 10
2.54
— |==—
5 6
4 7
3 8
2 9
1 10
No. of
Bobbin Terminal terminals
size Type type available Part No.

EK32L SS TBS 600 series | 10 (2x 5) VM2000

Standard materials: Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk MOULDER - E176491
Web: www.milesplatts.co.uk

For further technical information please contact sales
v N@ UL RECOGNISED




M Range

Coil Bobbins for Metric Laminations

Insulation Covers

MILES - PLATTS

FULL INSULATION COVERS

Bobbin a b c Part
size No.

EI38x13.6 | 187 | 172 | 45 | M01700
EI38x20.0 | 187 | 172 | 45 | M01790
El42x14.8 | 205 | 19.0 | 48 | M02200
EI48x16.8 | 235 | 220 | 57 | M02700*
El48x20.8 | 235 | 220 | 57 | M03200*
El48x27.0 | 236 | 22.1 5.6 | M03370
EI54x18.8 | 265 | 250 | 6.0 | M04000
EI54x255 | 265 | 250 | 6.0 | M04500
EI60x21.0 | 293 | 278 | 6.0 | M05100
EI60x255 | 29.0 | 275 | 6.0 | M05120
EI60x33.0 | 293 | 278 | 6.0 | M05190
EI66x23.0 | 325 | 31.0 | 6.1 | M05800
EI66x345 | 325 | 310 | 6.1 | M06300
EI75x32.0 | 37.0 | 3.5 | 6.1 | MO06900
EI78x275 | 385 | 370 | 6.0 | M07600
EI84x29.5 | 412 | 39.7 | 6.1 | M08300

Standard materials: Nylon 66 to UL94V2 / Nylon 66 to UL94V0

Dimensions in millimetres

Some full insulation covers listed have hooks for clipping together,

this feature is being phased out.
*El 48 Terminal cover available.

Insulation covers are sold in pairs.

[

For bobbins not served by full insulation
covers, side and top covers are available.
Details available on request.

HALF INSULATION COVERS

Bobbin a b c Part
size No.

EI38x13.6 | 187 | 172 | 44 | M01500
EI38x20.0 | 187 | 172 | 44 | M01780
El42x14.8 | 205 | 19.0 | 4.85 | M02100
EI48x16.8 | 235 | 220 | 59 | M02600
EI48x20.8 | 235 | 220 | 59 | M03100*
EI54x18.8 | 265 | 250 | 6.0 | M03800
EI54x255 | 265 | 250 | 6.0 | M04400
EI60x21.0 | 293 | 278 | 6.0 | M05000
EI60x255 | 29.0 | 276 | 6.0 | M05110
EI60x33.0 | 293 | 278 | 6.0 | M05180
EI66x23.0 | 325 | 310 | 6.0 | M05600
EI66x345 | 325 | 31.0 | 6.0 | M06200
EI84x29.5 | 413 | 398 | 6.0 | M08100

For bobbins not served by full insulation
covers, side and top covers are available.

Details available on request.

Standard materials: Nylon 66 to UL94V2 / Nylon 66 to UL94V0 Dimensions in millimetres

Actual design may vary dependent on size.
*El 48 Terminal cover available - see page 24.

Insulation covers are sold in pairs.

a

te—— D) ——

£

N

AN

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk

o

UL RECOGNISED
MOULDER - E176491




MILES - PLATTS
L]
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TYP.

secion A-A

170 -

T
el

Description Size Part No.
Terminal Cover El48 M15100

To suit El 48 bobbins fitted with the following insulation covers: M02700 EI 48 x 16.8 full cover,
M03200 EI 48 x 20.8 full colver and M03100 EI 48 x 20.8 half cover.

Standard materials: Nylon 66 to UL94HB / Nylon 66 to UL94V0.

Dimensions in millimetres.

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491

Web: www.milesplatts.co.uk 24
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MILES - PLATTS
]

k6 We develop product and processes through
innovation and technology. 7

k6 Wir entwickeln Erzeugnisse und Verfahren
durch Innovation und Technologie. ¥

k6 Nous développons des produits et des procédés
a travers I'innovation et la technologie. ¥

k6 Desarrollamos todos los productos mediante
la utillizacién de la mejor tecnologia e innovaciéon.?

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk

o

UL RECOGNISED
MOULDER - E176491




M Range @

Coil Bobbins for Metric Laminations MILES - PLATTS
Insulation Covers _

El 84 & El 96 TOP COVERS

T b -

a 1.0
Bobbin a b c Part
size No.
El 84 412 | 553 1.0 | M08200
El 96 470 | 635 | 0.75 | M09400
* n I Standard materials: Nylon 66 to UL94V2 /
¢ ? b Nylon 66 to UL94V0 Dimensions in millimetres
Insulation covers are sold in pairs.

_____ e Bo_bbm a b c Part
size No.

—fl=— EI75x320 | 412 | 307 | 60 | M06700

10 EI84x435 | 412 | 397 | 60 | M08a0o

& EI96x35.7 | 472 | 457 | 6.0 | M09300

EI96x45.7 | 472 | 457 | 6.0 | M10000

— ; =" 1 * 075
? Standard materials: Nylon 66 to UL94V2 /
Nylon 66 to UL94V0  Dimensions in millimetres

Insulation covers are sold in pairs.

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491

Web: www.milesplatts.co.uk
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Part Number

E0750214GN6NAT
E0750215GN6NAT
E0750264GN6NAT
E0750265GN6NAT
E0750324GN6NAT
E0750325GN6NAT
E0750414GN6NAT
E0750415GN6NAT
E0840294GN6NAT
E0840295GN6NAT
E0840434GN6NAT
E0840435GN6NAT
E0840524GN6NAT
E0840525GN6NAT
E0960354GN6NAT
E0960355GN6NAT
E0960454GN6NAT
E0960455GN6NAT
E0960594GN6NAT
E0960595GN6NAT
E1200414GN6NAT
E1200415GN6NAT
i\ E1200534GN6NAT
E1200535GN6NAT
E1200614GN6NAT
E1200614GN6NAT
E1200615GN6NAT
E1200734GN6NAT
E1200735GN6NAT
E1500494GN6NAT
E1500664GNGNAT
E1500924GN6NAT

See page 44

for terminal
blocks

Description

EI75 x 21.5 SS bobbin with terminal MTG strip slotted cheek
EI75 x 21.5 SS bobbin with terminal MTG strip plain cheek
EI75 x 26.5 SS bobbin with terminal MTG strip slotted cheek
EI75 x 26.5 SS bobbin with terminal MTG strip plain cheek
EI75 x 32.7 SS bobbin with terminal MTG strip slotted cheek
EI75 x 32.7 SS bobbin with terminal MTG strip plain cheek
EI75 x 41.5 SS bobbin with terminal MTG strip slotted cheek
EI75 x 41.5 SS bobbin with terminal MTG strip plain cheek
EI84 x 29.5 SS bobbin with terminal MTG strip slotted cheek
EI84 x 29.5 SS bobbin with terminal MTG strip plain cheek
EI84 x 43.7 SS bobbin with terminal MTG strip slotted cheek
ElI84 x 43.7 SS bobbin with terminal MTG strip plain cheek
EI84 x 52.5 SS bobbin with terminal MTG strip slotted cheek
EI84 x 52.5 SS bobbin with terminal MTG strip plain cheek
EI96 x 35.7 SS bobbin with terminal MTG strip slotted cheek
EI96 x 35.7 SS bobbin with terminal MTG strip plain cheek
EI96 x 45.7 SS bobbin with terminal MTG strip slotted cheek
EI96 x 45.7 SS bobbin with terminal MTG strip plain cheek
EI96 x 59.7 SS bobbin with terminal MTG strip slotted cheek
EI96 x 59.7 SS bobbin with terminal MTG strip plain cheek
EI120 x 41.8 SS bobbin with terminal MTG strip slotted cheek
EI120 x 41.8 SS bobbin with terminal MTG strip plain cheek
EI120 x 53.8 SS bobbin with terminal MTG strip slotted cheek
EI120 x 53.8 SS bobbin with terminal MTG strip plain cheek
EI120 x 61.8 SS bobbin with terminal MTG strip slotted cheek
EI120 x 61.8 SS bobbin with terminal MTG strip slotted cheek
El120 x 61.8 SS bobbin with terminal MTG strip plain cheek
ElI120 x 73.8 SS bobbin with terminal MTG strip slotted cheek
El120 x 73.8 SS bobbin with terminal MTG strip plain cheek
EI150 x 49.6 SS bobbin with terminal MTG strip slotted cheek
EI150 x 66.6 SS bobbin with terminal MTG strip slotted cheek
EI150 x 92.6 SS bobbin with terminal MTG strip slotted cheek

SS= Single section, 2FL format. All dimensions in mm.
Standard material: Nylon 6 glass reinforced to UL94HB.

Most products are available direct from stock with

same day despatch - please contact sales for details N® UL RECOGNISED

MOULDER - E176491




MILES - PLATTS
L]

T e
VTV - |

n l; — | 5p
- . *w p L Bobbin Size | Type | a b c d h | sp/spl| m n p Part No
A h El 84/28 SS | 285 | 28.0 | 41.0 1.5 | 545 | 60.0 | 47.0 | E0840281
4»1 El 84/30 SS | 285 30.0 | 41.0 15 | 545 | 63.0 | 47.0 | E0840301
= El 84/30 DS | 285 | 300 | 41.0 | 163 | 19.7| 15 |545 | 63.0 | 47.0 | E0840302
El 84/35 SS | 285 | 350 | 41.0 1.5 | 545 | 69.0 | 47.0 | E0840351
El 84/40 SS | 285 | 40.0 | 410 15 | 545 | 740 | 47.0 | E0840401
El 84/40 DS | 285 | 40.0 | 41.0 | 155| 220| 15 |545 | 740 | 47.0 | E0840402
El 84/45 SS | 285 | 450 | 410 15 | 545 | 77.0 | 47.0 | E0840451
El 84/45 DS 285 | 450 | 410 |165| 200 | 15 |545 | 77.0 | 47.0 | E0840452
El 84/50 SS 28.5 | 50.0 | 41.0 15 | 545 | 820 | 47.0 | E0840501
El 84/50 DS | 285| 500 | 41.0 | 162 | 19.7| 15 | 545 | 820 | 47.0 | E0840502
El 84/55 SS | 285| 55.0 | 41.0 1.5 | 545 | 88.0 | 47.0 | E0840551

Flange design may vary dependent upon bobbin size.
Standard materials: Nylon 6 glass reinforced.
E0840401 yen=9

Dimensions in millimetres

——— g

¥
KT

b — - gD

1

Il
Il Y
B
"ji—j¢

Bobbin Size | Type a b c d h |sp/spl| m n p Part No
El 96/25 SS | 325| 250 | 475 1.3 | 635 | 64.0 | 53.0 | E0960251
El 96/32 SS | 325| 320 | 475 |19.0| 235| 1.3 | 635 | 70.0 | 53.0 | E0960321
El 96/32 DS | 325| 320 | 475 1.3 | 635 | 70.0 | 53.0 | E0960322
EI 96/40 SS | 325 | 40.0 | 475 1.3 | 635 | 780 | 53.0 | E0960401
El 96/40 DS | 325 | 40.0| 475 |19.0| 235| 1.3 | 635 | 78.0 | 53.0 | E0960402
EI 96/50 SS | 325 | 50.0 | 47.5 1.3 | 635 | 86.5 | 53.0 | E0960501
EI 96/50 DS | 325| 50.0 | 47.5 1.3 | 635 | 865 | 53.0 | E0960502
El 96/60 SS | 325 | 60.0 | 475 1.8 | 635 | 975 | 53.0 | E0960601
EI 96/60 DS | 325| 60.0| 475 |19.0| 235| 1.8 | 635 | 975 | 53.0 | E0960602
EI 96/70 SS | 325 | 70.0 | 475 1.8 | 63.5 | 107.0| 53.0 | E0960701

Flange design may vary dependent upon bobbin size.
E0960501 Standard materials: Nylon 6 glass reinforced.

Dimensions in millimetres

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491

Web: www.milesplatts.co.uk 28
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n ; Ao |
' |

T 7 T

Bobbin Size | Type | a b c sp m n p Part No

EI 108/36 SS | 36.0| 36.0 | 532 | 1.8 | 71.0| 80.0 | 61.0 | E1080361
EI 108/45 SS | 36.0 | 45.0 | 532 | 1.8 | 70.5| 87.0 | 61.0 | E1080451
EI 108/50 SS | 36.0| 500 | 532 | 1.8 | 70.5| 95.0 | 61.0 | E1080501
EI 108/55 SS | 36.0 | 55.0 | 532 | 1.8 | 70.5| 97.0 | 61.0 | E1080551
EI 108/60 SS | 36.0| 60.0 | 53.2 | 1.8 | 70.5| 103.5| 61.0 | E1080601
EI 108/70 SS | 360 70.0 | 532 | 1.8 | 705 | 113.0 | 61.0 | E1080701

Flange design may vary dependent upon bobbin size.
Standard materials: Nylon 6 glass reinforced
Dimensions in millimetres

A h  r~=—Bobbin Size | Type | a b c d h |sp/spl| m n p Part No
re—C¢ 4’1 El 114/38 SS | 380 380 57.0 15 | 75.0 | 80.0 | 65.0 | E1140381
El 114/38 DS | 380 | 380 | 57.0 | 255| 27.0| 15 | 750 | 80.0 | 65.0 | E1140382
El 114/44 SS | 380 | 440 57.0 15 | 750 | 87.0 | 65.0 | E1140441
El 114/44 DS | 380 | 440 | 57.0 [255| 27.0| 15 |750 | 87.0 | 650 | E1140442
El 114/50 SS | 380 | 500 | 57.0 15 | 750 | 940 | 65.0 | E1140501
El 114/50 DS | 380 | 50.0| 57.0 | 255| 27.0| 15 | 750 | 940 | 65.0 | E1140502
El 114/60 SS | 380 | 60.0| 57.0 15 | 750 [ 103.0| 65.0 | E1140601
El 114/60 DS | 380 | 600 | 57.0 |255| 27.0| 15 |75.0 |103.0| 650 | E1140602
El 114/76 SS 38.0 | 76.0 | 57.0 1.5 | 750 | 121.0| 65.0 | E1140761
EI 114/76 DS | 380 | 760 | 57.0 | 255| 27.0| 15 | 750 |121.0| 65.0 | E1140762

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

Miles-Platts are technical moulders - we manufacture

' i ® UL RECOGNISED
more than bobbins - please contact sales for details )
p N MOULDER - E176491 Section 4
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. a = Bobbin Size | Type | a b ® d h |sp/spl| m n p Part No
El 120/30 SS | 40.5| 30.0 | 59.5 18 | 780 | 76.0 | 67.0 | E1200301
/—’H H H H H El 120/40 SS | 405 | 40.0 | 595 18 | 780 | 830 | 67.0 | E1200401
4 El 120/40 DS | 405 | 40.0| 595 | 25.0| 28.0| 18 |78.0 | 83.0 | 67.0 | E1200402
n b El 120/40 SS | 405 | 40.0 | 595 18 | 780 | 83.0 | 63.0 | E1200403
v El 120/45 SS 405 | 450 | 59.5 18 | 780 | 89.0 | 67.0 | E1200451
El 120/50 SS | 405| 50.0 | 59.5 18 | 780 | 91.0 | 67.0 | E1200501
JH H H H H El 120/50 DS | 405 | 50.0 | 595 | 25.0| 28.0| 18 |78.0 | 91.0 | 67.0 | E1200502
El 120/50 SS 40.5 | 50.0 | 59.5 1.8 | 780 | 91.0 | 63.0 | E1200503
m El 120/55 SS | 405 | 55.0 | 59.5 18 | 780 | 99.0 | 67.0 | E1200551
EI 120/60 SS | 405 | 60.0 | 59.5 1.8 | 78.0 | 100.0| 67.0 | E1200601
El 120/60 DS | 405 | 60.0 | 59.5 | 25.0| 28.0| 18 |78.0 |100.0| 67.0 | E1200602
El 120/60 SS | 405 | 60.0 | 59.5 1.8 | 78.0 | 100.0| 63.0 | E1200603
El 120/65 SS 405 | 65.0 | 59.5 1.8 | 780 | 109.0| 67.0 | E1200651
El 120/70 SS | 405| 70.0 | 595 1.8 | 780 | 1120| 67.0 | E1200701
El 120/70 DS | 405| 700 | 595 | 25.0| 28.0| 18 |78.0 |1120| 67.0 | E1200702
E1120/70 SS 40.5 | 70.0 | 59.5 1.8 | 780 |112.0| 63.0 | E1200703
El 120/80 SS 405 | 80.0 | 59.5 18 | 780 | 1225| 67.0 | E1200801
El 120/80 DS | 405 | 80.0| 595 | 25.0| 28.0| 1.8 |78.0 |1225| 67.0 | E1200802
— - sp El 120/80 SS 40.5 | 80.0 | 59.5 18 [780 | 1225| 63.0 | E1200803

H i 1 at end of part number denotes single section bobbin with slots on both flanges
if 7 2 at end of part number denotes double section bobbin with slots on both flanges
3 at end of part number denotes single section bobbin with one flange slotted and

\ | the other without slots
A d L* El 120 x 53.7 SS Version with covers available. Please ask for details.
4 h - Standard material: Nylon 6 glass reinforced

¢ Dimensions in millimetres

W&ﬁT‘ fpl U

3

oo T [ L0WE

Bobbin Size | Type | a b c sp m n p Part No

EI 135/45 SS | 455 | 450 | 66.0 | 2.0 | 89.0 | 101.0| 71.0 | E1350453
El 135/50 SS | 455 | 50.0 | 66.0 | 2.0 | 89.0 | 106.5| 71.0 | E1350503
El 135/60 SS | 455 | 60.0 | 66.0 | 2.0 | 89.0 | 117.0| 71.0 | E1350603
EI 135/70 SS | 455 | 70.0 | 66.0 | 2.0 | 89.0 | 1265 71.0 | E1350703
EI 135/90 SS [455| 90 | 66.0 | 2.0 | 89.0| 147 | 71.0 | E1350903

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491

Web: www.milesplatts.co.uk 30
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M Range
Coil Bobbins for Metric Laminations MILES - PLATTS
]

El120
Single Section (SS) & Double Section (DS) - No Terminals
Coil Bobbin with Half Insulation Covers

El 120 BOBBIN

77 59.0

41 548 ——= — ~=—15.6

(AT S M Sy g T

L'eﬁ
x ozu3
 —

100 53.7

ammn - o UliU

5.0 J ~ 69.0 SECTION A-A

59.0
.

m

N 69.1

o

x

3

~

1.0 —=—r 1.0 ——fl———
Insulation covers are sold in pairs

Description Part No.
EI120 x 53.7mm Single Section Coil Bobbin VMO0790
EI120 x 53.7mm Half Insulation Cover VMO0791

Standard material: Bobbin - glass filled Nylon 66 to UL94HB or VO,
Covers - Nylon 66 to UL94V2 or UL94VO. Dimensions in millimetres.

Miles-Platts terminals & wire pins are lead-free - all
polymers meet the REACH and RoHS directive ® UL RECOGNISED
MOULDER - E176491

(2002/95/EC). Please refer to www.milesplatts.co.uk
for details.
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o Bobbin Size | Type | a b c d h |sp/spl| m n p Part No
El 150/40 SS 51.0 | 40.0| 74.0 2,0 [100.0 | 100.0| 84.0 | E1500401
—m | | || | | "T * EI15040 | DS | 510 400 | 740 |320| 375| 20 |100.0|100.0 840 | E1500402
El 150/40 SS 51.0 | 40.0 | 74.0 2,0 [100.0 | 100.0| 79.0 | E1500403
n b El 150/50 SS | 51.0| 50.0 | 74.0 2.0 |100.0 | 109.0| 84.0 | E1500501
El 150/50 DS 51.0| 500 | 740 |32.0| 375| 2.0 |100.0|109.0| 84.0 | E1500502
L J | | || | | L + El 150/50 SS 51.0 | 50.0 | 74.0 2.0 |100.0 | 109.0| 79.0 | E1500503
El 150/60 SS 51.0 | 60.0 | 74.0 20 [100.0 | 119.0| 84.0 | E1500601
EI 150/60 DS | 51.0| 60.0 | 740 |320| 375| 20 |100.0|119.0| 84.0 | E1500602
- m — El 150/60 SS 51.0 | 60.0 | 74.0 2,0 [100.0|119.0| 79.0 | E1500603
El 150/70 SS 51.0 | 70.0 | 74.0 20 |100.0|1285| 84.0 | E1500701
p ‘—‘ El 150/70 DS 510 | 700 | 740 |32.0| 375| 2.0 |100.0| 128,5| 84.0 | E1500702
_—I spl EI 150/70 SS | 51.0| 70.0 | 740 2.0 |100.0 |128,5| 79.0 | E1500703
El 150/80 SS 51.0 | 80.0 | 74.0 20 [100.0 | 139.0| 84.0 | E1500801
ﬂ El 150/80 DS 51.0 | 80.0 | 740 |320| 375| 20 |100.0|139.0| 84.0 | E1500802
b El 150/80 SS 51.0 | 80.0 | 74.0 20 |100.0|139.0 79.0 | E1500803
H ol 5p EI 150/90 SS | 51.0| 90.0 | 740 2.0 |100.0 | 148.0| 84.0 | E1500901
i El 150/90 DS 51.0| 90.0 | 740 |32.0| 375| 2.0 |100.0| 148.0| 84.0 | E1500902
’7777”7777’ El 150/90 SS 51.0 | 90.0 | 74.0 20 |100.0|148.0( 79.0 | E1500903
f El 150/100 SS 51.0 | 100.0| 74.0 20 [100.0 | 159.0| 84.0 | E1501001
J | El 150/100 DS | 51.0| 100.0| 740 | 320| 37,5| 20 |100.0|159.0| 84.0 | E1501002
h - El 150/100 SS 51.0 | 100.0| 74.0 20 [100.0|159.0] 79.0 | E1501003
i
I__ Standard material: Nylon 6 glass reinforced
¢ —

Dimensions in millimetres

n ‘5 Bobbin Size | Type | a b c d h |sp/spl| m n p Part No
1 EI180/60 | SS | 60.0 | 60.0 | 89.0 2.0 |117.0]130,5| 100.0 | E1800601
J H H H EI180/60 | DS | 60.0 | 60.0 | 89.0 | 380 | 440| 20 |117.0|130,5| 100.0 | E1800602
EI180/60 | SS | 60.0 | 60.0 | 89.0 20 |117.0|130,5| 940 | E1800603
_7m4,] EI180/70 | SS | 60.0| 70.0 | 89.0 20 [117.0|142.0| 100.0 | E1800701
EI180/70 | DS | 60.0| 70.0 | 89.0 | 380 | 440| 20 |117.0| 1420 100.0 | E1800702
EI180/70 | SS | 60.0| 70.0 | 89.0 20 [117.0|142.0| 940 | E1800703
EI180/80 | SS | 60.0 | 80.0 | 89.0 20 [117.0|148.0| 100.0 | E1800801
P EI180/80 | DS | 60.0 | 80.0 | 89.0 | 380 | 440| 20 |117.0|148.0| 100.0 | E1800802
ﬁ[‘sm EI180/80 | SS | 60.0 | 80.0 | 89.0 2.0 |117.0|148.0| 940 | E1800803
EI180/90 | SS | 60.0 | 90.0 | 89.0 2.0 |117.0]160.0| 100.0 | E1800901
EI180/90 | DS | 60.0| 90.0 | 89.0 | 380 | 440| 20 |117.0|160.0| 100.0 | E1800902
E1800801 EI180/90 | SS | 60.0 | 90.0 | 89.0 20 [117.0|160.0| 94.0 | E1800903
—=—~=—sp EI180/100 | SS | 60.0 | 100.0| 89.0 2.0 |117.0(171.0| 100.0 | E1801001
EI180/100 | SS | 60.0 | 100.0| 89.0 20 [117.0|171.0| 940 | E1801003
EI180/20 | SS | 60.0 | 120.0| 89.0 20 [117.0|195.0| 100.0 | E1801201
EI180/120 | DS | 60.0 | 120.0| 89.0 | 38.0| 440| 20 |117.0|195.0| 100.0 | E1801202
Jl d L EI180/20 | SS | 60.0 | 120.0] 89.0 20 [117.01195.0| 940 | E1801203
"1 h fe=—
4»] Standard material: Nylon 6 glass reinforced
_-—— C

Dimensions in millimetres

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED
Email: enquiries@milesplatts.co.uk MOULDER - E176491
Web: www.milesplatts.co.uk
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)
n b
W E1921101
W
m Bobbin Size | Type a b c d h sp m n p Part Number
El 192/60 SS | 640 | 600 | 956 - - 25 | 1260 | 134.0 | 1035 E1920601

El 192/65 SS | 640 | 65.0 | 95.6 = = 25 | 126.0 | 138.0 | 103.5 EI920651
El 192/65 DS | 640 | 650 | 95.6 | 425 45.0 2.5 | 126.0 | 138.0 | 1035 EI920652

A
Hﬂ d ‘éH EI192/70 S§S | 640 | 70.0 | 95.6 = = 25 | 126.0 | 144.0 | 103.5 EI920701

EI192/70 DS 64.0 | 700 | 956 | 425 45.0 2.5 | 1260 | 144.0 | 1035 EI920702

El192/80 SS 640 | 800 | 956 - - 25 | 126.0 | 154.0 | 103.5 EI1920801

Z l El 192/80 DS 640 | 800 | 95.6 | 425 45.0 25 | 1260 | 154.0 | 103.5 EI920802

El192/90 SS 640 | 900 | 95.6 = = 25 | 126.0 | 164.0 | 103.5 E1920901

=j<—sp EI192/90 DS 640 | 900 | 9.6 | 425 45.0 25 | 1260 | 164.0 | 103.5 EI920902

EI192/100 | SS | 640 | 1000 | 956 | - - 25 | 1260 | 173.0 | 1035 EI921001

i EI1192/100 DS 64.0 | 1000 | 95.6 | 425 45.0 25 | 1260 | 173.0 | 103.5 EI921002

K 7 E1192/110 SS 64.0 | 110.0 | 95.6 - - 25 | 1260 | 182.0 | 103.5 E1921101

| ‘ E1192/120 SS 64.0 | 1200 | 956 - - 25 | 1260 | 192.0 | 103.5 EI921201

A h L%— El192/130 SS 64.0 | 130.0 | 95.6 - - 25 | 126.0 | 205.0 | 103.5 EI1921301
=— ¢ —9} Standard materials: Nylon 6 glass reinforced. Dimensions in millimetres.

—— a [ p

'
o

Lb

>

Bobbin Size | Type | a b c f i sp m n p Bobbin Half 1 Bobbin Half 2
EI 240/60 SS | 80.0 | 60.0 | 120.0 | 30.0| 80.0 | 3.0 |158.0 | 160.0| 130.0 EH240301 EH240301
El 240/70 SS | 80.0 | 70.0 | 120.0 30 |158.0|170.0| 130.0 EH240301 EH240401
EI 240/80 SS | 80.0 | 80.0 | 120.0 | 40.0| 90.0 | 3.0 |158.0180.0| 130.0 EH240401 EH240401
EI 240/90 SS | 80.0 | 90.0 | 120.0 3.0 |158.0 | 190.0| 130.0 EH240401 EH240501
EI 240/100 SS | 80.0 | 100.0| 120.0 | 50.0 | 100.0| 3.0 |158.0 | 200.0| 130.0 EH240501 EH240501
EI240/110 | SS | 80.0 | 110.0| 120.0 3.0 |158.0210.0| 130.0 EH240501 EH240601
El 240/120 SS | 80.0| 120 | 120.0 | 60 | 110.0| 3.0 |158.0 |220.0| 130.0 EH240601 EH240601

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

Most products are available direct from stock with

same day despatch - please contact sales for details ® UL RECOGNISED
MOULDER - E176491
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Bobbin | Type | a b c f g sp | m n p Bobbin Bobbin
Size Half 1 Half 2
EI270/90 | SS | 90.5 | 90.0 |132.0 [45&45|101&101| 3.2 |176.0(202.0 | 141.2| EH270451 | EH270451
EI270/100 | SS | 90.5 | 100.0 | 132.0 | 45&55 |101&111| 32 |176.0|212.0| 141.2| EH270451 | EH270551
E1270/110 | SS | 90.5 [110.0 | 132.0 [55&55 |111&111| 3.2 |176.0[222.0 | 141.2| EH270551 | EH270551

L)

—& N =F—Q

+— O

— = p
Bobbin | Type | a b c f g sp | m | n z p Bobbin Bobbin Side
Size Half 1 Half 2 Part No
EI270/120 | SS | 90.5 | 120.0 |132.0 | 44&45|101&101| 3.2 |176.0 |232.0| 30.0 | 141.2 EH270451 | EH270451 ES270300
EI270/130 | SS | 90.5 | 130.0 | 132.0 | 45&45 |101&101| 3.2 |176.0 | 242.0| 40.0 | 141.2 EH270451 | EH270451 ES270400
EI270/140 | SS | 90.5 | 140.0 | 132.0 | 55&55 [111&111| 3.2 |176.0 |252.0| 30.0 | 141.2 EH270551 | EH270551 ES270300
EI270/150 | SS | 90.5 | 150.0 |132.0 [55&55 [111&111| 3.2 |176.0 | 262.0| 40.0 | 141.2 EH270551 | EH270551 ES270400

Standard material: Nylon 6 glass reinforced.
Dimensions in millimetres

For further technical information please contact sales
Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk

Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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Bobbin Size | Type a b c d h |spfspl | m | n p Part No

Ul 60/20 SS | 20,6 | 21.0| 60.0 1,5 [38.0|425|64.0 | U0600201
Ul 60/20 DS | 206 | 21.0| 60.0 | 27.0 | 27.0| 1,5 |38.0 |425]|64.0 | U0600202
Ul 60/30 SS | 20,6 | 30.0| 60.0 1,5 [38.0|57.0|66.0 | U0600301

Ul 60/30 DS | 20,6| 30.0|60.0|27.0|27.0| 1,5 |38.0|57.0|66.0 | U0600302

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

T I —_—
1 — I —

Bobbin Size | Type | a b c sp m n p Part No
Ul 66/30 SS 236 | 300 | 66.0 | 1,5 | 54,5| 68.0 | 74.0 | U0660303
Ul 66/40 SS 236 | 400 | 66.0 | 1,5 | 545 | 74.0 | 740 | U0660403
Ul 66/45 SS 236 | 4501 66.0 | 1,51 5451 80.0 | 740 | U0660453

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

For further technical information please contact

sales@milesplatts.co.uk or www.milesplatts.co.uk ® UL RECOGNISED
MOULDER - E176491
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Bobbin Size | Type | a b c sp m n p Part No
Ul 75/26 SS | 256 | 260 | 740 | 13 | 49.0| 57,5 | 78.0 | U0750263
Ul 75/40 SS | 256 | 41.0| 740 | 1,3 | 49.0| 73,0 | 78.0 | U0750413
Standard material: Nylon 6 glass reinforced
Dimensions in millimetres
p———™
—»{ a — sp ﬂ*
n b
Bobbin Size | Type | a b c sp m n p Part No
U1 90/30 SS | 31.0| 30.0 | 89.0 | 1,5 | 59.0| 68.0 | 955 | U0900303
Ul 90/35 SS |[31.0| 350 | 890 | 15| 59.0| 74,5 | 955 | U0900353
Ul 90/40 SS | 31.0| 400 | 89.0 | 15 | 59.0 | 79.0 | 955 | U0900403
UI90/45 SS | 31.0| 450 | 89.0 | 15 | 59.0 | 84.0 | 955 | U0900453
U1 90/50 SS |31.0| 500 | 89.0 | 15 | 59.0 | 89.0 | 955 | U0900503
Ul 90/55 SS | 31.0| 550 | 89.0 | 15 | 59.0 | 94.0 | 955 | U0900553
Ul 90/60 SS | 31.0| 600 | 89.0 | 15 | 59.0 | 100.0| 955 | U0900603
Ul 90/75 SS | 31.0| 750 | 89.0 | 15 | 59.0 | 113.0| 955 | U0900753

u0900403

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

For further technical information please contact sales
Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk

Web: www.milesplatts.co.uk

UL RECOGNISED
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Bobbin Size a b c d h sp m n p Part No

Ul 100/40 41.0 | 40.0 | 99.5 20 | 78.0 |86.0 | 99.5 | U1000401
Ul 100/50 410 | 50.0 | 99.5 20 | 780 |96.0 | 99.5 | U1000502
Ul 100/60 410 | 60.0 | 99.5 2.0 | 78.0 |106.0 | 99.5 | U1000601
Ul 100/70 410 | 70.0 | 99.5 20 | 780 [116.0 | 99.5 | U1000702
Ul 100/80 41,0 110001 99.5 20 | 780 [146.0 | 99.5 | U1000801

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

R
=
=1

B
!l

Bobbin Size | Type | a b c d h |sp/spl| m n p Part No
Ul 120/40 SS | 41.0| 40.0 | 119.0 20 | 785 | 89,5 | 128.0 | U1200401
Ul 120/40 DS | 41.0| 40.0 | 119.0 | 53.0| 60,5| 2.0 | 785 | 89,5 | 128.0 | U1200402
Ul 120/50 SS | 41.0| 50.0 | 119.0 20 | 785 | 99.0 | 128.0 | U1200501
Ul 120/50 DS | 41.0| 50.0 | 119.0 | 53.0| 60,5| 2.0 | 785 | 99.0 | 128.0 | U1200502
Ul 120/60 SS | 41.0| 60.0 | 119.0 20 | 785 |110.0| 128.0 | U1200601
Ul 120/60 DS | 41.0| 60.0 | 119.0 | 53.0| 60,5| 20 | 785 |110.0| 128.0 | U1200602
Ul 120/75 SS | 41.0| 75.0 | 119.0 20 | 785 |123.0| 128.0 | U1200751
Ul 120/75 DS | 41.0| 75.0 | 119.0 | 53.0| 605| 2.0 | 785 |123.0| 128.0 | U1200752

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

Miles-Platts terminals & wire pins are lead-free - all

polymers meet the REACH and RoHS directive N® UL RECOGNISED
(2002/95/EC). Please refer to www.milesplatts.co.uk MOULDER - E176491
for details.
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Bobbin Size | Type a b c sp m n p Part No

Ul 150/50 SS | 51.0| 50.0 | 149.0 | 2.0 | 97.5| 107.0| 157.0| U1500501
Ul 150/60 SS | 51.0 | 60.0 | 149.0 | 2.0 | 97.5| 117.0| 157.0 | U1500601
U1 150/70 SS | 51.0 | 70.0 | 149.0 | 2.0 | 97.5| 128.0| 157.0| U1500701
Ul 150/80 SS | 51.0 | 80.0 | 149.0 | 2.0 | 97.5| 138.0| 157.0 | U1500801
Ul 150/90 SS | 51.0| 90.0 | 149.0 | 2.0 | 97.5| 147.0| 157.0| U1500901
Ul 150/100 SS | 51.0 | 100.0| 149.0 | 2.0 | 99.0 | 157.0| 157.0 | U1501001

Standard material: Nylon 6 glass reinforced

U1500701 Dimensions in millimetres
p
—— a g — —— Sp1
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Bobbin Size | Type | a b c d h |sp/spl| m n p Part No
Ul 180/60 SS | 61.0| 60.0 | 180.0 20 |118.0|128.0| 188.0 | U1800601
Ul 180/70 SS | 61.0| 70.0 | 180.0 20 |118.0|137.0| 188.0 | U1800701
Ul 180/70 DS | 61.0| 70.0 | 180.0 | 85.0| 87.0| 20 |118.0|137.0| 188.0 | U1800702
Ul 180/80 SS | 61.0| 80.0 | 180.0 20 |118.0| 149.0| 188.0 | U1800801
Ul 180/90 SS | 61.01 90.0 | 180.0 20 |118.01158.0| 188.0 | U1800901
U1800601

Standard material: Nylon 6 glass reinforced

Dimensions in millimetres

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491

Web: www.milesplatts.co.uk
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Bobbin Size | Type a b ® sp m n p Part No

L
7T

-
.
E

- - U1210/70 SS | 70.0 | 70.0 | 210.0 | 3.0 | 139.0| 162.0| 221.0| U2100701
v U1 210/80 SS | 70.0 | 80.0 | 210.0 | 3.0 | 139.0| 172.0| 221.0 | U2100801
U1 210/90 SS | 70.0 | 90.0 | 210.0 | 3.0 | 139.0| 193.0| 221.0 | U2100901
Ul 210/100 SS | 70.0 | 100.0| 210.0 | 3.0 | 139.0| 193.0| 221.0| U2101001

Standard materials: Nylon 6 glass reinforced

U2100701 Dimensions in millimetres

Winding
Profile Spacer

Two Sides

Bobbin Assembly

Bobbin Size | Type | a b c f i sp m n p Assembly partno | End part No Side Part No

U1 210/110 SS | 71.0 | 110.0| 210.0 | 35.0 | 81.0 | 3.0 [139.0|202.0| 221.0 U2101101 UE210000 US210110
U1 210/120 S§S | 71.0 | 120.0| 210.0 | 35.0 | 81.0 | 3.0 [139.0212.0| 221.0 U2101201 UE210000 US210120
Ul 210/130 SS | 71.0 | 130.0| 210.0 | 35.0 | 81.0 | 3.0 |139.0|222.0| 221.0 U2101301 UE210000 US210130
U1 210/140 SS | 71.0 | 140.0| 210.0 | 35.0 | 81.0 | 3.0 [139.0|232.0| 221.0 U2101401 UE210000 US210140

Standard material: Nylon 6 glass reinforced
Dimensions in millimetres

Miles-Platts are technical moulders - we manufacture

' i ® UL RECOGNISED
more than bobbins - please contact sales for details )
p N MOULDER - E176491 Section 4
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Two Ends

UE240000GN6NAT -
Winding

Profile Spacer Two Sides

Bobbin Assembly

Bobbin Size | Type | a b c f i sp m n p Assembly partno | End part No Side Part No
Ul 240/80 SS | 81,5| 80.0 | 240.0 | 40.0 | 100.0 | 3.0 |160.0 | 200.0| 252.0 U2400801 UE240000 USP240080
Ul 240/90 SS | 81,5 | 90.0 | 240.0 | 40.0 | 100.0 | 3.0 [160.0 | 210.0| 252.0 U2400901 UE240000 USP240090
U1240/100 | SS | 81,5 | 100.0 | 240.0 | 40.0 | 100.0 | 3.0 [160.0 | 220.0| 252.0 U2401001 UE240000 USP240100
Ul240/110 | SS | 81,5 | 110.0| 240.0 | 40.0 | 100.0 | 3.0 [160.0 | 230.0| 252.0 U2401101 UE240000 USP240110
UI240120 | SS | 81,5 | 120.0| 240.0 | 40.0 | 100.0 | 3.0 |160.0 | 240.0| 252.0 U2401201 UE240000 USP240120
U1240/130 | SS | 81,5 | 130.0| 240.0 | 40.0 | 100.0 | 3.0 [160.0 | 250.0| 252.0 U2401301 UE240000 USP240130
U1 240/140 | SS | 81,5 | 140.0| 240.0 | 40.0 | 100.0 | 3.0 [160.0 | 260.0| 252.0 U2401401 UE240000 USP240140
U1240/150 | SS | 81,5 | 150.0 | 240.0 | 40.0 | 100.0 | 3.0 [160.0 | 270.0| 252.0 U2401501 UE240000 USP240150

Standard materials: Nylon 66 glass reinforced / Nylon 66 glass reinforced to UL94V0

Dimensions in millimetres

For further technical information please contact sales

Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851 N® UL RECOGNISED Section 4
Email: enquiries@milesplatts.co.uk MOULDER - E176491

Web: www.milesplatts.co.uk 40
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Two Ends

UE300000GN6NAT

Winding
Profile Spacer

Two Sides

Bobbin Assembly

Bobbin Size | Type a b c d e f h i k m n p Assembly Part No. | End Part No. | Side Part No.

U1 300/80 SS [ 100.0| 80.0 | 300.0 | 40.0 | 130.8 | 465 | 6.5 | 2.5 | 198.0 | 261.6 | 328.0 | 284.0 U3000801 UE300000 | US300080
U1 300/90 SS [100.0| 90.0 | 300.0 | 40.0 | 130.8 | 465 | 6.5 | 2.5 | 198.0 | 271.6 | 328.0 | 284.0 U3000901 UE300000 | US300090
U1300/100 SS [ 100.0| 100.0 | 300.0 | 40.0 | 130.8 | 465 | 6.5 | 2.5 | 198.0 | 281.6 | 328.0 | 284.0 U3001001 UE300000 | US300100
U1 300/110 SS [100.0| 110.0 | 300.0 | 40.0 | 130.8 | 465 | 6.5 | 2.5 | 198.0 | 291.6 | 328.0 | 284.0 U3001101 UE300000 | US300110
U1 300/120 SS | 100.0| 120.0 | 300.0 | 40.0 | 1308 | 465 | 6.5 | 2.5 | 198.0 | 301.6 | 328.0 | 284.0 U3001201 UE300000 | US300120
Ul 300/130 SS [ 100.0 | 130.0 | 300.0 | 40.0 | 130.8 | 465 | 6.5 | 2.5 | 198.0 | 311.6 | 328.0 | 284.0 U3001301 UE300000 | US300130
U1 300/140 SS [ 100.0 | 140.0 | 300.0 | 40.0 | 130.8 | 465 | 6.5 | 2.5 | 198.0 | 321.6 | 328.0 | 284.0 U3001401 UE300000 | US300140
U1 300/150 SS [ 100.0 | 150.0 | 300.0 | 40.0 | 130.8 | 465 | 6.5 | 2.5 | 198.0 | 331.6 | 328.0 | 284.0 U3001501 UE300000 | US300150
U1 300/160 SS | 100.0 | 160.0 | 300.0 | 40.0 | 130.8 | 465 | 6.5 | 2.5 | 198.0 | 341.6 | 328.0 | 284.0 U3001601 UE300000 | US300160

Standard materials: Nylon 66 glass reinforced

Dimensions in millimetres

Most products are available direct from stock with

i ® UL RECOGNISED
same day despatch - please contact sales for details -
o F’ N MOULDER - E176491 Section 4
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Part No. TB030008

Views showing assembly to Plastic Fixing Bracket

Solder/screw terminals fitted in each position

For further technical information please contact sales
Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk

o

UL RECOGNISED

MOULDER - E176491 Section 4

Web: www.milesplatts.co.uk
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63 Amp Single Way Interlocking Clip Type Terminal Block

—=1{19.00 |==—

Part No. TB063001

40.00
Multi-way terminal assemblies can be achieved
Type a b c Part No

Single Amp 19 36,5 40.0 TB 063001
Dimensions in millimetres
Miles-Platts terminals & wire pins are lead-free - all
polymers meet the REACH and RoHS directive N® UL RECOGNISED Section 4
(2002/95/EC). Please refer to www.milesplatts.co.uk MOULDER - E176491 43

for details.
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Type a/al b/b1 c/cl d/d1 elel Part No
2way 16 Amp 20.0 29,5 20.0 21,5 25.0 TB 016002
3way 16 Amp 29.0 29,5 20.0 21,5 25.0 TB 016003
Type a/al b/b1 c/cl d/d1 elel Part No
2 way 30 Amp 20,5 29,5 20.0 21,5 25.0 TB 030002
3 way 30 Amp 345 29,5 20.0 21,5 25.0 TB 030003
Al screwiscrew connections Dimensions in millimetres
—— N |-
e a
b L
c | -
Bolt Size a b c e h Part No
M4 4.0 4,9 1,2 10.0 5.0 IBM 0401
M5 5.0 59 15 12.0 6.0 1BM 0501
M6 6.0 7,6 15 14.0 7.0 1BM 0601
M8 8.0 9,6 20 19.0 11.0 1BM 0801
M10 10.0 11,6 2.0 21.0 15.0 IBM 1001
M12 12.0 13,6 25 25.0 17.0 1BM 1201

Standard materials: Nylon 6 Dimensions in millimetres

For further technical information please contact sales
Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk

Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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Assembled views

Integral Core Bolt Insulating Bush

Lamination Pattern | a b c d e f h Part No
El 84 81.8|27.0|588|70.0 [17.0] 140| 7.8 | PPCE0841
El 96 94.8|24.0|645|80.0 [145] 11.0| 7.8 | PPCE0961
El 120 119.0| 24.0 | 81.8 {100.0| 10.0| 125 | 7.8 PPCE1201
El 150 146.0| 30.0 |102.0{125.0| 12.5| 11.5| 7.8 | PPCE1501

Standard materials: Nylon glass reinforced Dimensions in millimetres

(0]
T

s *
S

Al

+ +

i :

Lamination Size a b c d e f j h | m Part No
El 84 86,7 | 22,8 (19,2 |70.0 | 9.0 | 59,5 |60.0 | 7,8 | 120 | MPFB 0841
El 96 98,8 | 23.0 | 19.0 [ 80.0 | 9.0 | 66.0 | 68.0 | 85 | 120 | MPFB 0961

Standard materials: Nylon glass reinforced Dimensions in millimetres

o

Miles-Platts terminals & wire pins are lead-free - all
polymers meet the REACH and RoHS directive
(2002/95/EC). Please refer to www.milesplatts.co.uk
for details.

UL RECOGNISED

MOULDER - E176491 Section 4
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Type 1
Type a b c al bl cl Part Used With
No mm mm mm mm mm mm No Bobbin Part No
1 114 8 130 PFU1201 U120----
1 144 8 160 PFU1501 U150 - - - -
1 172 8 188 PFU1801 U180 - - - -
1 202 8 220 PFU2101 U210 - - - -
1 233 8 249 - - - PFU2401 U240 - - - -
2 282 7 310 PFU3002 U300 ----

R

Type 1

T
|

Type 2

Bobbin
Style

Style 1

Type 2

For further technical information please contact sales
Tel: +44 (0) 116 264 3850 Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk

Web: www.milesplatts.co.uk
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