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FERRITE CORE COIL BOBBINS

Section 6

1

Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 
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Section 5

1

FERRITE CORE COIL FORMERS

New phenolic material range
introduced
Designed to satisfy International
Safety Standards
New designs of the ETD and PQ
styles introduced

Offered in a range of High
performance polymers 
Terminals mounted at the base of
two cheek ends
Many lines available from stock

Most products are available direct from stock with same day despatch
- please contact sales for details

Final Pages APPROVED  21/6/05  10:59 am  Page 79
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E/EE/EF Ferrite Core Coil Bobbins
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2

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

EE 5

4

DT103 Iss. 3

EE5

1 3

5

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.01.04

AA

Dimensions in millimetres

1.85

5.2

4.9

4.6

3.6

3.18

0.15

6.60 0.15

7.70 0.15

2.7

3.75 0
-0.15

2.152.9

1.5

2.3

Part number EE05H1S06GS-00
Pin pull out force 1.0 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.25 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.25 x 0.6 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.0 Kg Minimum

Part number EE05H1S06GS-00

Dimensions in millimetres

4

DT104 Iss. 3

EE5

1 3

6

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.01.02

AA

Dimensions in millimetres

1.85

5.2

3.6

4.6

2.3

2.152.9

1.5

3.18

2.7

3.75 0
-0.15

0.15

6.60 0.15

7.70 0.15

4.90

0.45

Part number EE05H2S06GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.25 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.25 x 0.6 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EE05H2S06GP-00

Dimensions in millimetres

EE 5

EE05H1S06GS-00



S
ec

ti
o

n 
6

E/EE/EF Ferrite Core Coil Bobbins

Section 6

3

Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491

EE 5

DT101 Iss. 2

EE5

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.01.03

Dimensions in millimetres

4.7

4.7

1

0.9

0.4

3.7

3.7

1.5

0.5

Part number EE05HCOVERP-00

Material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Cover

Cover

Material Liquid crystal polymer (LCP), 
glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL 
file number E54705 (M)

Part number EE05HCOVERP-00

Dimensions in millimetres

4

DT102 Iss. 3

EE5

1 3

6

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.01.01

AA

Dimensions in millimetres

1.85

5.2

4.9

4.6

3.6

3.18

0.15

6.60 0.15

7.70 0.15

2.7

3.75 0
-0.15

2.152.9

1.5

2.3

Part number EE05H1S06GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.25 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), 
glass reinforced, flame retardant
in accordance with "UL 94V-0"; 
UL file number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.25 x 0.6 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EE05H1S06GP-00

Dimensions in millimetres

EE 5

EE05HCOVERP-00

EE05H1S06GP-00
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

EE 5

5.8

5.4

1.5

0.5

1.2

6.04.7

Mounting clip
Clip material
Part No.

Steel
EE05CLIPM-01

EE5

Dimensions in millimeters DT019 Iss. 2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.01.05

EE 5

EE 5

Mounting clip 

Clip material Phosphor bronze

Part No. EE05CLIPM-02

Dimensions in millimetres

Mounting clip 

Clip material Steel

Part No. EE05CLIPM-01

Dimensions in millimetres

5.7

5.7

3.3

4.0

4.6

2.3

5.3

Clip material
Part No.

Steel
EE05CLIPM-00

EE5

Dimensions in millimeters DT018 Iss. 2

Mounting clip/cover

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.01.07

Mounting 
clip / cover

Clip material Steel

Part No. EE05CLIPM-00

Dimensions in millimetres

3.5 2.0

5.2

3.1

0.2

6.3

Mounting clip
Clip material
Part No.

Phosphor bronze
EE05CLIPM-02

EE5

Dimensions in millimeters DT020 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.01.06

EE05CLIPM-00

EE05CLIPM-01

EE05CLIPM-02
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E/EE/EF Ferrite Core Coil Bobbins
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

EE 6.3

DT105 Iss. 3

EE6.3

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.02.01

AA

Dimensions in millimetres

7.30 0.15

8.50 0.15
6.45

5.5

(4x)
2.54

1.55

2.3

2.15 2.9

3.5

4.6

0.3

2.75

3.45

3.13

Part number EE06H1S06GS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.25 x 0.60 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in
accordance with "UL 94V-0"; UL 
file number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.25 x 0.60 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EE06H1S06GS-00

Dimensions in millimetres

6.8

2.0

5.2

1.8

6.4

0.9

6.3 Mounting clip

Clip material
Part No.

Steel

EE6.3

Dimensions in millimeters

EE06CLIPM-01

DT022 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.02.03

Mounting clip 

Clip material Steel

Part No. EE06CLIPM-01

Dimensions in millimetres

EE06CLIPM-01

EE 6.3
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

Mounting clip 

Clip material Steel

Part No. EE06CLIPM-02

Dimensions in millimetres

6.2

6.6

4.5

5.8

2.3
3.2

5.0

Clip material
Part No.

Steel

EE6.3

Dimensions in millimeters

EE06CLIPM-00

Mounting clip/cover

DT021 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.02.05

Mounting 
clip / cover

Clip material Steel

Part No. EE06CLIPM-00

Dimensions in millimetres

5.0

6.7

2.0

0.15

2.45

4.9 Mounting clip 

Clip material
Part No.

Steel
EE06CLIPM-02

EE6.3

Dimensions in millimeters DT023 Iss. 2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.02.04

EE06CLIPM-02

EE06CLIPM-00

EE 6.3

EE 6.3
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

EF 12.6

DT109 Iss. 3

EF12.6

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.04.01

AA

Dimensions in millimetres

5.1

5.1 3.9

3.9

6.6

0.2

15.1

17.2

7.5

8.5

9.2

8.7

13

13

(8x)
2.54

2.1

Part number EF12H1S10GS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.4 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL 
file number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.4 x 0.6 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EF12H1S10GS-00

Dimensions in millimetres

DT107 Iss. 2

EF12.6

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.04.02

Dimensions in millimetres

8.8

8.6

0.7

1.4

6.5

2.3 2.8

9.9

9.7

Part number EF12HCOVERP-00

Material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E123598 (M)

Cover

Cover

Material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL 
file number E123598 (M)

Part number EF12HCOVERP-00

Dimensions in millimetres

EF 12.6
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

Mounting Cover

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2 20,Part 2,Test 
Ta,method 1

Pin pull out force 1.5 Kg Minimum

Part number EF12COVERM-00

Dimensions in millimetres

EF 12.6

3.65.0

0.8

3.0
0.3

12.6 13.6

13.6

Mounting clip
Clip material

Part No.

Steel

EF12.6

Dimensions in millimeters

EF12CLIPM-00

DT057 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.04.03

EF 12.6

Mounting clip 

Clip material Steel

Part No. EF12CLIPM-00

Dimensions in millimetres

1.5

1.7

12.8

0.5

9.4

5.6

1.0

3.6

14.4

10.2 Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Dimensions in millimeters

Mounting cover

EF12.6

EF12COVERM-00

DT056 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.04.04

EF12CLIPM-00



S
ectio

n 6

E/EE/EF Ferrite Core Coil Bobbins

Section 6

10

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
UL RECOGNISED
MOULDER - E176491

E/EF Ferrite Core Coil Formers

EF 16/8/5 HORIZONTAL

EF 16 BOX

Section 5

8

Standard materials: FE0050 Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0, FE0051 Nylon 66 / Nylon 66 to UL94V0
Dimensions in millimetres

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

EF 16/8/5 SS 6 (2 x 3) Ø0.61 FE0040
EF 16/8/5 DS 6 (2 x 3) Ø0.61 FE0041
EF 16/8/5 SS 6 (2 x 3) Ø0.61 FE0042

With pegs
EF 16/8/5 DS 6 (2 x 3) Ø0.61 FE0045

With s/offs

Part
Description a b c No.

EF 16 Box - - - FE0050
EF 16 Box 10.9 10.9 0.6 FE0051
With legs

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0    
Pin material: Nickel Silver.   Dimensions in millimetres

Dimensions in millimetres.

0.5

7.5

1

2

3

6

5

4
Stand offs on
FE0045 only

FE0042

5.0

0.5

16.3

14.6

9.9

16.0

1.0
10.9

12.5

5.5

11.15.0

4.0 0.5

12.6

13.5

1.25

2.5

11.0

2.5

61

2

3

5

4
3.75

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Section 5

Final Pages APPROVED  21/6/05  10:59 am  Page 86

E/EF Ferrite Core Coil Formers

EF 16/8/5 HORIZONTAL

EF 16 BOX

Section 5

8

Standard materials: FE0050 Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0, FE0051 Nylon 66 / Nylon 66 to UL94V0
Dimensions in millimetres

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

EF 16/8/5 SS 6 (2 x 3) Ø0.61 FE0040
EF 16/8/5 DS 6 (2 x 3) Ø0.61 FE0041
EF 16/8/5 SS 6 (2 x 3) Ø0.61 FE0042

With pegs
EF 16/8/5 DS 6 (2 x 3) Ø0.61 FE0045

With s/offs

Part
Description a b c No.

EF 16 Box - - - FE0050
EF 16 Box 10.9 10.9 0.6 FE0051
With legs

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0    
Pin material: Nickel Silver.   Dimensions in millimetres

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Section 5
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E/EF Ferrite Core Coil Formers

EF 16/8/5 HORIZONTAL

EF 16 BOX

Section 5

8

Standard materials: FE0050 Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0, FE0051 Nylon 66 / Nylon 66 to UL94V0
Dimensions in millimetres

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

EF 16/8/5 SS 6 (2 x 3) Ø0.61 FE0040
EF 16/8/5 DS 6 (2 x 3) Ø0.61 FE0041
EF 16/8/5 SS 6 (2 x 3) Ø0.61 FE0042

With pegs
EF 16/8/5 DS 6 (2 x 3) Ø0.61 FE0045

With s/offs

Part
Description a b c No.

EF 16 Box - - - FE0050
EF 16 Box 10.9 10.9 0.6 FE0051
With legs

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0    
Pin material: Nickel Silver.   Dimensions in millimetres

13.7

ba

c

16.50.7 16.5

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Section 5
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E/EF Ferrite Core Coil Formers

EF 16/8/5 HORIZONTAL

EF 16 BOX

Section 5

8

Standard materials: FE0050 Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0, FE0051 Nylon 66 / Nylon 66 to UL94V0
Dimensions in millimetres

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

EF 16/8/5 SS 6 (2 x 3) Ø0.61 FE0040
EF 16/8/5 DS 6 (2 x 3) Ø0.61 FE0041
EF 16/8/5 SS 6 (2 x 3) Ø0.61 FE0042

With pegs
EF 16/8/5 DS 6 (2 x 3) Ø0.61 FE0045

With s/offs

Part
Description a b c No.

EF 16 Box - - - FE0050
EF 16 Box 10.9 10.9 0.6 FE0051
With legs

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0    
Pin material: Nickel Silver.   Dimensions in millimetres

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Section 5

Final Pages APPROVED  21/6/05  10:59 am  Page 86

FE0050

FE0051
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491 Section 5

6

E/EF Ferrite Core Coil Formers

EF 12.6/7/4

EF 16/8/5/ VERTICAL

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Nickel Silver    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced /
Nylon 66 glass reinforced to UL94V0
Pin material: Nickel Silver    Dimensions in millimetres

9.9

0.5

11.1

0.5

Dimensions in millimetres.7.5

Standard material: Nylon 66
glass reinforced/

1

6

32

5 4

1 32

6 5 4
Nylon 66

glass reinforced, to UL94V0.

0.5

10.92.55

13.855.5

11.1

4.9

0.5

15.34.0

4.97.5

1.0
13.5

7.5

2.6

1

6 5 4

2 3

3.75

Matl: Nickel silver

0.03

Pin: TNS 024-310

1.27

7.87

0.76
0.6

No. of
Bobbin Type pins Pin a Part

size available size No.

EF 12.6/7/4 SS 6 (2 x 3) Ø0.6 1.0 FE0010

EF 12.6/7/4 DS 6 (2 x 3) Ø0.6 1.0 FE0011

EF 12.6/7/4 DS 6 (2 x 3) Ø0.6 2.5 FE0055

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

EF 16/8/5 SS 6 (2 x 3) Ø0.6 FE0030

EF 16/8/5 SS 6 (2 x 3) Ø0.6 FE0031
With stand offs

EF 16/8/5 DS 6 (2 x 3) Ø0.6 FE0032

EF 16/8/5 DS 6 (2 x 3) Ø0.6 FE0033
With stand offs

Pin: TNS 024-310

Most products are available direct from stock with same day despatch
- please contact sales for details

S
ection 5
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EF 12.6/7/4 FE0012SS 6 (2 x 3) 0.45sq 
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Section 5

7

EF Ferrite Core Coil Formers

EF 20 HORIZONTAL (16-pin)

EF 16/8/5 HORIZONTAL (14-pin)

Standard materials: Nylon 46 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 46 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

71

814

+0
-0.5

5.08

10.16

15.24

15.24

13.4

17.010.0

20.0

11.2

0.6

2.4

3.5

4.9

5.5

4.9 11.1

1 2 3 4 5 6 7

9 81011121314

2.54

No. of
Bobbin Description pins Pin Part

.oNeziselbaliavaezis

EF20 SS 16 (2 x 8) Ø0.6 FE0072

No. of
Bobbin Type pins Pin Part

size available size No.

EF 16/8/5 SS 14 (2 x 7) 0.45 Sq. FE0047

Final Pages APPROVED  21/6/05  10:59 am  Page 85

Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.

FE0047
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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Section 5
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EF Ferrite Core Coil Formers

EF 20 HORIZONTAL (16-pin)

EF 16/8/5 HORIZONTAL (14-pin)

Standard materials: Nylon 46 glass reinforced to UL94V0
Pin material: Nickel Silver      Dimensions in millimetres

Standard materials: Nylon 46 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

0.5

1 8

916

(x 3)

6.1 15.8

2.9

5.8

21.5

13.8

12.2

2.0

6.1

12.7

13.7

0.5

22.25

24.25

2.54

3.15 15.2420.32

17.78

0.7

7.62

1 2 3 4 5 6 7 8

9
10

11
12

13
14

15
16

2.54

No. of
Bobbin Description pins Pin Part

.oNeziselbaliavaezis

EF20 SS 16 (2 x 8) Ø0.6 FE0072

No. of
Bobbin Type pins Pin Part

size available size No.

EF 16/8/5 SS 14 (2 x 7) 0.45 Sq. FE0047

Final Pages APPROVED  21/6/05  10:59 am  Page 85

Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.

Pin material: Phosphor Bronze    Dimensions in millimetres

EF 16 17.5

5.0

17.414.2

4.0

1.2

8.0

0.3

Mounting clip

Clip material
Part No.

Steel
EF16CLIPM-00

EF16

Dimensions in millimeters DT058 Iss. 2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.05.01

Mounting 
clip / cover

Clip material Steel

Part No. EF16CLIPM-00

Dimensions in millimetres

EF16CLIPM-00

FE0072

E19/8/5   

Refer to 218 x 0.200 Section 3 Page 32
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491

S
ec

ti
o

n 
6 S

ec
tio

n 
5

Section 5

9

E  F e rr ite  C ore  C oil F orme rs

EF 20 HORIZONTAL

0.5

0.5

(X 3)

6.1

15.5

19.8

13.8

12.4

4.0

13.9

5.08 15.24

15.24

18.8

3.3

3.0
5.85

0.7

6.1

5.5

0.6
1.0

1

4 5

8

3

2

6

7

4

1 8

5

2.54

EF20 HORIZONTAL

No. of
Bobbin Type terminals Terminal Part

.oNepytelbaliavaezis

EF 20 SS 8 (2 x 4) 0.635 Sq. FE0065
EF 20 DS 8 (2 x 4) 0.635 Sq. FE0066

Standard materials: Nylon 46 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491
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Section 5

9

E  F e rr ite  C ore  C oil F orme rs

EF 20 HORIZONTAL

0.5

0.5

(X 3)

6.1

15.5

19.8

13.8

12.4

4.0

13.9

5.08 15.24

15.24

18.8

3.3

3.0
5.85

0.7

6.1

5.5

0.6
1.0

1

4 5

8

3

2

6

7

4

1 8

5

2.54

EF20 HORIZONTAL

No. of
Bobbin Type terminals Terminal Part

.oNepytelbaliavaezis

EF 20 SS 8 (2 x 4) 0.635 Sq. FE0065
EF 20 DS 8 (2 x 4) 0.635 Sq. FE0066

Standard materials: Nylon 46 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491
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Section 5

9

E  Ferrite Core Coil Formers

EF 20 HORIZONTAL

No. of
Bobbin Type

.oNepytelbaliavaezis

EF 20 SS 8 (2 x 4) 0.635 Sq. FE0065
EF 20 DS 8 (2 x 4) 0.635 Sq. FE0066

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491

Final Pages APPROVED  21/6/05  10:59 am  Page 87

F

pins      Pin                  Part
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Section 5

9

E  F e rr ite  C ore  C oil F orme rs

EF 20 HORIZONTAL

No. of
Bobbin Type terminals Terminal Part

.oNepytelbaliavaezis

EF 20 SS 8 (2 x 4) 0.635 Sq. FE0065
EF 20 DS 8 (2 x 4) 0.635 Sq. FE0066

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491
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F

E/EF Ferrite Core Coil Formers

EF 20/10/6 VERTICAL

EF 20/10/6 HORIZONTAL

13.9

0.5

10.0

Stand off version

1 2 3

1 2 3

6 5 4

6 5 4

6.1

13.9

6.10.6

13.6

12.4

5.5 17.2

3.2

0.6

0.6

18.7
4.0 0.5

16.3

8.5

10.0

3.3

1

6

2 3

5 4

2.5

Section 5

10

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Ø0.7 Phosphor Bronze.
Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

EF 20/10/6 SS 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0060
EF 20/10/6 SS with stand offs 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0061
EF 20/10/6 DS 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0062
EF 20/10/6 DS with stand offs 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0063

No. of
Bobbin Type pins Pin Part

.oNeziselbaliavaezis
EF 20/10/6 FE0070

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889

Section 5

Final Pages APPROVED  21/6/05  10:59 am  Page 88

EF 20/10/6 FE0071DS 8 (2 x 4) Ø0.7
SS 8 (2 x 4) Ø0.7

FE0065

FE0066
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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E/EF Ferrite Core Coil Formers

EF 20/10/6 VERTICAL

EF 20/10/6 HORIZONTAL

15.5

1

4 5

8

12.4

13.6

0.6

18.0

15.24

4.5 0.5

6.1

5.5

6.1

1.0

20.0

5.08 15.24

0.6

13.9

3.3

18.6

81

2

3

4

7

6

5

2.54

Section 5

10

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Ø0.7 Phosphor Bronze.
Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

EF 20/10/6 SS 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0060
EF 20/10/6 SS with stand offs 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0061
EF 20/10/6 DS 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0062
EF 20/10/6 DS with stand offs 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0063

No. of
Bobbin Type pins Pin Part

.oNeziselbaliavaezis
EF 20/10/6 FE0070

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889

Section 5

Final Pages APPROVED  21/6/05  10:59 am  Page 88

EF 20/10/6 FE0071DS 8 (2 x 4) Ø0.7
SS 8 (2 x 4) Ø0.7

EF 20

20.8

21.6

5.5

18.1

5.0
0.3

1.5

7.0

Mounting clip

Clip material
Part No.

Steel
EF20CLIPM-00

EF20

Dimensions in millimeters DT059 Iss.2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.06.01

Mounting Clip

Clip material Steel

Part number EF20CLIPM-00

Dimensions in millimetres

EF20CLIPM-00



E/EE/EF Ferrite Core Coil Bobbins

Section 6

15

Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491
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Section 5
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E/EF Ferrite Core Coil Formers

EF 20 HORIZONTAL (Primary & Secondary)

Standard materials: Nylon 46 glass reinforced to UL94V0
Pin material: Phosphor Bronze
Dimensions in millimetres

11.36

11.36

1

5 6

10

PRIMARY SECONDARY

       FE0076 / FE0077
PRIMARY / SECONDARY

ASSEMBLY

1

5 6

10

3.5 0.5

7.62 15.24

15.24

6.1

6.1

13.9 22.9

2.0

7.8

4.3

18.05

7.36

1.27

1.27

9.59.5

1.32

1.32

1.32

1.32

7.36

1.27

1.27
0.63 0.63

22.35 20.83

1
2
3
4
5

9
8
7
6

10

3.81

1

5 6

10

PRIMARY SECONDARY

FE0078 / FE0079
PRIMARY / SECONDARY

ASSEMBLY

1

5 6

10

0.5

7.62 15.24

15.24

6.1

6.1

13.9 22.9

4.3

9.59.5

22.35

17.05

6.8

2.0

3.5 0.5

0.5

11.1

1.4

1.4

11.1

1.4

1.4

20.0

1.45

1.45

7.1

1.45

1.45

7.1

1
2
3
4
5

9
8
7
6

10

3.81

No. of
Bobbin Description pins Pin Part

.oNeziselbaliavaezis

EF 20 Primary 5 (1 x 5) 0.45 Sq. FE0076
EF 20 Secondary 5 (1 x 5) 0.45 Sq. FE0077
EF 20 Primary 5 (1 x 5) 0.45 Sq. FE0078
EF 20 Secondary 5 (1 x 5) 0.45 Sq. FE0079

Most products are available direct from stock with same day despatch
- please contact sales for details

Final Pages APPROVED  21/6/05  10:59 am  Page 89

conventional design EF20 bobbin.
26 p

FE0076 & FE0077
Assembly

FE0076
Primary Bobbin

S
ec

tio
n 

5

Section 5

11

E/EF Ferrite Core Coil Formers

EF 20 HORIZONTAL (Primary & Secondary)

Standard materials: Nylon 46 glass reinforced to UL94V0
Pin material: Phosphor Bronze
Dimensions in millimetres

No. of
Bobbin Description pins Pin Part

.oNeziselbaliavaezis

EF 20 Primary 5 (1 x 5) 0.45 Sq. FE0076
EF 20 Secondary 5 (1 x 5) 0.45 Sq. FE0077
EF 20 Primary 5 (1 x 5) 0.45 Sq. FE0078
EF 20 Secondary 5 (1 x 5) 0.45 Sq. FE0079

Most products are available direct from stock with same day despatch
- please contact sales for details

Final Pages APPROVED  21/6/05  10:59 am  Page 89

conventional design EF20 bobbin.
12 p

FE0077
Secondary Bobbin
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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E/EF Ferrite Core Coil Formers

EF 25/13/7 VERTICAL

EF 25/13/7 HORIZONTAL

Section 5

12

Standard materials: Nylon 66 glass reinforced to UL94V0     Dimensions in millimetres

a
51

16.5 12.7

610 5.5

0.7

7.80.7

15.7 0.65

17.0

24.720.32

10.16

24.2

17.1

7.8

3.95

3.65

20.32

19.1

1

5 6

10

24.1

17.0

15.2

24.0

27.0

0.8

0.75

7.8

10.16

6.6

7.8

0.6

20.32

17.1

3.9

011
2
3
4

65
7
8
9

2.54

5

789

4321

610

2.54

Standard materials: Nylon 66 glass reinforced to UL94V0    Dimensions in millimetres
*Contact sales office for drawing - Standard Material Nylon 46 Glass Reinforced to UL94 V0.

No. of
Bobbin Type/ Terminal terminals a Part

size Description type available No.

EF 25/13/7 SS TBS 600 Series 10 (2 x 5) 1.0 FE0100
With stand offs

EF 25/13/7 DS TBS 600 Series 10 (2 x 5) 1.0 FE0101
With stand offs

EF 25/13/7 SS TBS 600 Series 10 (2 x 5) - FE0102
EF 25/13/7 DS TBS 600 Series 10 (2 x 5) - FE0103

No. of
Bobbin Type Terminal terminals Part

.oNelbaliavaepytezis

EF 25/13/7 SS TBS 600 Series 10 (2 x 5) FE0110
EF 25/13/7 DS TBS 600 Series 10 (2 x 5) FE0111

S
ectio

n 5

Final Pages APPROVED  21/6/05  10:59 am  Page 90

Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.

EF 25/13/7 SS 0.7mm Sq. Wire 10 (2 x 5) FE0108*
With barrier 

stand offs
3.1

FE0100
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491
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E/EF Ferrite Core Coil Formers

EF 25/13/7 HORIZONTAL

EF 25/13/7 HORIZONTAL

0.5

1

5 6

10

10.16

15.2

17.0

24.1

0.8

3.0

5.0 0.5

20.32

7.8

24.0

27.0

0.6

19.17.8

6.6

0.75

20.32

17.1

3.9

5
4
3
2
1

7
8
9

6

10

2.54

Section 5

13

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins Pin Part

.oNeziselbaliavaezis

EF 25/13/7 4 chamber 8 (2 x 4) 0.635 Sq. FE0115

No. of
Bobbin Type pins Pin Part

.oNeziselbaliavaezis

EF 25/13/7 SS 10 (2 x 5) 0.635 Sq. FE0116
EF 25/13/7 DS 10 (2 x 5) 0.635 Sq. FE0117

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Part No.Size
Pin

EF 25/13/7 HORIZONTAL

(x4)

1

4

8

5

Standard material: Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres.

7.65

3.2 0.5

20.5

2.5

3.35

0.7 (x5)

2.7 (x3)

5.0 15.0

26.5

0.7

20.0

16.9

7.7

4.07

7.65

17.2

3.25

25.7

4
3
2
1

5
6
7
8

2.5
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E/EF Ferrite Core Coil Formers

EF 25/13/7 HORIZONTAL

EF 25/13/7 HORIZONTAL

Section 5

13

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins Pin Part

.oNeziselbaliavaezis

EF 25/13/7 4 chamber 8 (2 x 4) 0.635 Sq. FE0115

No. of
Bobbin Type pins Pin Part

.oNeziselbaliavaezis

EF 25/13/7 SS 10 (2 x 5) 0.635 Sq. FE0116
EF 25/13/7 DS 10 (2 x 5) 0.635 Sq. FE0117

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Part No.Size
Pin

EF 25/13/7 HORIZONTAL

(x4)

1

4

8

5

Standard material: Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres.

7.65

3.2 0.5

20.5

2.5

3.35

0.7 (x5)

2.7 (x3)

5.0 15.0

26.5

0.7

20.0

16.9

7.7

4.07

7.65

17.2

3.25

25.7

4
3
2
1

5
6
7
8

2.5
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E/EF Ferrite Core Coil Formers

EF 25/13/7 HORIZONTAL

EF 25/13/7 HORIZONTAL

Section 5

13

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins Pin Part

.oNeziselbaliavaezis

EF 25/13/7 4 chamber 8 (2 x 4) 0.635 Sq. FE0115

No. of
Bobbin Type pins Pin Part

.oNeziselbaliavaezis

EF 25/13/7 SS 10 (2 x 5) 0.635 Sq. FE0116
EF 25/13/7 DS 10 (2 x 5) 0.635 Sq. FE0117

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Part No.Size
Pin

EF 25/13/7 HORIZONTAL

(x4)

1

4

8

5

Standard material: Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres.

7.65

3.2 0.5

20.5

2.5

3.35

0.7 (x5)

2.7 (x3)

5.0 15.0

26.5

0.7

20.0

16.9

7.7

4.07

7.65

17.2

3.25

25.7

Final Pages APPROVED  21/6/05  10:59 am  Page 91
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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EF 25/13/7 19 PIN

Standard Material: Nylon 46 glass reinforced to UL94V0.
Pin material: Phosphor Bronze.    

Dimensions in millimetres

Bobbin No. of Pins
Size Description Available Pin Size Part No.

EF 25/13/7 SS 19 0.7 sq. FE0090

Issue 1

Part No. FE0090 

Dimensions in millimetres.

20.32

5.08

2.54

5.08
Typ.

7.80

7.8019.90

3.50

17.20 16.85

15.25

10.625.58

0.80

4.70

0.70 SQ.

(TPB-SQ-070)

33.48

2.54

Iss. ECN No. Date. App.

01 21/12/11 A.M.

CD764

 

EF25/13/7 Horizontal 19-Pin Bobbin

1 6

719

1 6

7

8

9

10

11

12

13

14

15

16

17

18

19
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E/EE/EF Ferrite Core Coil Bobbins
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491
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6

E/EF Ferrite Core Coil Formers

EF 25/13/7 VERTICAL 

Section 5

14

Standard materials: Nylon 66 glass reinforced to UL94V0     Dimensions in millimetres

17.1

a

4.9

12.7

1 2 3

6 5 4

7.8

17.1

7.8

0.75

15.7

17.0

24.8

0.65

0.75

10.16

3.9

17.115.24 19.0

1 2

4 3

7.8

17.1

7.8

17.0

15.7

0.654.9

0.75

24.8

12.7

3.9

0.75

26.4

1

4

2

3

2.54

1

6

2 3

5 4

2.54

Standard materials: Nylon 66 glass reinforced to UL94V0    Dimensions in millimetres

No. of
Bobbin Type/ Terminal terminals a Part

size Description type available No.

EF 25/13/7 SS TBS 600 Series 6 (2 x 3) 1.7 FE0080
With stand offs

EF 25/13/7 DS TBS 600 Series 6 (2 x 3) 1.7 FE0081
With stand offs

EF 25/13/7 SS TBS 600 Series 6 (2 x 5) - FE0082
EF 25/13/7 DS TBS 600 Series 6 (2 x 5) - FE0083

No. of
Bobbin Type Terminal terminals Part

.oNelbaliavaepytezis

EF 25/13/7 DS TBS 600 Series 4 (2 x 2) FE0084

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk

Section 5

UL RECOGNISED
MOULDER - E176491
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

E/EE/EF Ferrite Core Coil Bobbins
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E/EF Ferrite Core Coil Formers

EF 25/13/7 HORIZONTAL

EF 25/13/7 VERTICAL

Section 5

15

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type Pins Pin Part

size available size No.

EF 25/13/7 SS 8 (2 x 4) 0.635 Sq. FE0118
EF 25/13/7 DS 8 (2 x 4) 0.635 Sq. FE0119

No. of
Bobbin Type Pins Pin Part

size available size No.

EF 25/13/7 SS 10 (2 x 5) 0.635 Sq. FE0106
EF 25/13/7 DS 10 (2 x 5) 0.635 Sq. FE0107

1 2 3 4 5

9 8 7 610

2.54

Dimensions in millimetres

51

610

10.16

12.7

7.8

7.8

23.9

20.32

15.75.5

24.7

0.7

0.7

17.0

3.0 0.5

5.0 0.5

0.7
3.95

17.1

3.65

16.5

Part No.e
n

SQ FE0106

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889

26.5

25.7

22.7

16.9

3.2 0.5

20.5

8.2
3.0

7.65

15.5

0.75

0.7
3.95

7.65
4.07

17.2

1

4 5

8

20.0

5.0 15.0
4
3
2
1

5
6
7
8

2.5
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For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491
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E/EE/EF Ferrite Core Coil Bobbins

0.5

0.5

10.16

12.70

23.9

7.8

3.6

15.7
0.7

0.7

17.1

1.6

24.7

3.5

3.0

20.32

17.0

26.0

7.8 16.5

1 2 3 4 5

9 8 7 610

51

610

2.54

available
No. of

Part No.Type typeterminals Terminal
e
bin

EF 25/13/7 VERTICAL

E/EF Ferrite Core Coil Formers

EF 25/13/7 VERTICAL

Section 5

16

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins  Pin Part

size available size No.

EF 25/13/7 SS 10 (2 x 5) 0.635 Sq. FE0104
EF 25/13/7 DS 10 (2 x 5) 0.635 Sq. FE0105

Most products are available direct from stock with same day despatch
- please contact sales for details

Section 5
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0.5

0.5

10.16

12.70

23.9

7.8

3.6

15.7
0.7

0.7

17.1

1.6

24.7

3.5

3.0

20.32

17.0

26.0

7.8 16.5

1 2 3 4 5

9 8 7 610

51

610

2.54

available
No. of

Part No.Type typeterminals Terminal
e
bin

EF 25/13/7 VERTICAL

E/EF Ferrite Core Coil Formers

EF 25/13/7 VERTICAL

Section 5

16

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins  Pin Part

size available size No.

EF 25/13/7 SS 10 (2 x 5) 0.635 Sq. FE0104
EF 25/13/7 DS 10 (2 x 5) 0.635 Sq. FE0105

Most products are available direct from stock with same day despatch
- please contact sales for details

Section 5
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E/EF Ferrite Core Coil Formers

EF 25/13/7 VERTICAL

Section 5

16

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins  Pin Part

size available size No.

EF 25/13/7 SS 10 (2 x 5) 0.635 Sq. FE0104
EF 25/13/7 DS 10 (2 x 5) 0.635 Sq. FE0105

Most products are available direct from stock with same day despatch
- please contact sales for details

Section 5
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E/EF Ferrite Core Coil Formers

EF 25/13/7 VERTICAL

Section 5

16

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins  Pin Part

size available size No.

EF 25/13/7 SS 10 (2 x 5) 0.635 Sq. FE0104
EF 25/13/7 DS 10 (2 x 5) 0.635 Sq. FE0105

Most products are available direct from stock with same day despatch
- please contact sales for details

Section 5

Final Pages APPROVED  21/6/05  10:59 am  Page 94

26.5

26.4

7.5

8.1

1.0

0.3

23.1

2.3
5.0

2.1

7.5

Mounting clip with earth pin

Clip material
Clip plating
Solderability
Part No.

Cold rolled high carbon steel strip
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1
EF25CLIPEM-01

EF25

Dimensions in millimeters DT060 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 4.07.01

Mounting clip 
with earth pin

Clip material Cold rolled high carbon steel strip

Clip plating Tin (Sn)

Solderability "IEC 60 068-2 20,Part 2,Test 
Ta,method 1

Part number EF25CLIPEM-01

Dimensions in millimetres

Standard materials: Nylon 66 to glass reinforced to UL94V0.  Pin material: Phosphor Bronze.  Dimensions in millimetres.

EF 25
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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E/EF Ferrite Core Coil Formers

EF 25 X 19 X 6 (F1238)*

E 25 X 19 X 6 (F1238)*

Section 5

17

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres
*Accepts 187 & 262 Lamination sizes

E 2

0.5

5.0 0.5
3.0

a

b

12.4

6.73

6.73

24.0

7.4

19.90.9

4.88

18.3

1

5 6

10

10.1620.32

10.7

21.3

18.9

15.24

1
2
3
4
5

10

6
7
8
9

2.54

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres    *Accepts 187 & 262 Lamination sizes

No. of
Bobbin Terminal terminals a b c d e Part

.oNelbaliavaepytepyTezis

EF 25 x 19 x 6 SS TBS 600 Series 10 (2 x 5) 21.3 19.0 15.2 - - FE0120
EF 25 x 19 x 6 DS TBS 600 Series 10 (2 x 5) . . . . . . 4.9 4.9 FE0121
EF 25 x 19 x 6 DS TBS 600 Series 10 (2 x 5) . . . . . . 6.2 3.6 FE0122
EF 25 x 19 x 6 SS TBS 600 Series 10 (2 x 5) 21.6 21.6 17.8 - - FE0123
EF 25 x 19 x 6 DS TBS 600 Series 10 (2 x 5) . . . . . . 4.9 4.9 FE0124
EF 25 x 19 x 6 DS TBS 600 Series 10 (2 x 5) . . . . . . 6.2 3.6 FE0125

No. of
Bobbin Pin  pins a b Part

size Type size available No.

EF 25 x 19 x 6 SS 0.635 Sq. 10 (2 x 5) - - FE0126
EF 25 x 19 x 6 DS 0.635 Sq. 10 (2 x 5) 4.95 4.95 FE0127
EF 25 x 19 x 6 DS 0.635 Sq. 10 (2 x 5) 6.3 3.6 FE0128

FE0120
FE0121
FE0122

011
2
3
4

65
7
8
9

2.54

FE0123
FE0124
FE0125

1
2
3
4
5

10
9
8
7
6

)(

20.32

66 glass reinforced

1

5 6

10

Dimensions in MM.

d

a
e

12.45

12.45

c

b

18.3

6.7

4.9

18.9 6.7

6.4

24.1

0.9

10.7

Part No.b c d e

- -

- -

FE0120
1210EF..
2210EF..

FE0123
4210EF..

FE0125

6

0 15.2

17.8

4.9 4.9

4.94.9
6 2

6.2 3.6

3 6
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.



Section 6

23

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491
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E/EE/EF Ferrite Core Coil Bobbins

51

610

0.5

10.16

20.32

10.7

12.4

21.3

0.9

5.0 0.5

25.1 15.24

7.8

20.6

4.88

6.73

18.3

24.1 3.0 19.1

6.73

E 2

1 2 3 4 5

9 8 7 610

2.54

E/EF Ferrite Core Coil Formers

EF 25/19/6 (F1238)

Section 5

18

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins Pin Part

size available size No.

E 25/19/6 SS 10 (2 x 5) 0.8 Sq. FE0132

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Section 5
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E/EE/EF Ferrite Core Coil Bobbins
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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E/EF Ferrite Core Coil Formers

E 30/15/7 HORIZONTAL

E 30/15/7 VERTICAL

Section 5

19

Standard materials: Nylon 66 glass reinforced to UL94HB / 
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to 
UL94HB / Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

1

6 7

12

0.5

15.0 5.0 25.0

25.0

17.2

19.0

0.9

7.5

3.0

5.0 0.5

7.5

6.9

20.0

28.8

0.8

29.0

4.8

19.0

4.9

20.0

0.5

12.5

1 2 3

456

7.5

19.0

7.50.8

19.05.0

25.5

0.917.2

5.8

0.8

15.0

4.95

1

6

2 3

5 4

2.5

No. of
Bobbin Type Pins Pin Part

size available size No.

EF 30/15/7 SS 12 (2 x 6) 0.635 Sq. FE0152
EF 30/15/7 DS 12 (2 x 6) 0.635 Sq. FE0153

No. of
Bobbin Type Pins Pin Part

size available size No.

E 30/15/7 SS 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0140
E 30/15/7 DS 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0141

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk

76
5
4
3
2
1

8
9

10
11
12

2.5

UL RECOGNISED
MOULDER - E176491
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E/EE/EF Ferrite Core Coil Bobbins
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491
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E/EF Ferrite Core Coil Formers

E 30/15/7 HORIZONTAL

E 30/15/7 VERTICAL

Section 5

19

Standard materials: Nylon 66 glass reinforced to UL94HB / 
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to 
UL94HB / Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

1

6 7

12

0.5

15.0 5.0 25.0

25.0

17.2

19.0

0.9

7.5

3.0

5.0 0.5

7.5

6.9

20.0

28.8

0.8

29.0

4.8

19.0

4.9

20.0

0.5

12.5

1 2 3

456

7.5

19.0

7.50.8

19.05.0

25.5

0.917.2

5.8

0.8

15.0

4.95

1

6

2 3

5 4

2.5

No. of
Bobbin Type Pins Pin Part

size available size No.

EF 30/15/7 SS 12 (2 x 6) 0.635 Sq. FE0152
EF 30/15/7 DS 12 (2 x 6) 0.635 Sq. FE0153

No. of
Bobbin Type Pins Pin Part

size available size No.

E 30/15/7 SS 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0140
E 30/15/7 DS 6 (2 x 3) Ø0.8 or 0.7 Sq. FE0141

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk

76
5
4
3
2
1

8
9

10
11
12

2.5

UL RECOGNISED
MOULDER - E176491
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

E/EF Ferrite Core Coil Formers

E 30/15/7 HORIZONTAL

E 30/15/7 VERTICAL

Section 5

20

Standard materials: Nylon 66 glass reinforced to UL94V0    Dimensions in millimetres

1 2 3

6 5 4

12.5

15.0

5.4 19.0

0.6

4.0

7.9 19.0 24.0

7.9

18.9

0.7

4.8

1

6

2

5

3

4

2.5

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
Bobbin Type pins Pin Part

size available size No.

E 30/15/7 SS 10 (2 x 5) 0.7 Sq. FE0155
E 30/15/7 DS 10 (2 x 5) 0.7 Sq. FE0156

No. of
Bobbin Terminal terminals Part

size type available No.
E 30/15/7 TBS 600 Series 6 (2 x 3) FE0145

5
4
3
2
1

6
7
8
9

10

2.54

E 30/15/7 HORIZONTAL

+0.3
-0

1

65

10

10.16 20.32

29.2

3.0

21.9

8.7

7.6

18.9

16.9

24.0

25.4

19.0

7.6

9.0

0.95

0.9

3.0

4.7

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889

Section 5
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

E/EE/EF Ferrite Core Coil Bobbins

Se
ct

io
n 

5

E/EF Ferrite Core Coil Formers

E 30/15/7 HORIZONTAL

EF 32/16/9

Section 5

21

Standard materials: Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to 
UL94HB / Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres

76
5
4
3
2
1

8
9

10
11
12

2.5

011
2
3
4

65
7
8
9

2.54

No. of
Bobbin Type Terminal terminals Part

size type available No.

E 30/15/7 SS TBS 600 Series 12 (2 x 6) FE0150
E 30/15/7 DS TBS 600 Series 12 (2 x 6) FE0151

No. of
Bobbin Type Terminal terminals Part

size type available No.

E 32/16/9 SS TBS 600 Series 10 (2 x 5) FE0160

Dimensions in millimetres.
61

127

Standard material: Nylon 66 glass reinforced

5.0

15.0

25.0

25.0

28.8

17.2

19.0

0.9

6.9

0.8

7.5

19.0

29.0

7.5

4.95

4.8

20.0

ons in millimetres.
20.32

1

5 6

10

20.4

29.2

22.0

0.8

25.4

10.16

0.6

7.05

23.49.9

24.0

27.0

9.9

5.3

22.1

available
terminals

No. of
Part No.

10 (2 x 5) FE0160

Most products are available direct from stock with same day despatch
- please contact sales for details
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

E/EF Ferrite Core Coil Formers

E 32/16/9 HORIZONTAL

Section 5

22

Standard materials: Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres

0.5

0.5

9.9

7.9

23.7

29.5

21.8

20.3

3.0

3.5

0.8

25.4

9.9

22.3

5.1

1

2
3
4
5
6

7
8
9
10
11
12 1

6 7

12

29.5

25.45.0815.24

25.4

2.54

29.4

5.4

No. of TerminalBobbin

No. of
Bobbin

size available size No.

E 32/16/9 SS 12 (2 x 6) 0.7 SQ. FE0165

Section 5
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.

Type pins Pin Part

FE0165
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Section 6

29

Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

E/EE/EF Ferrite Core Coil Bobbins
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E/EF Ferrite Core Coil Formers

E 34 X 26 X 8 (F1239)*

E 41 X 44 X 9 (F1007)

Section 5

23

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0    
Dimensions in millimetres

8
7
6
5
4
3
2
1

15
14
13
12
11
10
9

16
37.0

5.08

Standard materials: Nylon 66 glass reinforced to UL94HB / Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres    *Accepts 621 Lamination size

( )

51 016

14.7

16.2

24.1

0.8

20.32
20.32

10.16

0.6
8.6

23.0
0.9 8.3

11.8

27.0

1.5 1.5

23.75

5.07

5
4
3
2
1

7
8
9

6

10

2.54No. of
Bobbin Type Terminal terminals Part

size type available No.

E 34 x 26 x 8 SS TBS 600 Series 10 (2 x 5) FE0180
E 34 x 26 x 8 DS TBS 600 Series 10 (2 x 5) FE0181

No. of
Bobbin Type Terminal terminals Part

size type available No.

E 41 x 44 x 9 SS TBS 600 Series 16 (2 x 8) FE0200
E 41 x 44 x 9 DS TBS 600 Series 16 (2 x 8) FE0201

9 ( 00 )

81

619

32.0

30.4

0.80
37.0

40.8

12.3

27.5

39.4

25.40

35.56

5.08

15.24

26.2

9.05

9.3 0.8

6.8

8
7

116
10
9

5 08

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details
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30

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

E/EF Ferrite Core Coil Formers

E 42/21/15 VERTICAL

E 42/21/15 VERTICAL (18 PINS)

Section 5

24

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

1 2 3 4 5 6

9 8 7101112

2.5

No. of
Bobbin Type/ pins Pin a b Part

.oNeziselbaliavanoitpircseDezis

E 42/21/15 DS 12 (2 x 6) Ø1.0 - - FE0219
E 42/21/15 SS 12 (2 x 6) Ø1.0 - - FE0220
E 42/21/15 SS 12 (2 x 6) Ø1.0 2.5 3.0 FE0221

With primary margins

No. of
Bobbin Type Pins Pin Part

size available size No.

EF 42/21/15 SS 18 (2 x 9) 0.7 Sq. FE0222

0.5

15.7 30.0 34.0

61

712

Dimensions in millimetres
Standard material: Nylon 66
glass reinforced, to UL94VO
Pin material: Phosphor Bronzeb b

a

39.0

28.0

5.0

26.0

5.0

15.0

25.0

0.9

12.6

1.0

29.0

9.0

7.3

available
pins

No. of
size

Bobbin Part No.size
PinType

1 2 3 4 5 6 7 8 9

18 17 16 15 14 13 12 11 10

Min.

Dimensions in millimetres
Standard material: Nylon 66
glass reinforced, to UL94VO
Pin material: Phosphor Bronze

47.5

29.0

12.6
27.534.0 15.51.0

43.5

40.0

5.0
47.0

5.5 0.5

6.85

28.5 16.5

0.7

18.026.0

1

14 13 12 11 10

2 3 4 5 6 7 8 9

15161718

2.5

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk

Section 5

UL RECOGNISED
MOULDER - E176491
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

E/EE/EF Ferrite Core Coil Bobbins

Se
ct

io
n 

5

E/EF Ferrite Core Coil Formers

E 42/21/15 HORIZONTAL

Section 5

25

Standard materials: Nylon 66 glass reinforced to UL94V0    Pin material: Phosphor Bronze    Dimensions in millimetres

(x3)

*

Section A-A
A

A

Plain cheek
1 slot marked *
2 slots

3.0
3.0

4.6
5.0

4.0

13.0
1.0

22.4

15.0 25.0

Cut out (both cheeks)
on part no. FE0234

1

6 7

12

8.0 19.4aa

35.0

5.0

2.4

0.5

34.25

Cut out (both cheeks)
on part no. FE0232

1.0
5.0 0.5

29.2

26.2 12.6

15.61.0

8.0

9.8

29.0

7.2

38.1 4.3

1
2
3
4
5
6

9
8
7

10
11
12

2.5

il bl
pins

No. of
size

Bobbin Part No.size
Pin

Description
Type / a

No. of
Bobbin Type/ pins Pin a Part

size Description available size No.

E 42/21/15 SS 12 (2 x 6) Ø0.9 - FE0230
E 42/21/15 DS 12 (2 x 6) Ø0.9 - FE0231
E 42/21/15 SS 12 (2 x 6) Ø0.9 - FE0232

With cut out
E 42/21/15 SS 12 (2 x 6) Ø0.9 6.0 FE0233

With primary margin
SS

E 42/21/15 With primary margin 12 (2 x 6) Ø0.9 3.0 FE0234
and cut out

E 42/21/15 SS 12 (2 x 6) Ø0.9 6.4 FE0235
With primary margin

E 42/21/15 MS 12 (2 x 6) Ø0.9 - FE0240
Multi-section

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

E/EF Ferrite Core Coil Formers

E 42/21/20

Section 5

26

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

211
2
3
4
5
6

11
10

7
8
9

2.5

15.0

27.1

1

6 7

12

5.0

8.0 19.414.2

25.0

35.0

2.4

0.5

39.05 20.5

1.0

4.338.1

5.0 0.5

9.8

29.2

26.229.0 12.6

1.0 7.2

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

E 42/21/20 SS 12 (2 x 6) Ø0.9 FE0250
E 42/21/20 DS 12 (2 x 6) Ø0.9 FE0251

SS
E 42/21/20 With primary margin 12 (2 x 6) Ø0.9 FE0252

and cut out

Most products are available direct from stock with same day despatch
- please contact sales for details

Section 5
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

S
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n 

5

E/EF Ferrite Core Coil Formers

E 42/21/20 VERTICAL (18 PINS)

Section 5

27

Standard materials: Nylon 66 glass reinforced to UL94V0    Pin material: Phosphor Bronze    Dimensions in millimetres

Min.

1 2 3 4 5 6 7 8 9

18 17 16 15 14 13 12 11 10

16.5

1.0

47.528.5

27.539.0 20.5
29.0

12.6

43.5

5.0

40.0

47.0

5.5 0.5

0.7

18.026.0

6.85

1

18 17 16 15 14 13 12 11 10

2 3 4 5 6 7 8 9

2.5

Standard material: Nylon 66 glass
Dimensions in millimetres.

reinforced, to UL94VO.
Pin material: Phosphor Bronze.

Bobbin
size

No. of
pins

available
Pin

size Part No.

18 (2 x 9) 6220EFqS7002/12/24E

Type

SS

E 42/21/20 VERTICAL (18 PINS)

No. of
Bobbin Type Pins Pin Part

size available size No.

E 42/21/20 SS 18 (2 x 9) 0.7 Sq. FE0226

Final Pages APPROVED  21/6/05  11:00 am  Page 105

Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.

FE0226 
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
UL RECOGNISED
MOULDER - E176491

E/EF Ferrite Core Coil Formers

E 55/28/21

Section 5

28

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

20.0

1

7 8

14

10.0

40.0

30.0

2.4

1
2
3
4
5
6

14
13
12

9
87

10
11

2.5

0.5

21.743.5

0.5 1.0

44.0 4.0

35.7

32.6 17.6

1.0

12.2

1.0

4.5

8.6

8.7

37.0

No. of
Bobbin Type/ pins Pin Part

size Description available size No.

E 55/28/21 SS 14 (2 x 7) Ø0.9 FE0270
E 55/28/21 DS 14 (2 x 7) Ø0.9 FE0271

SS
E 55/28/21 With primary margin 14 (2 x 7) Ø0.9 FE0272

and cut out

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

S
ectio

n 5
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

Se
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5

E/EF Ferrite Core Coil Formers

E 55/28/25

Section 5

29

Standard materials: Nylon 66 glass reinforced to UL94V0    Pin material: Phosphor Bronze    Dimensions in millimetres

0.5

20.0 30.0

27.949.4

0.5

1

7 8

14

35.6

33.4

1.0

5.043.0

40.0

10.0

17.7

1.0

12.1
4.5

37.0

8.6

8.4

411
2
3
4
5
6
7

13
12
11
10

8
9

2.5

No. of
Bobbin Type Pins Pin Part

size available size No.

E 55/28/25 SS 14 (2 x 7) Ø0.9 FE0290

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
UL RECOGNISED
MOULDER - E176491

E/EF Ferrite Core Coil Formers

E 65/32/27

Section 5

30

Standard materials: Nylon 66 glass reinforced to UL94V0    Pin material: Phosphor Bronze    Dimensions in millimetres

1 2 3 4 5 6 7 8

910111213141516

2.54

81

916

Slots in this cheek
on part no. FE0310

5.08

25.4

15.24

35.56

9.55

45.72

39.6

42.0

6.5

23.0

42.0

13.6

27.953.0

20.7

4.5 0.5

48.724.0 0.5

1.1

No. of
Bobbin Type/ Pins Pin Part

size Description available size No.

E 65/32/27 SS 16 (2 x 8) 0.8 Sq. FE0300
E 65/32/27 SS with slots 16 (2 x 8) 0.8 Sq. FE0310

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889

Section 5
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E 65/32/27 FE0340   SS     16 (2 x 8) Ø0.8
E 65/32/27 FE0350     16 (2 x 8) Ø0.8SS with slots

FE0300 FE0310

S
ectio

n 6



E/EE/EF Ferrite Core Coil Bobbins

Section 6

37

Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

Standard Materials: Nylon 66 glass
reinforced to UL94V0 / Nylon 66
glass reinforced to UL94HB. 

Dimensions in millimetres

E 65/32/27 

Issue 1

Part No. FE0360 

Dimensions in millimetres.

20.5

27.5 55.5

44.0

44.0 48.0

1.1

2.04.0

5.0

5.0

ø 3.0

1.1
Typ.

Iss. ECN No. Date. App. CD761

 

E65/32/27 Bobbin

Bobbin
Size Description Part No.

E 65/32/27 SS FE0360

FE0360GNNBLK
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Miles Platts terminals and wire pins are lead-free - 
all polymers meet the REACH ((EC) no 1907/2006)
and RoHS directive (EU 2015/836). 
Please refer to www.milesplatts.co.uk for details.

UL RECOGNISED
MOULDER - E176491

E65/32/27 Double Height

FE0370

Part Number / Bobbin Size Material Recommended Flammability
Order Code Max System Rating

Temperature

FE0370FR3BLK E65/32/27 Rynite Class N, 200oC UL94V0
Double Height FR530L (PET)

FE0370Z30BLK E65/32/27 Zytel 70G30HSL Class F, 155oC UL94HB
Double Height (PA66)

Dimensions in millimetres.
Alternative materials available - refer to materials section.
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Miles Platts terminals and wire pins are lead-free - 
all polymers meet the REACH ((EC) no 1907/2006) 
and RoHS directive (EU 2015/836). 
Please refer to www.milesplatts.co.uk for details.

UL RECOGNISED
MOULDER - E176491

20.6

108.2

44.0

1.4

42.0

1.3
Typ.

11.6

82.5

48.0

45.0

Iss. ECN No. Date. App.
01 10/04/12 A.M.

CD769
 

E65/32/27 Triple Bobbin.

FE0380
Part Number / Bobbin Size Material Recommended Flammability

Order Code Max System Rating
Temperature

FE0380FR3BLK E65/32/27 Rynite Class N, 200oC UL94V0
Triple Height FR530L (PET)

FE0380Z30BLK E65/32/27 Zytel 70G30HSL Class F, 155oC UL94HB
Triple Height (PA66)

Dimensions in millimetres.
Alternative materials available - refer to materials section.

E65/32/27 Triple Height

S
ec

ti
o

n 
6
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Miles Platts terminals and wire pins are lead-free - 
all polymers meet the REACH ((EC) no 1907/2006) 
and RoHS directive (EU 2015/836). 
Please refer to www.milesplatts.co.uk for details.

UL RECOGNISED
MOULDER - E176491

E70/33/32 Single Height

FE0390

Part Number / Bobbin Size Material Recommended Flammability
Order Code Max System Rating

Temperature

FE0390FR3BLK E70/33/32 Rynite Class N, 200oC UL94V0
Single Height FR530L (PET)

FE0390Z30BLK E70/33/32 Zytel 70G30HSL Class F, 155oC UL94HB
Single Height (PA66)

Dimensions in millimetres.
Alternative materials available - refer to materials section.
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Miles Platts terminals and wire pins are lead-free - 
all polymers meet the REACH ((EC) no 1907/2006) 
and RoHS directive (EU 2015/836). 
Please refer to www.milesplatts.co.uk for details.

UL RECOGNISED
MOULDER - E176491

E70/33/32 Double Height

FE0400

Part Number / Bobbin Size Material Recommended Flammability
Order Code Max System Rating

Temperature

FE0400FR3BLK E70/33/32 Rynite Class N, 200oC UL94V0
Double Height FR530L (PET)

FE0400Z30BLK E70/33/32 Zytel 70G30HSL Class F, 155oC UL94HB
Double Height (PA66)

Dimensions in millimetres.
Alternative materials available - refer to materials section.
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Miles Platts terminals and wire pins are lead-free - 
all polymers meet the REACH ((EC) no 1907/2006) 
and RoHS directive (EU 2015/836). 
Please refer to www.milesplatts.co.uk for details.

UL RECOGNISED
MOULDER - E176491

E70/33/32 Triple Height

Issue 1

Part No. FE0410 

Dimensions in millimetres.

129.0 98.2

43.0

1.4

1.4
Typ.

49.046.9

22.6

Iss. ECN No. Date. App.
01 10/11/15 A.M.

CD790
 

E70/33/32 Triple Bobbin

FE0410
Part Number / Bobbin Size Material Recommended Flammability

Order Code Max System Rating
Temperature

FE0410FR3BLK E70/33/32 Rynite Class N, 200oC UL94V0
Triple Height FR530L (PET)

FE0410Z30BLK E70/33/32 Zytel 70G30HSL Class F, 155oC UL94HB
Triple Height (PA66)

Dimensions in millimetres.
Alternative materials available - refer to materials section.
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Miles Platts terminals and wire pins are lead-free - 
all polymers meet the REACH ((EC) no 1907/2006) 
and RoHS directive (EU 2015/836). 
Please refer to www.milesplatts.co.uk for details.

UL RECOGNISED
MOULDER - E176491

E80/38/20 Single Height

Issue 1

Part No. FE0420 

Dimensions in millimetres.

67.0 20.7

20.7

57.9

1.4

54.9

60.9

1.4
TYP.

Iss. ECN No. Date. App.
1 06/10/15 A.M.

CD787
 

E80/38/20 BOBBIN

FE0420

Part Number / Bobbin Size Material Recommended Flammability
Order Code Max System Rating

Temperature

FE0420FR3BLK E80/38/20 Rynite Class N, 200oC UL94V0
Single Height FR530L (PET)

FE0420Z30BLK E80/38/20 Zytel 70G30HSL Class F, 155oC UL94HB
Single Height (PA66)

Dimensions in millimetres.
Alternative materials available - refer to materials section.
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Miles Platts terminals and wire pins are lead-free - 
all polymers meet the REACH ((EC) no 1907/2006) 
and RoHS directive (EU 2015/836). 
Please refer to www.milesplatts.co.uk for details.

UL RECOGNISED
MOULDER - E176491

Issue 1

Part No. FE0430 

Dimensions in millimetres.

20.7

87.4 41.1

57.9

1.4

54.9

1.4

60.9

Iss. ECN No. Date. App.
1 06/10/15 A.M.

CD788
 

E80/38/20 DOUBLE BOBBIN

FE0430
Part Number / Bobbin Size Material Recommended Flammability

Order Code Max System Rating
Temperature

FE0430FR3BLK E80/38/20 Rynite Class N, 200oC UL94V0
Double Height FR530L (PET)

FE0430Z30BLK E80/38/20 Zytel 70G30HSL Class F, 155oC UL94HB
Double Height (PA66)

Dimensions in millimetres.
Alternative materials available - refer to materials section.

E80/38/20 Double Height



E/EE/EF Ferrite Core Coil Bobbins
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Miles Platts terminals and wire pins are lead-free - 
all polymers meet the REACH ((EC) no 1907/2006) 
and RoHS directive (EU 2015/836). 
Please refer to www.milesplatts.co.uk for details.

UL RECOGNISED
MOULDER - E176491

E80/38/20 Triple Height

S
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Issue 1

Part No. FE0440 

Dimensions in millimetres.

20.7

108.0

57.9

61.6

1.4

54.9

60.9

1.4
TYP.

Iss. ECN No. Date. App.
1 06/10/15 A.M.

CD789
 

E80/38/20 TRIPLE BOBBIN

FE0440

Part Number / Bobbin Size Material Recommended Flammability
Order Code Max System Rating

Temperature

FE0440FR3BLK E80/38/20 Rynite Class N, 200oC UL94V0
Triple Height FR530L (PET)

FE0440Z30BLK E80/38/20 Zytel 70G30HSL Class F, 155oC UL94HB
Triple Height (PA66)

Dimensions in millimetres.
Alternative materials available - refer to materials section.
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
UL RECOGNISED
MOULDER - E176491
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EC Ferrite Core Coil Formers

SWITCH MODE

Section 5

35

Standard materials: Nylon 66 glass reinforced to UL94V0    Dimensions in millimetres

c g

61

712

8131

1924

(24 Terminal bobbins)

EC 52

EC 70

b

j

e

k

h

f

d

a

gc

41

58 16

129

13

(16 Terminal bobbins)

EC 35

EC 41

h b

j

e

k

f

d

l

a

SWITCH MODE

1

2

3

49

58

67
EC 70

67

58

49

3

2

1

EC 52

4 95

36

27

18

EC 41

4 95

36

27

18

EC 35
10

11

12

13

14

15

16

17

18 19

20

21

22

23

24

10

11

12

13

14

15

16

17

18 19

20

21

22

23

24
10

11

12 13

14

15

16

10

11

12 13

14

15

16

2.54

No. of
Bobbin terminals a b c d e f g h j k l Part

size available No.

EC 35 (MP23) 16 (4 x 4) 10.0 21.6 12.2 23.5 34.0 30.48 31.1 28.5 33.5 7.62 21.5 FC0010

EC 41 (MP33) 16 (4 x 4) 12.1 25.6 14.1 26.7 38.5 33.02 36.15 28.5 36.0 7.62 24.5 FC0020

EC 52 (MP43) 24 (4 x 6) 14.0 31.4 16.2 28.3 44.4 38.1 41.23 43.8 41.0 7.62 FC0030

EC 70 (MP53) 24 (4 x 6) 17.2 42.5 19.4 41.45 51.6 50.8 51.4 56.5 54.2 10.16 FC0040

For use with terminals TBS 902/3/6/8/9

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491
Section 5

36

EC Ferrite Core Coil Formers

SWITCH MODE LOW PROFILE

Standard materials: Nylon 66 glass reinforced to UL94V0    Dimensions in millimetres

No. of
Bobbin terminals a b c d e f g h j k l Part

size available No.

EC 35 (MP23) 8 (2 x 4) 10.0 21.6 12.2 23.5 21.5 34.0 30.48 26.4 10.5 28.5 7.62 FC0011
EC 41 (MP33) 8 (2 x 4) 12.1 25.6 14.1 26.7 24.5 38.5 33.02 30.9 12.0 28.5 7.62 FC0021
EC 41 (MP33) 8 (2 x 4) . . . . . . . . . . . . . . 28.9 10.0 . . . . FC0022
EC 52 (MP43) 12 (2 x 6) 14.0 31.4 16.2 30.55 28.3 44.4 38.1 36.3 13.6 43.8 7.62 FC0031
EC 70 (MP53) 12 (2 x 6) 17.2 42.5 19.4 44.15 41.5 57.8 50.8 47.0 17.1 56.5 10.16 FC0041

ch

EC 52
EC 70

(12 Terminal bobbins)

1

6 7

12

f
d

b
a

k

j

g

e

l

EC 70

EC 52

EC 41

EC 35
81

2

3

4

7

6

5

81

1

1

2

3

4

5

6

9

8

7

2

3

4

5

6

9

8

7

7

6

5

2

3

4

10

11

12

10

11

12

2.54

ch

EC 35
EC 41

(8 Terminal bobbins)

g

e

1 8

4 5

f
da

b

j

k

l

SWITCH MODE LOW PROFILE

For use with terminals TBS 902/3/6/8/9

Most products are available direct from stock with same day despatch
- please contact sales for details
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

EFD 12

DT110 Iss. 3

EFD12

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.01.01

AA

Dimensions in millimetres

16.0

13.5

(6x)
3.0

13.4

0.5

6.5

5.6

3.1 2.2

6.0

8.5 7.8

8.6

20.00 0.15

3.44.4

Part number EFD12H1S08CP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.3 x 0.8 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.3 x 0.8 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EFD12H1S08CP-00

Dimensions in millimetres

14.0

10.5

2.3

12.5

9.4

4.011.5

12.0

8.0

2.5

Mounting cover 
Clip material
Part No.

Steel
EFD12COVERM-02

EFD12

Dimensions in millimeters DT030 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.01.02

EFD 12

Mounting Cover

Clip material Steel

Part No. EFD12COVERM-02

Dimensions in millimetres

EFD12COVERM-02
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491

S
ec

ti
o

n 
6

4

DT111 Iss. 3

EFD15

1

58

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.02.01

AA

Dimensions in millimetres

16.6 13.75

15.1

2

10.48

7

8.9

10.32

7.95

3.6 0.5

5.6

6.9

2.65 3.95

1.25

1.25

0.05

1.00 +0.15
0

(6x)
3.75

Part number EFD15H1S08IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

DT112 Iss. 3

EFD15

1 5

610

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.02.02

AA

Dimensions in millimetres

(8x)
2.5

15

15

18.20 0.15

21.35 0.15

10.6

7.3
0.25

8.9

10.4

6.75

5.5

3.65 2.6

4.7

Part number EFD15H1S10GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.4 x 0.7 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant
in accordance with "UL 94V-0";
UL file number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.4 x 0.7 Phosphor bronze -
Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EFD15H1S10GP-00

Dimensions in millimetres

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant
in accordance with "UL 94V-0";
UL file number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EFD15H1S08IS-00

Dimensions in millimetres

EFD15H1S08IS-00

EFD15H1S10GP-00

EFD 15

EFD 15
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

EFD 15

16.5

12.6

13.0 15.0

4.03.8

14.5
4.0

3.18

13.8 2.7

4.5

5.0 5.5

18.8

Mounting cover
Clip material
Clip plating
Solderability
Part No.

Stainless Steel

Mounting clip

Clip material
Part No.

Stainless Steel
EFD15CLIPM-00

EFD15

Dimensions in millimeters

EFD15COVERM-03

DT031 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.02.03

16.5

12.6

13.0 15.0

4.03.8

14.5
4.0

3.18

13.8 2.7

4.5

5.0 5.5

18.8

Mounting cover
Clip material
Clip plating
Solderability
Part No.

Stainless Steel

Mounting clip

Clip material
Part No.

Stainless Steel
EFD15CLIPM-00

EFD15

Dimensions in millimeters

EFD15COVERM-03

DT031 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.02.03

EFD 15

Mounting Clip

Clip material Stainless steel

Part No. EFD15CLIPM-00

Dimensions in millimetres

Mounting Cover

Clip material Stainless steel

Part No. EFD15COVERM-03

Dimensions in millimetres

EFD15COVERM-03

EFD15CLIPM-00
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

S
ec

ti
o

n 
6

EFD 20

DT113 Iss. 3

EFD20

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.03.01

AA

Dimensions in millimetres

9.28

10.52

3.955.25

(6x)
5

17.520.1

20.1

13.6

14.7

9.9

3.7 0.5

2

14.7

9

2.50

2.50

0.05

1.00 +0.15
0

Part number EFD20H1S08IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EFD20H1S08IS-00

Dimensions in millimetres

17.0

21.5

19.3

4.7 5.0

4.0

17.5

18.4 4.0

4.9 5.5

6.0

20.0

23.8

Clip material
Part No.

Steel
EFD20COVERM-02

Clip material
Part No.

Steel
EFD20CLIPM-00

EFD20

Dimensions in millimeters

Mounting cover

Mounting clip

DT032 ISS. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.03.02

Mounting Cover

Clip material Steel

Part No. EFD20COVERM-02

Dimensions in millimetres

Mounting Clip

Clip material Steel

Part No. EFD20CLIPM-00

Dimensions in millimetres

17.0

21.5

19.3

4.7 5.0

4.0

17.5

18.4 4.0

4.9 5.5

6.0

20.0

23.8

Clip material
Part No.

Steel
EFD20COVERM-02

Clip material
Part No.

Steel
EFD20CLIPM-00

EFD20

Dimensions in millimeters

Mounting cover

Mounting clip

DT032 ISS. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.03.02

EFD20CLIPM-00

EFD20COVERM-02

EFD 20

EFD 20
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

DT114 Iss. 3

EFD25

1 5

610

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.04.01

AA

Dimensions in millimetres

11.7

13.2

5.5 7.1

22.526.2

(8x)
5

25.2

18

15.5 0
-0.2

5.0 0.5

16.4

18

13.4

3.9

2.5

2.5

0.05

1.30 +0.15
0

Part number EFD25H1S10IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.80 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E59481 (S)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E59481 (S)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.80 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EFD25H1S10IS-00

Dimensions in millimetres

29.0

25.2

8.0

3.523.6

4.9 5.5

Mounting clip 
Clip material
Part No.

Steel
EFD25CLIPM-00

EFD25

Dimensions in millimeters DT033 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.04.02

EFD 25

Mounting Clip

Clip material Steel

Part No. EFD25CLIPM-00

Dimensions in millimetres

EFD25H1S10IS-00

EFD25CLIPM-00

EFD 25
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

S
ec

ti
o

n 
6

EFD 30

DT115 Iss. 3

EFD30

1 6

712

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.05.01

AA

Dimensions in millimetres

(10x)
5

27.531

30

3.5 0.5

13.311.39.3

20.50

21.9

21.8

15

16.2

5.26.5

2.5

2.5

0.05

1.30 +0.15
0

Part number EFD30H1S12IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.80 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.80 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EFD30H1S12IS-00

Dimensions in millimetres

33.6

29.8

5.5

8.0

5.54.9

28.4

Mounting clip
Clip material
Part No.

Steel
EFD30CLIPM-00

EFD30

Dimensions in millimeters DT034 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 3.05.02

EFD 30

Mounting Clip

Clip material Steel

Part No. EFD30CLIPM-00

Dimensions in millimetres

EFD30CLIPM-00
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

4

DT118 Iss.3

EP7

13

6

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.01.01

AA

Dimensions in millimetres

5.08

(4x)
2.54

7.4

9.3

3.3

4.7

3.4 0.3

3.74.6

6.8 0.1

8.4

2
2.9

2.54

2.54

0.05

1.00 +0.15
0

Part number EP07H1S06IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

4

DT120 Iss. 3

EP7

13

6

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.01.02

AA

Dimensions in millimetres

3.74.6

6.8 0.1

8.4

2.9
2

3.4 0.3

0.45

3.3

4.7

5.087.4

9.3

(4x)
2.54

2.54

2.54

0.05

1.00 +0.15
0

Part number EP07H2S06IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

EP 7

EP 7

Coil Former

Coil former material Phenolformaldehyde (PF), glass
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M) 

Resistance to "IEC 60068-2-20", Part 2, Test 
soldering heat Tb, method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated 

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum 

Part number EP07H1S06IS-00 

Dimensions in millimetres

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test
soldering heat Tb, method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum 

Part number EP07H2S06IS-00 

Dimensions in millimetres
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Miles-Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

4

DT116 Iss. 4

EP7

1 3

6

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.01.03

AA

Dimensions in millimetres

(4x)
3

9.7
0.1

7.15

4.9
-0.1

7.0
-0.1

3.5
+0.1

4.5
-0.1

2

MAX7.37.60
0.15

10.75

13.0
+0.8

MAX9.2

0.45

Part number EP07H1S06CS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0,30 x 0.60 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429(M)

Coil Former

4

DT117 Iss. 3

EP7

1 3

6

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.01.04

AA

Dimensions in millimetres

(4x)
2.54

9.2

8.6

10.60 0.15

12.70 0.15

3.6

4.8

1.65

7

7

0.3

3.54.5

Part number EP07H1S06GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.25 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

EP 7

EP 7

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429(M)

Resistance to "IEC 60068-2-20", Part 2, Test 
soldering heat Tb, method 1B, 350 deg. C, 3.5 s

Pin material 0,30 x 0.60 Phosphor bronze - Tin 
(Sn) plated 

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s 

Pin pull out force 1.5 Kg Minimum 

Part number EP07H1S06CS-00

Dimensions in millimetres

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test
soldering heat Tb, method 1B, 350 deg. C, 3.5 s

Pin material 0.25 x 0.6 Phosphor bronze - Tin 
(Sn) plated 

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s 

Pin pull out force 1.5 Kg Minimum  

Part number EP07H1S06GP-00 

Dimensions in millimetres

EP07H1S06GP-00
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

4

DT119 Iss. 4

EP7

1 3
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SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.01.05

AA

Dimensions in millimetres

(4x)
2.54

8.6

9.2

0.5

10.60 0.15

12.70 0.15

3.6

4.8

3.54.5

7

7

0.2

1.65

Part number EP07H2S06GP-00
Pin pull out force 1.0 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.25 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

0.2

3.4

2.5

8.5

5.5

10.3

Mounting clip 

Clip material
Part No.

Stainless Steel
EP07CLIPM-04

Dimensions in millimeters

EP7

DT036 Iss. 4 

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.01.06

EP 7

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M) 

Resistance to "IEC 60068-2-20", Part 2, Test Tb, 
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.25 x 0.6 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s 

Pin pull out force 1.0 Kg Minimum

Part number EP07H2S06GP-00 

Dimensions in millimetres

Mounting Clip

Clip material Stainless Steel

Part No. EP07CLIPM-04

Dimensions in millimetres

EP07H2S06GP-00

EP07CLIPM-04

EP 7
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491

9.7

9.8

3.0

5.6

6.75

7.78

6.9

6.5

9.4

7.0

0.95

10.5

9.0

6.0

0.4

0.25

1.5

8.4

2.0

7.0

8.35

3.75

0.7

1.5
1.3

3.8

4.75
1.7

3.0

Clip material

Part No.

Phosphor Bronze

Mounting clip without earth pin
Clip material
Part No.

Stainless Steel

EP7

Dimensions in millimeters

Mounting clip with earth pin

Clip plating Tin (Sn)
Solderability "IEC 60 068-2-20",Part 2,Test Ta,method 1

DT035 Iss. 3

EP07CLIPEM-01

EP07CLIPM-03

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.01.07

9.7

9.8

3.0

5.6

6.75

7.78

6.9

6.5

9.4

7.0

0.95

10.5

9.0

6.0

0.4

0.25

1.5

8.4

2.0

7.0

8.35

3.75

0.7

1.5
1.3

3.8

4.75
1.7

3.0

Clip material

Part No.

Phosphor Bronze

Mounting clip without earth pin
Clip material
Part No.

Stainless Steel

EP7

Dimensions in millimeters

Mounting clip with earth pin

Clip plating Tin (Sn)
Solderability "IEC 60 068-2-20",Part 2,Test Ta,method 1

DT035 Iss. 3

EP07CLIPEM-01

EP07CLIPM-03

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.01.07

EP 7

EP 7

Mounting clip with earth pin

Clip material Phosphor Bronze

Clip plating Tin (Sn) 

Solderability "IEC 60 068-2-20",Part 2,Test 
Ta,method 1

Part number EP07CLIPEM-01

Dimensions in millimetres

Mounting clip with earth pin

Clip material Stainless Steel

Part number EP07CLIPM-03 

Dimensions in millimetres

EP07CLIPEM-01

EP07CLIPM-03
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

EP 10

4

DT123 Iss. 3

EP10

1

5 8
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MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.02.01

AA

Dimensions in millimetres

(6x)
2.5

7.511

11

8.9

3.5

9.9

0.75 3.4 0.3

3.64.8

2.50

2.50

0.05

1.00 +0.15
0

5.6

7

Part number EP10H1S08IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP10H1S08IS-00

Dimensions in millimetres

4

DT125 Iss. 3

EP10

5 8

1
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MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
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AA

Dimensions in millimetres

7.511

11

(6x)
2.5

2.5 3.4

9.8

8.9

3.4 0.3

3.64.8

2.50

2.50

0.05

1.00 +0.15
0

5.6

7

Part number EP10H2S08IS-00
Pin pull out force 1.0 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.0 Kg Minimum

Part number EP10H2S08IS-00

Dimensions in millimetres

EP 10
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

EP 10

4

DT121 Iss. 4

EP10

1
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TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
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AADimensions in millimetres

(6x)2.51902

9.6

7414.51

9.0

4.51

3.55

+7410

4.8

-7411145

MAX914

13.216.6

0

.
2

0

.
6

2

1

4

8

.
9

0.1Part numberEP10H1S08CS-00 Pin pull out force145 Kg Minimum Solderability"IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s Pin material0,40 x 0,70 Phosphor bronze - Tin (Sn) plated Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 345 sCoil former materialPhenolformaldehyde (PF), glass reinforced, flame retardant

in accordance with "UL 94V-0"; UL file numbe

r.41429(M)

Coil Former

0.1

0.1

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.TEL: +44 (0)116 262.2593j- FAX: +44 (0)116 253j7889

sales@milesplatts.co.ukj- www.milesplatts.co.uk

2.02.04

AADimensions in millimetres1115

10.5

(6x)

2.5 12.50

0 1514.600 155.87

3.6

4.891.5

90 2
6.5

Part numberEP10H1S08GP-00Pin pull out force1.5 Kg MinimumSolderability"IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 sPin material0.3 x 0 0 Phosphor bronze - Tin (Sn) platedResistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B,m35- deg. C, 3.5 sCoil former materialLiquid crystal polymer (LCP), glassmreinforced, flamemretardantin accordance with "UL 94V-0"; UL file number E54705 (M)
Coil Former�=A9BG=CBG�=B�A=@@=A9HF9G�&���
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

EP 10

4

DT124 Iss. 3

EP10

1
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AA

Dimensions in millimetres

(6x)
2.5

10.5

11.5

9

9

0.2

1.5

12.50 0.15

14.60 0.15

6.5

5.8

7

3.64.8

0.45

Part number EP10H2S08GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.3 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.3 x 0.6 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP10H2S08GP-00

Dimensions in millimetres

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2 20,Part 2,Test 
Ta,method 1

Part number EP10CLIPEM-00

6.0

9.7

0.7

3.0

12.4

11.3

1.1

Mounting clip
Clip material
Part No.

Steel
EP10CLIPM-01

EP10

Dimensions in millimeters DT039 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.02.06

EP 10

EP 10

Mounting Clip

Clip material Steel

Part No. EP10CLIPM-01

Dimensions in millimetres

12.4

9.8

7.5
10.9

4.0

1.0
1.5

2.6

12.2

7.0

11.2

12.8

15.8

12.9

7.07.6

11.3

9.6

11.6

9.9

12.4

9.9
Mounting clip with earth pin

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Mounting clip without earth pin

Clip material
Part No.

Steel

Dimensions in millimeters

EP10

EP10CLIPEM-00

EP10CLIPM-02

DT037 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.02.07

Dimensions in millimetres
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491

EP 10

Mounting yoke

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2 20,Part 2,Test 
Ta, method 1

Part number EP10YOKEEM-00

12.4

9.8

7.5
10.9

4.0

1.0
1.5

2.6

12.2

7.0

11.2

12.8

15.8

12.9

7.07.6

11.3

9.6

11.6

9.9

12.4

9.9
Mounting clip with earth pin

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Mounting clip without earth pin

Clip material
Part No.

Steel

Dimensions in millimeters

EP10

EP10CLIPEM-00

EP10CLIPM-02

DT037 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.02.07

EP 10

EP 10

Mounting clip 
without earth pin

Clip material Steel

Part No. EP10CLIPM-02

Dimensions in millimetres

6.4

2.5

3.5

3.0

1.0

15.0

12.8

14.0

9.9

3.0

1.3

3.0

6.4

13.0

9.8

2.8

2.4

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Clip material
Part No.

Steel

Dimensions in millimeters DT038 Iss. 3

EP10

EP10YOKEEM-00

Mounting spring

Mounting yoke

EP10SPRINGM-00

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.02.08

Mounting spring

Clip material Steel

Part No. EP10SPRINGM-00

Dimensions in millimetres

6.4

2.5

3.5

3.0

1.0

15.0

12.8

14.0

9.9

3.0

1.3

3.0

6.4

13.0

9.8

2.8

2.4

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Clip material
Part No.

Steel

Dimensions in millimeters DT038 Iss. 3

EP10

EP10YOKEEM-00

Mounting spring

Mounting yoke

EP10SPRINGM-00

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.02.08

Dimensions in millimetres

EP10YOKEEM-00
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

EP 13

DT128 Iss. 3

EP13
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AA

Dimensions in millimetres

(8x)
2.5

1013.5

13.8

11.5

9.5

4.65.75

4.0 0.5

7.7

9

4.15

2.5

2.5

0.05

1.00 +0.15
0

Part number EP13H1S10IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP13H1S10IS-00

Dimensions in millimetres

DT130 Iss. 3

EP13

15

6 10
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AA

Dimensions in millimetres

(8x)
2.5

1013.5

13.8

4.15

4.0 0.5

9.5

11.5

4.65.75

7.7

9

3.6

3.6

2.50

2.50

0.05

1.00 +0.15
0

Part number EP13H2S10IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP13H2S10IS-00

Dimensions in millimetres

EP 13



EP13H1S10CS-00

S
ec

ti
o

n 
6

EP Ferrite Core Coil Bobbins

Section 6

63

Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

EP 13

DT126 Iss. 4

EP13

1 5

610

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.03.03

AA

Dimensions in millimetres

4.6 0.15.9

13.0 0.1

15.0 0.1

8.9 -0.1

11.8

9.75
0.10

9.5 -0.1

2.4

(8x)
2.5

0.6

15.45

18.45 0.20

Part number EP13H1S10CS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.40 x 0.70 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

10.2
MAX

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.40 x 0.70 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP13H1S10CS-00

Dimensions in millimetres

DT127 Iss. 3

EP13

1 5

610

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.03.04

AA

Dimensions in millimetres

(8x)
2.5

13

12.8

10

0.2

2.75

9.5

15.40 0.15

17.00 0.15

7.6

8.7

4.65.8

Part number EP13H1S10GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.3 x 0.7 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.3 x 0.7 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP13H1S10GP-00

Dimensions in millimetres

EP 13
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

EP 13

DT129 Iss. 3

EP13

1 5

610

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.03.05

AA

Dimensions in millimetres

(8x)
2.5

12.8

13

10

0.2

2.75

9.5

4.65.8

15.40 0.15

17.00 0.15

7.6

8.7

0.45

Part number EP13H2S10GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.3 x 0.7 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.3 x 0.7 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP13H2S10GP-00

Dimensions in millimetres

14.0

13.7

6.5

12.0

0.7

4.0

Mounting clip 
Clip material
Part No.

Steel
EP13CLIPM-04

EP13

Dimensions in millimeters DT042 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.03.07

EP 13

EP 13

Mounting Clip

Clip material Steel

Part No. EP13CLIPM-04

Dimensions in millimetres

Mounting Clip

Clip material Steel

Part No. EP13CLIPM-05

Dimensions in millimetres

1.2

1.4

18.3

6.0

14.813.1

12.8

Mounting clip

Clip material
Part No.

Steel
EP13CLIPM-05

EP13

Dimensions in millimeters DT043 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.03.06

EP13H2S10GP-00

EP13CLIPM-04

EP13CLIPM-05
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED

MOULDER - E176491

EP 13
15.0

7.5

1.0

16.5

3.0

3.0

15.0

7.5

4.0

13.011.8

4.0

14.0

15.0

12.0
Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Mounting spring

Clip material
Part No.

Steel
EP13SPRINGM-00

EP13

Dimensions in millimeters

Mounting yoke

EP13YOKEEM-00

DT040 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.03.08

15.0

7.5

1.0

16.5

3.0

3.0

15.0

7.5

4.0

13.011.8

4.0

14.0

15.0

12.0
Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Mounting spring

Clip material
Part No.

Steel
EP13SPRINGM-00

EP13

Dimensions in millimeters

Mounting yoke

EP13YOKEEM-00

DT040 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.03.08

Mounting Yoke

Clip material Steel

Clip plating Tin (Sn)

Solderability IEC 60 068-2 20,Part 2,Test 
Ta,method 1

Part No. EP13YOKEEM-00

Dimensions in millimetres

Mounting Clip 
with Earth Pin

Clip material Phosphor Bronze

Clip plating Tin (Sn)

Solderability IEC 60 068-2 20,Part 2,Test 
Ta,method 1

Part No. EP13CLIPEM-00

Dimensions in millimetres

EP 13

EP 13

Mounting Spring

Clip material Steel

Part No. EP13SPRINGM-00

Dimensions in millimetres

12.1

12.1

8.6

17.1

15.2

12.5

15.9
0.85

2.5

11.6

14.3

Mounting clip with earth pin

Clip material
Clip plating
Solderability
Part No.

Phosphor Bronze
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Dimensions in millimeters

EP13

EP13CLIPEM-00

DT041 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.03.09

EP13CLIPEM-00

EP13YOKEEM-00



EP Ferrite Core Coil Bobbins

Section 6

66

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

4

DT131 Iss. 3

EP17

1

85

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.04.01

AA

Dimensions in millimetres

1519

19

(6x)
5

12.8

3.8

6.17.1

9.5

10.9

4.5 0.3

11.3

2.50

2.50

0.05

1.00 +0.15
0

Part number EP17H1S08IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta,
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP17H1S08IS-00

Dimensions in millimetres

EP 17 21.4

19.4

5.0

3.0 16.0

5.0

20.4

9.0

1.1

5.0

9.0

3.6

3.9

17.3

0.4

14.8

20.5

20.2

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Clip material
Part No.

Steel
EP17SPRINGM-00

EP17

Dimensions in millimeters

EP17YOKEEM-00

Mounting yoke

Mounting spring

DT044 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.04.02

EP 17

Mounting Yoke

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2 20,Part 2,Test 
Ta,method 1

Part No. EP17YOKEEM-00

Dimensions in millimetres

Mounting Spring

Clip material Steel

Part No. EP17SPRINGM-00

Dimensions in millimetres

21.4

19.4

5.0

3.0 16.0

5.0

20.4

9.0

1.1

5.0

9.0

3.6

3.9

17.3

0.4

14.8

20.5

20.2

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Clip material
Part No.

Steel
EP17SPRINGM-00

EP17

Dimensions in millimeters

EP17YOKEEM-00

Mounting yoke

Mounting spring

DT044 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.04.02

EP 17

EP17H1S08IS-00

EP17SPRINGM-00

EP17YOKEEM-00

S
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n 6
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For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491

DT132 Iss. 3

EP20

15

6 10

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.05.01

AA

Dimensions in millimetres

(8x)
5.08

17.7821.9

25.1

15.9

12.55

4.152.65

9.210.25

3.0 0.5

12.5

13.9

2.54

2.54

0.05

1.30 +0.15
0

Part number EP20H1S10IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.50 Sq. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E59481 (S)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E59481 (S)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.50 Sq. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number EP20H1S10IS-00

Dimensions in millimetres

25.4

5.2

18.2

12.0

3.5

23.3

1.0

26.5

15.0 12.0

0.4
5.5

21.2

5.5

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Clip material
Part No.

Steel
EP20SPRINGM-00

EP20

Dimensions in millimeters

EP20YOKEEM-00

Mounting yoke

Mounting spring

DT045 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.05.02

1.8

EP 20

Mounting Yoke

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2 20,Part 2,Test 
Ta,method 1

Part No. EP20YOKEEM-00

Dimensions in millimetres

Mounting Spring

Clip material Steel

Part No. EP20SPRINGM-00

Dimensions in millimetres

25.4

5.2

18.2

12.0

3.5

23.3

1.0

26.5

15.0 12.0

0.4
5.5

21.2

5.5

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1

Clip material
Part No.

Steel
EP20SPRINGM-00

EP20

Dimensions in millimeters

EP20YOKEEM-00

Mounting yoke

Mounting spring

DT045 Iss. 4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 2.05.02

1.8

EP 20

EP20H1S10IS-00

EP20YOKEEM-00

EP20SPRINGM-00

EP 20 S
ec
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o

n 
6
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

UL RECOGNISED
MOULDER - E176491

4

DT133 Iss. 3

ER9.5

1

58

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 5.01.01

A A

Dimensions in millimetres

(6x)
2

8.15.2

8.5

4.3

0.15 10.10 0.15

11.50 0.15

2.952.15

0.4

3.64.45

7.3

6.8

7.3

Part number ER09V1S08GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.25 x 0.7 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.25 x 0.7 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number ER09V1S08GP-00

Dimensions in millimetres

5.5

4.5

1.4

9.7

Clip material
Part No.

Steel
ER09CLIPM-00

Mounting clip

ER9.5

Dimensions in millimeters DT061 Iss. 2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 5.01.02

ER 9.5

Mounting Clip

Clip material Steel

Part No. ER09CLIPM-00

Dimensions in millimetres

ER09V1S08GP-00

ER 9.5

ER09CLIPM-00
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491
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ER Ferrite Core Coil Bobbins

ER 11.5

DT134 Iss. 4

ER11.5

1 5

610

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 5.02.01

A A

Dimensions in millimetres

11.00 0.15

12.20 0.15

4.55.2

(8x)
2.0

6.4 9.2

10.5

0.4

4.3

0.2

8.5

2.81.95

Part number ER11V1S10GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.25 x 0.70 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.25 x 0.70 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number ER11V1S10GP-00

Dimensions in millimetres

5.6

0.15

4.511.4

1.7

Clip material
Part No.

Steel
ER11CLIPM-00

Dimensions in millimeters

Mounting clip

ER11.5

DT062 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 5.02.02

ER 11.5

Mounting Clip

Clip material Steel

Part No. ER11CLIPM-00

Dimensions in millimetres

ER11V1S10GP-00



ER Ferrite Core Coil Bobbins

Section 6

70

For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

ER 14.5

DT135 Iss. 3

ER14.5

1 5

610

SECTION A-A

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 5.03.01

A A

Dimensions in millimetres

55.9

(8x)
2.5

7 12

14

5.5

0.3

32

1.00
11.4

14.60 0.15

16.00 0.15

Part number ER14V1S10GP-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.3 x 0.7 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Liquid crystal polymer (LCP), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E54705 (M)

Coil Former

Coil Former

Coil former material Liquid crystal polymer (LCP), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E54705 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.3 x 0.7 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number ER14V1S10GP-00

Dimensions in millimetres

15.0

1.7

6.5

5.5

Clip material
Part No.

Steel

Dimensions in millimeters DT063 Iss. 2

Mounting clip

ER14CLIPM-00

ER14.5

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 5.03.02

Mounting Clip

Clip material Steel

Part No. ER14CLIPM-00

Dimensions in millimetres

ER14V1S10GP-00

ER14CLIPM-00

ER 14.5
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED
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ETD Ferrite Core Coil Formers

ETD 29 HORIZONTAL

Section 5

37

Standard materials: Polyester (PET) to UL94V0    Pin material: Phosphor Bronze   Dimensions in millimetres

Bobbin No. of Pin Part
size pins size No.

ETD 29/16/10 12 (2 x 6) Ø1.0 or 0.8 sq. FD6980
ETD 29/16/10 14 (2 x 7) Ø1.0 or 0.8 sq. FD6990

ETD 29 HORIZONTAL

size
Bobbin

pins
No. of

size
Pin

Part No

Pin material: Phosphor Bronze.
Standard material: Polyester (PET) to UL94VO
Dimensions in millimetres.

ETD 29 (12 PIN)

61

712

Other dimensions as above

1 2 3 4 5 6

12 11 10 789

5.08

15.24

25.4

25.4

2.54

ETD 29 (14 PIN)

12.2

71

814

1

14

2 3 4 5 6 7

13 12 11 10 89

10.1

+0.2
-0

21.8

+0
-0.2

0.2

18.3

8.0

33.5 19.4

21.2

36.7

25.4

30.48
10.16

20.32

5.0 0.5

14.5

2.54

28.0

31.0
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.

FD6980FR3BLK0001
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
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ETD Ferrite Core Coil Formers

ETD 29 HORIZONTAL (LOW PROFILE)

Standard materials: Polyester (PET) to UL94V0
Pin material: Phosphor Bronze
Dimensions in millimetres

ETD 29 HORIZONTAL

Pin material: Phosphor Bronze.

Dimensions in millimetres.
Standard material: Polyester (PET) to UL94V0

Bobbin
size

No. of
pins

available
Pin

size Part No.

1 2 3 5 6 7

9 81011121314

2.54

71

814

12.2

10.2

25.4

10.16

30.48

20.32

8.0

31.0

21.7

33.5

35.2
21.2

15.2

3.4 0.5
19.4

25.1

Bobbin No. of Pin Part
size pins size No.

ETD 29/16/10 13 (7 + 6) 0.7 sq. FD6970

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Section 5
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FD6970
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 
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ETD Ferrite Core Coil Formers

ETD HORIZONTAL

Section 5
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Standard materials: Polyester (PET) to UL94V0    Pin material: Phosphor Bronze   Dimensions in millimetres

I

II

ETD 34/17/11

51/22/44 DTE31/02/93 DTE ETD 49/25/16

I

II

I

II

I

II

1

9 8

2 3 4 5 6 7

1011121314

1

16

2 3 4 5 6 7 8

15 14 13 12 11 10 9

1

18

2 3 4 5 6 7 8 9

17 16 15 14 13 12 11 10

1

20

2 3 4 5 6 7 8 9

19 18 17 16 15 14 13 12 11

10

2.54
I

II

16.0

or
0.8

f

k

4.0
5.0 0.5

1.0

e

c
a

b

d

g

h

j

5.08

m
Pin No. 1

n

No. of
Bobbin pins Pin size a b c d e f g h j k m n Part

size available No.

ETD 34/17/11 14 (2 x 7) Ø1.0mm or 0.8 Sq. 37.9 35.4 25.3 13.3 6.0 11.5 42.2 23.3 21.0 25.4 30.48 34.0 FD7000
ETD 39/20/13 16 (2 x 8) Ø1.0mm or 0.8 Sq. 42.9 40.3 29.0 15.0 7.5 13.1 47.6 28.1 25.8 30.48 35.56 36.6 FD7010
ETD 44/22/15 18 (2 x 9) Ø1.0mm or 0.8 Sq. 48.0 45.4 32.2 17.4 9.0 15.6 52.3 31.9 29.6 35.56 40.64 39.3 FD7020
ETD 49/25/16 20 (2 x 10) Ø1.0mm or 0.8 Sq. 52.9 50.2 35.8 18.9 10.0 17.1 57.0 35.1 32.8 40.64 45.72 41.7 FD7030

ETD 54/27/18 24 (2 x 12) Ø1.0mm or 0.8 Sq. 61.0 56.3 39.5 22.0 12.0 19.8 61.0 39.3 36.8 45.7 55.88 42.0 FD7040
ETD 59/31/21 24 (2 x 12) Ø1.0mm or 0.8 Sq. 66.5 61.7 42.9 24.8 11.0 22.5 66.0 43.7 41.2 50.8 60.96 48.1 FD7050

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk UL RECOGNISED

MOULDER - E176491
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ETD 49/25/16 20 (2 x 10) 5 chamber version
of FD7030 52.9 50.2 35.8 18.9 10.0 17.1 57.0 35.1 32.8 40.64 45.72 41.7 FD7031*

*5 equal chambers at 5.6mm.

FD7031
49 Multi
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ETD Ferrite Core Coil Formers

ETD 44 PRIMARY

ETD 44 SECONDARY

Standard materials: Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres

ETD 44 SECONDARY

1 2 3 4 5 6 7

9 81011121314

PRIMARY

SECONDARY

7.5

39.0

size
Bobbin

terminals
No. of

type
Terminal

Part No.
5207DFyramirP 44 DTE 7 (1 x 7) TBS 600 series

15.5

Standard material: Nylon 66 glass reinforced, to UL94V0
Dimensions in millimetres.

71

52.0

30.0

11.0

6.0

45.3

5.5

38.222.0

42.8

30.8

3.0

23.8

3.6

5.5
45.0
30.0
15.0

8.0

17.5
Bobbin No. of Terminal Part

size terminals type No.
ETD 44 Primary 7 (1 x 7) TBS 600 Series FD7025

Bobbin No. of Terminal Part
size terminals type No.

ETD 44 Secondary 7 (1 x 7) TBS 600 Series FD7026

ETD 44 SECONDARY

size
Bobbin

terminals
No. of

type
Terminal

Part No.
6207DFyradnoceS 44 DTE 7 (1 x 7) TBS 600 Series

Standard material: Nylon 66 glass reinforced, to UL94V0.
Dimensions in millimetres.

418

15.5

15.0

45.0

30.0

8.0

4.0

23.8

24.1

3.6

5.5

11.0

45.3 31.8

39.8 52.0

32.2

38.0

3.0

5.0

36.0

22.1

Standard materials: Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889
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ETD Ferrite Core Coil Bobbins
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details UL RECOGNISED
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ETD Ferrite Core Coil Formers

ETD VERTICAL

Section 5

41

Standard materials: Polyester (PET) to UL94V0    Pin material: Phosphor Bronze   Dimensions in millimetres

No. of
Bobbin pins Pin size a b c d e f g h j k m n Part

size available No.

ETD 29/16/10 12 (2 x 6) Ø1.0mm or 0.8 Sq. 33.4 30.9 21.6 10.2 12.2 8.0 40.0 25.40 21.2 20.32 19.0 23.7 FD9630
ETD 29/16/10 14 (2 x 7) Ø1.0mm or 0.8 Sq. 33.4 30.9 21.6 10.2 12.2 8.0 40.0 30.48 21.2 20.32 19.0 23.7 FD9631
ETD 34/17/11 14 (2 x 7) Ø1.0mm or 0.8 Sq. 37.9 35.4 25.3 11.5 13.5 8.0 42.6 30.48 23.3 22.86 21.0 26.4 FD9640
ETD 39/20/13 16 (2 x 8) Ø1.0mm or 0.8 Sq. 42.8 40.3 29.0 13.1 15.3 9.0 47.3 35.56 28.1 25.40 25.8 29.0 FD9650
ETD 44/22/15 18 (2 x 9) Ø1.0mm or 0.8 Sq. 48.0 45.5 32.2 15.6 17.8 10.0 51.7 40.64 31.9 27.94 29.6 32.2 FD9660
ETD 49/25/16 20 (2 x 10) Ø1.0mm or 0.8 Sq. 52.8 50.2 35.8 17.1 19.3 11.0 55.7 45.72 35.2 30.48 32.8 35.8 FD9670

ETD VERTICAL

X

X

0.5

III

Pin No. 1 Section X-X

m

ba

k

hf

g

j14.75

3.2

5.0

5.08

d e c

n

ETD 29/16/10

ETD 39/20/13 ETD 44/22/15 ETD 49/25/16

I II III

I II I II I II

12
11
10

1
2
3
4
5

76
8
9

1
2
3
4
5
6

14
13
12

9
87

10
11

1
2
3
4
5
6
7

16
15
14
13
12

98
10
11

1
2
3
4
5
6
7
8

18
17
16
15
14
13
12

019
11

1
2
3
4
5
6
7
8
9

20
18
18
17
16
15
14
13
12
1110

ETD 34/17/11ETD 29/16/10I II
1
2
3
4
5
6

14
13
12

9

1369DF0369DF

87

10
11

2.54

Most products are available direct from stock with same day despatch
- please contact sales for details
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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For further technical information please contact sales
Tel: +44 (0) 116 262 2593   Fax: +44 (0) 116 253 7889
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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14.9
1.85

1.15
21.2

10.0

20.0

20.0

9.9

9.9

16.50

3.00

12.0

33.70

21.8

20.0

10.0

5.0

3.75

5.05.0

PCB Layout

Locator -
2.5

15.8

31.2

Insulation
Cover
FD9367

Secondary
Bobbin
FD9636

Primary
Bobbin
FD9635

ETD 29 CONCENTRIC

Bobbin Size Description No. of pins Pin Size Part No.
available 

ETD29 Primary 8 0.70sq. FD9635

ETD29 Secondary - - FD9636

ETD29 Insulation Cover - - FD9637

Standard Material: Nylon 66 glass reinforced to UL94V0
Pin Material: Phosphor bronze.   Dimensions in millimetres
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ETD Ferrite Core Coil Formers

ETD 34 VERTICAL (5 Chamber)

ETD 34 VERTICAL (8 Chamber)

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze
Dimensions in millimetres

1
3
5
7
9

2
4
6
8

11
13

10
12
14

11.2

10.0 30.020.0

17.5

35.337.3 23.0 13.15

33.5 24.0

1.0

11.0

27.8

25.0

(x7)

11.3

X

X

Y

Y

SECTION X-X

SECTION Y-Y

a
b

c c c
d d

a

b

c

d

12
34
56
78
9

11
1314

12
10

35.237.6 23.0

35.0

25.0

27.5
0.65

1.90

1.95

42.35

2.25

1.95

2.25

2.25

1.95

2.25 4.0 0.5

14.0

5.0

23.35

13.3

16.8

29.8

16.8

30.2

0.010.02 30.024.65

Dimensions in millimetres.
Standard material: Nylon 66 glass reinforced, to UL94VO.

12
34
56
78
910

1112
1314

2.5

(x4)

(x4)

4.0 0.5
0.8

14.8

1.8

2.2

0.6

No. of
Bobbin pins Pin Part

size available size No.
ETD 34 (5 Chamber) 14 (2 x 7) Ø1.0 FD9645
ETD 34 (8 Chamber) 14 (2 x 7) Ø1.0 FD9648

Section
5

1
3
5
7

019
11

4131
12

8
6
4
2

2.5
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.
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42

ETD Ferrite Core Coil Formers

ETD 34 VERTICAL (5 Chamber)

ETD 34 VERTICAL (8 Chamber)

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze
Dimensions in millimetres

No. of
Bobbin pins Pin Part

size available size No.
ETD 34 (5 Chamber) 14 (2 x 7) Ø1.0 FD9645
ETD 34 (8 Chamber) 14 (2 x 7) Ø1.0 FD9648

Section 5

Final Pages APPROVED  21/6/05  11:00 am  Page 120

Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.
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ETD Ferrite Core Coil Formers

ETD 34 VERTICAL (5 Chamber)

ETD 34 VERTICAL (8 Chamber)

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze
Dimensions in millimetres

1
3
5
7
9

2
4
6
8

11
13

10
12
14

11.2

10.0 30.020.0

17.5

35.337.3 23.0 13.15

33.5 24.0

1.0

11.0

27.8

25.0

(x4)

(x4)

4.0 0.5
0.8

14.8

1.8

2.2

0.6

No. of
Bobbin pins Pin Part

size available size No.
ETD 34 (5 Chamber) 14 (2 x 7) Ø1.0 FD9645
ETD 34 (8 Chamber) 14 (2 x 7) Ø1.0 FD9648

Section 5

1
3
5
7

019
11

4131
12

8
6
4
2

2.5
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED
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ETD Ferrite Core Coil Formers

ETD 34 VERTICAL (5 Chamber)

ETD 34 VERTICAL (8 Chamber)

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze
Dimensions in millimetres

(x7)

11.3

X

X

Y

Y

SECTION X-X

SECTION Y-Y

a
b

c c c
d d

a

b

c

d

12
34
56
78
9

11
1314

12
10

35.237.6 23.0

35.0

25.0

27.5
0.65

1.90

1.95

42.35

2.25

1.95

2.25

2.25

1.95

2.25 4.0 0.5

14.0

5.0

23.35

13.3

16.8

29.8

16.8

30.2

0.010.02 30.024.65

Dimensions in millimetres.
Standard material: Nylon 66 glass reinforced, to UL94VO.

12
34
56
78
910

1112
1314

2.5
No. of

Bobbin pins Pin Part
size available size No.

ETD 34 (5 Chamber) 14 (2 x 7) Ø1.0 FD9645
ETD 34 (8 Chamber) 14 (2 x 7) Ø1.0 FD9648

Section 5
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.
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ETD Ferrite Core Coil Formers

CLIPS FOR ETD FERRITES

Section 5
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Materials: Stainless steel   Dimensions in millimetres

c

b

0.4

a

traPnibboB
size a b c No.

ETD 29 33.8 8.9 8.8 TCL29
ETD 34 38.0 9.5 11.1 TCL34
ETD 39 43.7 10.0 12.6 TCL39
ETD 44 48.2 11.1 15.0 TCL44
ETD 49 53.5 11.0 16.5 TCL49
ETD 54 60.0 11.7 19.3 TCL54
ETD 59 65.4 12.9 22.1 TCL59

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details
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ETD Ferrite Core Coil Bobbins
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

PQ Ferrite Core Coil Formers
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Standard materials: Polyester (PET) to UL94V0    Pin material: Phosphor Bronze    Dimensions in inches
*PQ0010 & PQ0020 also available with 0.025 Sq. phosphor bronze pins

PC-B3535-12 PC-B4040-12
123456

7 8 9 10 11 12

123456

7 8 9 10 11 12

0.1000.100

No. of
Bobbin Fig. pins Pin a b c d e f g h j k m n Part

.aiDelbaliavaezis No.

PC-B2016-14 1-A 14 (1 x 8) + (1 x 6) 0.028* 0.900 0.903 0.718 0.428 0.315 0.200 0.800 0.150 0.100 0.675 0.366 0.383 PQ0010
PC-B2020-14 1-A 14 (1 x 8) + (1 x 6) 0.028* 0.900 0.903 0.874 0.428 0.470 0.200 0.800 0.150 0.100 0.675 0.366 0.539 PQ0020
PC-B2620-12 2-A 12 (2 x 6) 0.036 1.043 1.150 0.852 0.559 0.354 0.290 1.000 0.150 0.300 0.850 0.492 0.428 PQ0030
PC-B2625-12 2-A 12 (2 x 6) 0.036 1.043 1.150 1.033 0.559 0.535 0.290 1.000 0.150 0.300 0.850 0.492 0.609 PQ0040
PC-B3220-12 2-A 12 (2 x 6) 0.036 1.260 1.340 0.890 0.626 0.357 0.250 1.200 0.200 0.300 1.047 0.553 0.427 PQ0050
PC-B3230-12 2-A 12 (2 x 6) 0.036 1.260 1.340 1.285 0.626 0.740 0.250 1.200 0.200 0.300 1.047 0.553 0.812 PQ0060
PC-B3535-12 2-A 12 (2 x 6) 0.036 1.375 1.540 1.463 0.660 0.878 0.250 1.400 0.200 0.400 1.224 0.589 0.958 PQ0070
PC-B4040-12 3-A 12 (2 x 6) 0.036 1.375 1.650 1.660 0.685 1.055 0.250 1.500 0.200 0.600 1.417 0.610 1.128 PQ0080

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details

Section 5
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*High solder temperature versions available in Stanyl TE250F6 material

PQ Ferrite Core Coil Formers

Section 5

48

* PQ0010 & PQ0020 also available with 0.025" Sq. Phosphor Bronze pins
Standard materials: Polyester (PET) Pin material: Phosphor Bronze (Except PC-5050-12)
PC-5050-12: Moulded in Phenolic material. Pin material: Steel
Higher solder temperature versions available in Stanyl TE250F6 material
Dimensions in inches

No. of
Bobbin Fig. pins Pin a b c d e f g h j k m n Part

.aiDelbaliavaezis No.

PC-B2016-14 1-A 14 (1 x 8) + (1 x 6) 0.028* 0.900 0.903 0.718 0.428 0.315 0.200 0.800 0.150 0.100 0.675 0.366 0.383 PQ0010*
PC-B2020-14 1-A 14 (1 x 8) + (1 x 6) 0.028* 0.900 0.903 0.874 0.428 0.470 0.200 0.800 0.150 0.100 0.675 0.366 0.539 PQ0020*
PC-B2620-12 2-A 12 (2 x 6) 0.036 1.043 1.150 0.852 0.559 0.354 0.290 1.000 0.150 0.300 0.850 0.492 0.428 PQ0030
PC-B2625-12 2-A 12 (2 x 6) 0.036 1.043 1.150 1.033 0.559 0.535 0.290 1.000 0.150 0.300 0.850 0.492 0.609 PQ0040
PC-B3220-12 2-A 12 (2 x 6) 0.036 1.260 1.340 0.890 0.626 0.357 0.250 1.200 0.200 0.300 1.047 0.553 0.427 PQ0050
PC-B3230-12 2-A 12 (2 x 6) 0.036 1.260 1.340 1.285 0.626 0.740 0.250 1.200 0.200 0.300 1.047 0.553 0.812 PQ0060
PC-B3535-12 2-A 12 (2 x 6) 0.036 1.375 1.540 1.463 0.660 0.878 0.250 1.400 0.200 0.400 1.224 0.589 0.958 PQ0070
PC-B4040-12 3-A 12 (2 x 6) 0.036 1.375 1.650 1.660 0.685 1.055 0.250 1.500 0.200 0.600 1.417 0.610 1.128 PQ0080
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PC-B5050-12 12 (2 x 6)    Check with sales office for availability PQ00800.047

PQ Ferrite Core Coil FormersPQ Ferrite Core Coil Formers
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48

Standard materials: Polyester (PET) to UL94V0    Pin material: Phosphor Bronze    Dimensions in inches
*PQ0010 & PQ0020 also available with 0.025 Sq. phosphor bronze pins
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PC-B2016-14
PC-B2020-14

PC-B2620-12
PC-B2625-12

PC-B3220-12
PC-B3230-12

123456

987 10 11 12 13 14

1

12

23456

11107 8 9

123456

7 8 9 10 11 12

0.1000.050
0.050

No. of
Bobbin Fig. pins Pin a b c d e f g h j k m n Part

.aiDelbaliavaezis No.

PC-B2016-14 1-A 14 (1 x 8) + (1 x 6) 0.028* 0.900 0.903 0.718 0.428 0.315 0.200 0.800 0.150 0.100 0.675 0.366 0.383 PQ0010
PC-B2020-14 1-A 14 (1 x 8) + (1 x 6) 0.028* 0.900 0.903 0.874 0.428 0.470 0.200 0.800 0.150 0.100 0.675 0.366 0.539 PQ0020
PC-B2620-12 2-A 12 (2 x 6) 0.036 1.043 1.150 0.852 0.559 0.354 0.290 1.000 0.150 0.300 0.850 0.492 0.428 PQ0030
PC-B2625-12 2-A 12 (2 x 6) 0.036 1.043 1.150 1.033 0.559 0.535 0.290 1.000 0.150 0.300 0.850 0.492 0.609 PQ0040
PC-B3220-12 2-A 12 (2 x 6) 0.036 1.260 1.340 0.890 0.626 0.357 0.250 1.200 0.200 0.300 1.047 0.553 0.427 PQ0050
PC-B3230-12 2-A 12 (2 x 6) 0.036 1.260 1.340 1.285 0.626 0.740 0.250 1.200 0.200 0.300 1.047 0.553 0.812 PQ0060
PC-B3535-12 2-A 12 (2 x 6) 0.036 1.375 1.540 1.463 0.660 0.878 0.250 1.400 0.200 0.400 1.224 0.589 0.958 PQ0070
PC-B4040-12 3-A 12 (2 x 6) 0.036 1.375 1.650 1.660 0.685 1.055 0.250 1.500 0.200 0.600 1.417 0.610 1.128 PQ0080

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details
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*High solder temperature versions available in Stanyl TE250F6 material
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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RM4

DT136 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.01.01

4

Dimensions in millimetres

7.9

4.9

5.86.9 7.8

4.2 0.2

2.54

7.62

2.547.62

4.8

2.54

2.54

0.05

1.00
+0.15

0

Part number RM04V1S06IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0,45 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

RM4

DT137 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.01.02

4

Dimensions in millimetres

7.9

4.9

5.86.9

2.65

2.65
7.8

2.54

7.62

2.547.62

4.2 0.2

2.54

2.54

0.05

1.00 +0.15
0

4.8

Part number RM04V2S06IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0,45 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0,45 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM04V2S06IS-00

Dimensions in millimetres

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0,45 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum

Part number RM04V1S06IS-00

Dimensions in millimetres

RM 4

RM04V1S06IS-00

RM 4
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491
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RM 4

9.84.0

2.10.7

2.9
0.3

9.2

8.34.8

RM4

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)

RM04CLIPEM-00

Mounting clip with earth pin

"IEC 60 068-2-20",Part 2, Test Ta , method 1

DT001 Iss. 2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.01.03

4

DT138 Iss. 3

RM5

1

2

3

5

6

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.02.01

Dimensions in millimetres

5

10

7.2

5.0810.16

5.08

10.16

0.55

1.85

7.3 4.9 6.3

4.4 0.3

6

2.54

2.54

0.05

1.00 +0.15
0

Part number RM05V1S06IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0,50 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0,50 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum

Part number RM05V1S06IS-00

Dimensions in millimetres

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2-20",Part 2, Test Ta, 
method 1

Part number RM04CLIPEM-00

Dimensions in millimetres

RM 5

RM04CLIPEM-00
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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DT141 Iss. 3

RM5
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8

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.02.03

Dimensions in millimetres

5.0815.24 10.16

5.08

10.16

5

10

60.55

1.85

4.4 0.3

7.25
4.85 6.2

2.54

2.54

0.05

1.00 +0.15
0

7.2

Part number RM05V1S08IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.50 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.50 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum

Part number RM05V1S08IS-00

Dimensions in millimetres

4

RM5

DT142 Iss. 3

1

2

3

5

6

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.02.02

Dimensions in millimetres

5.08

10.16

5.0810.16

4.4 0.3
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4.9 6.3
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10

6
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0

7.2

Part number RM05V2S06IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.50 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.50 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum

Part number RM05V2S06IS-00

Dimensions in millimetres

RM05V1S08IS-00

RM 5

RM 5
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491
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RM 5

4

RM5

DT143 Iss. 3
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MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.02.04

Dimensions in millimetres

10.16

5.08

5.08 10.1615.24

4.4 0.3

0.5

4.85 6.2

0.55

1.85

7.25

5

10

6

2.54

2.54

0.05

1.00 +0.15
0

7.2

Part number RM05V2S08IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.50 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

DT139 Iss. 4

RM5

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.02.05

Dimensions in millimetres

(3x)
3.75

14.7518.1

14

9.4

0.3

1.35

0.45

5.85

2.65

12.15

4.75

6

1.8

5.0510.02

Part number RM05V1S08CS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.3 x 1.0 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

1 4

58

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.3 x 1.0 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM05V1S08CS-00

Dimensions in millimetres

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.50 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum

Part number RM05V2S08IS-00

Dimensions in millimetres

RM05V1S08CS-00

RM 5
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491
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Dimensions in millimetres

DT140 Iss. 4

RM5

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.02.06

Dimensions in millimetres

Part number RM05V1S08GS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.3 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.3 x 0.6 Phosphor bronze - Tin 
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM05V1S08GS-00

Dimensions in millimetres

9.9

0.7 2.1

4.0

2.9
0.3

9.3

8.34.8

9.9

2.1

2.9

9.3

8.3

RM5

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2-20",Part 2, Test Ta , method 1
RM05CLIPEM-00

Mounting clip with earth pin

Clip material
Part No

Steel
RM05CLIPM-01

Mounting clip without earth pin

DT002 Iss.2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.02.07

RM 5

RM 5

Mounting clip 
without earth pin

Clip material Steel

Part No. RM05CLIPM-01

Dimensions in millimetres

9.9

0.7 2.1

4.0

2.9
0.3

9.3

8.34.8

9.9

2.1

2.9

9.3

8.3

RM5

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2-20",Part 2, Test Ta , method 1
RM05CLIPEM-00

Mounting clip with earth pin

Clip material
Part No

Steel
RM05CLIPM-01

Mounting clip without earth pin

DT002 Iss.2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.02.07

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2-20",Part 2, Test Ta , 
method 1

Part number RM05CLIPEM-00

RM05V1S08GS-00

RM05CLIPEM-00

RM05CLIPM-01

RM 5
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491
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MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.03.01

Dimensions in millimetres

7.62

12.7

7.6212.7

0.55

1.9

8.85 6.4 7.9

7.4

6.5
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4.7 0.3
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2.54

0.05

1.00 +0.15
0

Part number RM06V1S06IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.50 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

4

DT147 Iss. 3

RM6

1

2

3

5

6

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.03.02

Dimensions in millimetres

7.62

12.7

7.6212.7

8.7

0.5
6.4 7.9

7.4
0.55

1.9

8.85

6.5

12.2

4.7 0.3

2.54

2.54

0.05

1.00 +0.15
0

Part number RM06V2S06IS-00
Pin pull out force 0.7 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.50 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.50 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum

Part number RM06V2S06IS-00

Dimensions in millimetres

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.50 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 0.7 Kg Minimum

Part number RM06V1S06IS-00

Dimensions in millimetres

RM06V1S06IS-00

RM06V2S06IS-00

RM 6

RM 6
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

4

DT146 Iss. 3

RM6

1

58

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.03.03

Dimensions in millimetres

15.2418.5

(4x)
3.81

(2x)
5.08

17.1

16.0

6.712.3

2.7

3.65

13 6.65

0.5

5.0 0.5

3.0 0.5

7.45

7.95

1.27

2.54

0.05

1.00+0.15
0

Part number RM06V1S08LP-00
Pin push out force 1.0 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Polyethylene terephthalate (PET), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E69578 (M)

Coil Former

DT145 Iss. 4

RM6

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.03.04

Dimensions in millimetres

5

12.5

15.55

17.320.5

12.65

0.25

2.57

2.7
0.5

6.35 7.88

14.81.8
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491

S
ec

ti
o

n 
6

Dimensions in millimetres

RM 6

DT157 Iss. 3

RM6

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.03.05

Dimensions in millimetres

(2x)
5.08

(4x)
3.81

15.4

7.5

10.910.75

0.45

7.88

0.8

6.6

16.5

21.85

11.1

6.5812.2

Part number RM06V1S08GS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.3 x 0.6 Phosphor bronze - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.3 x 0.6 Phosphor bronze - Tin
(Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM06V1S08GS-00

Dimensions in millimetres

5.0

0.7 2.3

0.3

9.56.2

12.0

2.3

9.5

11.3

11.1

11.9

RM6

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)

"IEC 60 068-2-20", Part 2, Test Ta, method 1
RM06CLIPEM-00

Mounting clip with earth pin

Clip material
Part No.

Steel
RM06CLIPM-01

Mounting clip without earth pin

DT005 Iss.3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.03.06

Mounting clip 
without earth pin

Clip material Steel

Part No. RM06CLIPM-01

Dimensions in millimetres

5.0

0.7 2.3

0.3

9.56.2

12.0

2.3

9.5

11.3

11.1

11.9

RM6

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)

"IEC 60 068-2-20", Part 2, Test Ta, method 1
RM06CLIPEM-00

Mounting clip with earth pin

Clip material
Part No.

Steel
RM06CLIPM-01

Mounting clip without earth pin

DT005 Iss.3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.03.06

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2-20", Part 2, Test Ta, 
method 1

Part number RM06CLIPEM-00

RM06CLIPEM-00

RM06CLIPM-01

RM 6

RM 6
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

Dimensions in millimetres

RM7

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2-20",Part 2, Test Ta , method 1
RMO7CLIPEM-00

Mounting clip with earth pin

DT007 Iss.4

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.04.01

2.50.6

0.4 11.9

4.0

10.55.2

12.7

RM 7

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2-20",Part 2, Test Ta , 
method 1

Part number RM07CLIPEM-00

4

RM8

DT148 Iss. 3

1

2 3

5 6

7

89

10

1112

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.05.01

Dimensions in millimetres

7.62

17.78

12.7

12.77.6217.78

12.2

0.6

2.4

12.1 9.1 10.65

8.8

16.8

5.0 0.5

9.9

2.54

2.54

0.05

1.00 +0.15
0

Part number RM08V1S12IS-00
Pin pull out force 1.0 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.0 Kg Minimum

Part number RM08V1S12IS-00

Dimensions in millimetres

RM07CLIPEM-00

RM08V1S12IS-00

RM 8
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491

S
ec

ti
o

n 
6

4

DT150 Iss. 4

RM8

1

2 3

5 6

7

89

10

1112

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.05.02

Dimensions in millimetres

12.7

12.2

7.62

17.78

7.6217.78 12.7

2.5

0.6

12.1

9.8

9.1

0.6

5.0 0.5

10.65

8.8

16.8

2.54

2.54

0.05

1.00 +0.15
0

Part number RM08V2S12IS-00
Pin pull out force 1.0 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

DT149 Iss. 3

RM8

1 6

712

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.05.03

Dimensions in millimetres

(8x)
3.81

(2x)
5.08

23.4

23.4 20.32

3.4

2.5

16.5

1.15

0.65

8.8

6.0 0.5

8.716.9

9.9

29.8 0.3

1.27

2.54

0.05

1.40 +0.15
0

Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 20.64 Sq. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Polyethylene terephthalate (PET), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E69578 (M)

Pin push out force
Part number

1.5 kg Minimum
RM08V1S12LP-00
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2 20,Part 2,Test 
Ta,method 1

Pin pull out force 1.5 Kg Minimum

Part number RM08CLIPEM-00

Dimensions in millimetres

Mounting clip with 
earth pin: high 
clamping force

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2-20",Part 2, Test Ta, 
method 1

Part number RM08CLIPEM-02

Dimensions in millimetres

15.83.5

0.7

0.4

15.0

13.54.7

15.8

15.0

13.5

0.4

4.5

4.5

Dimensions in millimeters

Mounting clip with earth pin

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1
RM08CLIPEM-00

Mounting clip without earth pin

Clip material
Part No.

Steel

RM8

RM08CLIPM-01

DT008 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.05.04

RM 8

RM 8

Mounting clip
without earth pin 

Clip material Steel

Part No. RM08CLIPM-01

Dimensions in millimetres

16.04.0

0.7 3.8 4.5

0.4
3.1

15.2

5.2 13.6

RM8

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2-20",Part 2, Test Ta , method 1
RM08CLIPEM-02

Mounting clip with earth pin: high clamping force

DT009  Iss.3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.05.05

15.83.5

0.7

0.4

15.0

13.54.7

15.8

15.0

13.5

0.4

4.5

4.5

Dimensions in millimeters

Mounting clip with earth pin

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2 20,Part 2,Test Ta,method 1
RM08CLIPEM-00

Mounting clip without earth pin

Clip material
Part No.

Steel

RM8

RM08CLIPM-01

DT008 Iss. 3

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.05.04

RM08CLIPEM-00

RM08CLIPM-01

RM08CLIPEM-02

RM 8
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491

S
ec
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o

n 
6

4

DT151 Iss. 3

RM10

1

2 3

5 6

7

89

10

1112

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.06.01

Dimensions in millimetres

11.3

20.9

12.2

2.2

0.6

13.4 10.6 12.2

4.0 0.3

15.24

10.16

20.32

10.1620.32

2.54

2.54

0.05

1.00 +0.15
0

Part number RM10V1S12IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

DT153 Iss. 5

RM10

1

2 3

4

5 6

7

89

10

1112

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.06.02

Dimensions in millimetres

10.16

15.24

20.32

10.1620.32 15.24

2.2

13.4 ±0.1 12.2 ±0.1

Ø 12.2 ±0.1

Ø11.3 ±0.1

Ø 20.9 ±0.1

2.54

2.54

 0.05

Ø1.00 +0.15
 0

4.8 ±0.3

13.8 ±0.1

0.5

0.60 ±0.05

Part number RM10V2S12IS-00
Pin pull out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0,60 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0,60 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM10V2S12IS-00

Dimensions in millimetres

Coil Former

Coil former material Phenolformaldehyde (PF), glass 
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.60 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM10V1S12IS-00

Dimensions in millimetres

RM 10

RM10V1S12IS-00

RM10V2S12IS-00

RM 10
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk

UL RECOGNISED
MOULDER - E176491

S
ectio

n 6 DT152 Iss. 3

RM10

1 6

712

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.06.03

Dimensions in millimetres

(2x)
5.08

(8x)
3.81

27.9430.9 39.4 0.3

3.8

3.1

19.1

0.7

1.2

10.3

4.5 0.5

12.5

11.121.1

1.27

2.54

0.05

1.40 +0.15
0

23.32

Part number RM10V1S12LP-00
Pin push out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.64 Sq. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Polyethylene terephthalate (PET), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E69578 (M)

Coil Former

0.7

0.4

17.84.0

4.0 4.5

15.2

17.0

5.3

RM10

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2-20",Part 2, Test Ta , method 1
RM10CLIPEM-00

Mounting clip with earth pin

DT012 Iss.2

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.06.04

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2-20",Part 2, Test Ta , 
method 1

Part number RM10CLIPEM-00

Dimensions in millimetres

Coil Former

Coil former material Polyethylene terephthalate (PET), 
glass reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E69578 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.64 Sq. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM10V1S12LP-00

Dimensions in millimetres

RM 10

RM10V1S12LP-00

RM10CLIPEM-00

RM 10
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

S
ec

ti
o

n 
6

4

DT154 Iss. 3

RM12

1

2 3

5 6

7

89

10

1112

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.07.01

Dimensions in millimetres

12.7

22.86

17.78

27.94

16.7

12.722.86 17.78 27.94

14.4

17.75 14.7

6.3 0.3

13.1

24.6

16.4

2.54

2.54

0.05

1.30 +0.15
0

Part number RM12V1S12IS-00
Pin pull out force 1.0 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.80 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Phenolformaldehyde (PF), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E41429 (M)

Coil Former

DT155 Iss. 3

RM12

1 6

712
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Dimensions in millimetres

28.4

(10x)
5.08

33.02 45.2 0.336

4.3

2.9

23.7

0.7

1.2

14.6

4.5 0.3

13.024.7

14.5

2.54

2.54

0.05

1.30 +0.15
0

Part number RM12V1S12LP-00
Pin push out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.80 Dia. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Polyethylene terephthalate (PET), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E69578 (M)

Coil Former

Coil Former

Coil former material Polyethylene terephthalate (PET), 
glass reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E69578 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.80 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM12V1S12LP-00

Dimensions in millimetres

Coil Former

Coil former material Phenolformaldehyde (PF), glass
reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E41429 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.80 Dia. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.0 Kg Minimum

Part number RM12V1S12IS-00

Dimensions in millimetres

RM 12

RM12V1S12IS-00

RM12V1S12LP-00

RM 12
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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Dimensions in millimetres

DT156 Iss. 3
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4

Dimensions in millimetres

(8x)
5.08

(2x)
7.62

35.5641

31.4

4.4 0.3

4.8

29.3

0.8

1.3

18.4

16.8

15.228.8

3.7

2.54

2.54

0.05

1.60 +0.15
0

Part number RM14V1S12LP-00
Pin push out force 1.5 Kg Minimum
Solderability "IEC 60068-2-20", Part 2, Test Ta, method 1, 235 deg. C, 2 s
Pin material 0.80 Sq. copper clad steel wire (ASTM.B.227) - Tin (Sn) plated
Resistance to soldering heat "IEC 60068-2-20", Part 2, Test Tb, method 1B, 350 deg. C, 3.5 s

Coil former material Polyethylene terephthalate (PET), glass reinforced, flame retardant
in accordance with "UL 94V-0"; UL file number E69578 (M)

Coil Former

Coil Former

Coil former material Polyethylene terephthalate (PET), 
glass reinforced, flame retardant in 
accordance with "UL 94V-0"; UL file 
number E69578 (M)

Resistance to "IEC 60068-2-20", Part 2, Test Tb,
soldering heat method 1B, 350 deg. C, 3.5 s

Pin material 0.80 Sq. copper clad steel wire 
(ASTM.B.227) - Tin (Sn) plated

Solderability "IEC 60068-2-20", Part 2, Test Ta, 
method 1, 235 deg. C, 2 s

Pin pull out force 1.5 Kg Minimum

Part number RM14V1S12LP-00

Dimensions in millimetres

4.5

23.3

0.4

4.6

22.5

20.55.7

4.3

0.9

RM12

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)
"IEC 60 068-2-20",Part 2, Test Ta , method 1
RM12CLIPEM-00

Mounting clip with earth pin

DT013 Iss 3
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Dimensions in millimetres

DT017 Iss.3

28.8

0.9

0.9

5.0

28.5

25.65.5

0.5

4.05

8.0

RM14

Dimensions in millimetres

Clip material
Clip plating
Solderability
Part No.

Steel
Tin (Sn)

"IEC 60 068-2-20",Part 2, Test Ta , method 1
RM14CLIPEM-00

Mounting clip with earth pin

MILES-PLATTS LTD. - Unit Z, Blaby Industrial Park, Winchester Avenue, Blaby, Leicester LE8 4GZ, UK.
TEL: +44 (0)116 262 2593 - FAX: +44 (0)116 253 7889
sales@milesplatts.co.uk - www.milesplatts.co.uk 1.08.02

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2-20",Part 2, Test Ta , 
method 1

Part number RM12CLIPEM-00

Mounting clip 
with earth pin

Clip material Steel

Clip plating Tin (Sn)

Solderability "IEC 60 068-2-20",Part 2, Test Ta , 
method 1

Part number RM14CLIPEM-00

RM14V1S12LP-00

RM14CLIPEM-00

RM12CLIPEM-00

RM 12

RM 14

RM 14
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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 

UL RECOGNISED
MOULDER - E176491

S
ec

ti
o

n 
6

U Ferrite Core Coil Formers

U & I 12.7 X 8.9 X 4.95 (PTB 1)

U 13.5

Section 5

44

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94V0
Pin material: Half hard brass    Dimensions in millimetres

61

2

3

5

4

2.5

No. of
Bobbin Type Pins Pin Part

.oNeziselbaliavaezis

U & I 12.7 x 8.9 x 4.95 SS 6 (2 x 3) Ø0.71 FU0500

U 13.5

10.3

Section A-A

A

A

10.0

Dimensions in millimetres

1 6

2

3

5

4

10.2

12.0

4.5 0.5

11.2

3.9
20.2

16.6

18.7

5.15

1.0

12.5
1.0

0.635

5.0

2.0

4.7

No. of
Bobbin Type Pins Pin Part

size available size No.

U 13.5 DS 6 (2 x 3) 0.635 Sq. FU0550

(PTB 1)

0.03

Pin: TBS 028-375-150

0.71

9.52

3.81

0.38 1.27

1

2

3

6

5

4

2.54

Dimensions in millimetres
0.5

1

2

3 4

5

6

10.16

12.7

2.00

2.8

3.2

5.33

6.35

6.1

6.853.8

10.56.0

12.7 10.16

3.17 2.7

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk

Section 5
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