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Miles Platts terminals & wire pins are lead-free - all 
polymers meet the REACH and RoHS directive 
(2002/95/EC). Please refer to www.milesplatts.co.uk 
for details. 
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TOROID MOUNTS

Seven vertical mounts catalogued
Custom Design Service
Through hole termination options

Horizontal types under development
Available in high performance
polymers

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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Toroid Mounts

TOROID MOUNT TR0010

TOROID MOUNT TR0020

Section 6

2

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94HB  /
Nylon 66 glass reinforced to UL94V0
Dimensions in millimetres

No. of
Terminal terminals Part

Description Type type available No.

Toroid mount 72958 TBS 901 4 (2 x 2) TR0010

No. of
Terminal terminals Part

Description Type type available No.

Toroid mount 72959 TBS 901 4 (2 x 2) TR0020

72958
A

A

BB Section A-A

Section B-B

Dimensions in millimetres.

Typ.

Standard material: Nylon 66 glass reinforced
1
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5

72959

15.0 13.0

Typ.

A

A

B B Section A-A

Section B-B

Dimensions in millimetres.
Standard material: Nylon 66 glass reinforced

1

2 3

4

7.62 10.16

25.4

3.0 1.6
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60
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20.0
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4
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4

5.08 6.35

2.54

Most products are available direct from stock with same day despatch
- please contact sales for details
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Toroid Mounts

TOROID MOUNT TR0030

TOROID MOUNT TR0040

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
pins Pin Part

Description Type available size No.

Toroid mount 74671 8 (2 x 4) 0.635 Sq. TR0030

Pin No. of Part
Description Type size pins No.

Toroid mount 76791 0.635 Sq. 4 (2 x 2) TR0040
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.
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Miles-Platts are technical moulders - we manufacture 
more than bobbins - please contact sales for details

Toroid Mounts
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Toroid Mounts

TOROID MOUNT TR0030

TOROID MOUNT TR0040

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

No. of
pins Pin Part

Description Type available size No.

Toroid mount 74671 8 (2 x 4) 0.635 Sq. TR0030

Pin No. of Part
Description Type size pins No.

Toroid mount 76791 0.635 Sq. 4 (2 x 2) TR0040

O O OU

Toroid mount )2 x 2( 419767

Description Type size
Pin

pins
No. of

0.635 Sq.

Dimensions in millimetres

Pin material: Phosphor Bronze
Standard material: Nylon 66 glass reinforced

A

A

B B

Section B-B

Section A-A

2

1

1

2 3

4

3.0

24.48

1.0

17.0

26.48

34.48

6.0
4.0 0.5

3.2

60

1.6

2.8

19.0

10.16 12.7

30.48

1.27

30

3

4

2

1

2.54

1.27

74671

1 2 3 4

5678

16.5

1.27

16.5

A A

Section A-A

12.32

Min.

Dimensions in millimetres.

41

58
Standard material: Nylon 66 glass reinforced, to UL94V017.78

20.32

4.0

5.0 0.5

4.06.5
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11.4

45

1.8

20.32
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Miles-Platts terminals & wire pins are lead-free - all polymers meet the
ROHS directive (2002/95/EC). Please refer to website for details.
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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Toroid Mounts

TOROID MOUNT TR0050

TOROID MOUNT TR0060

Section 6

4

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0    Dimensions in millimetres

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0    Dimensions in millimetres

21

2.54

1

6

2

5 4

3

6.355.08

2.54

No. of
Terminal terminals Part

Description Type type available No.

Toroid mount 79796 TBS 901 2 TR0050

Pin No. of Part
Description Type size pins No.

Toroid mount 76507 0.635 Sq. 6 (2 x 3) TR0060

Description

Standard mate
Dimensions in 

A A

B

B

Section B-B

21

9.7

120

3.0

2.0

1.0 3.2

30

10.030

12.7

11.7

15.1

6.0

12.0

TO

Toroid mount

Description

Pin material; Phosph
Standard material: N
Dimensions in millim

B

B

31

46

Section B-B

Section A-A

A A

5.08 6.35

20.32

29.0

140
12.0

3.0

4.2 0.5

45

0.8

1.4 5.0

7.0

90

1.4

10.0

25.4

Miles-Platts are technical moulders - we manufacture more than bobbins
- please contact sales for details
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Most products are available direct from stock with 
same day despatch - please contact sales for details UL RECOGNISED

MOULDER - E176491
Section 6

5

Toroid Mounts

TOROID MOUNT TR0070

Standard materials: Nylon 66 glass reinforced to UL94HB /
Nylon 66 glass reinforced to UL94V0
Pin material: Phosphor Bronze    Dimensions in millimetres

Toroid mount 77379 4(2 x 2) TR00700.635 Sq.

Pin material; Phosphor Bronze
Standard material: Nylon 66 glass reinforced, to UL94V0
Dimensions in millimetres

Description Type size
Pin

pinsNo. of
Part No.

A A

B

B

1

2 3

4

Section A-A

Section B-B

3

4

2

1140

12.0

3.0
0.8

1.4

5.0
4.2 0.5

45

20.32

5.08 6.35

10.0

23.9

7.0

90

1.4

13.0

2.54

5.08 6.35

Pin No. of Part
Description Type size pins No.

Toroid mount 77379 0.635 Sq. 4 (2 x 2) TR0070

For further technical information please contact
sales@milesplatts.co.uk or www.milesplatts.co.uk
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For further technical information please contact sales
Tel: +44 (0) 116 264 3850   Fax: +44 (0) 116 264 3851
Email: enquiries@milesplatts.co.uk
Web: www.milesplatts.co.uk
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“ We aim to satisfy and service the
ever changing needs of our customers. ”

“ Wir streben danach, die sich ständig ändernden
Bedürfnisse unserer Kunden zu befriedigen. ”

“ Nous cherchons à satisfaire et répondre aux
besoins toujours changeant de nos clients. ”

“Nuestro objectivo es satisfacer y mantener
un servico excelente que copen las diferentes

necesidades de los clientes, que pueden
variar mucho según el tipo de mercado.

”

For further technical information please contact sales
Tel: +44 (0) 116 262 2593  Fax: +44 (0) 116 253 7889
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